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EXECUTIVE SUMMARY

Sediment sampling was performed at New Bedford Harbor from June to November 2007 in support
of remedial dredging activities. In 2007, dredge activities occurred primarily in two areas, including
‘Area G” which encompasses southern sections of DMU-1 and DMU-102 and “Area H* which
encompasses sections of DMU-9 and DMU-10, and DMU-11. Dredging activities targeted removal
of sediments to the approximate depth of the target dredge elevation (where polychlorinated
biphenyl (PCB) concentrations are predicted, based on modeling, to be less than the 10 mg/kg
remediation criteria). Sediment cores were collected before, during, and after dredging to evaluate
the target dredge elevation estimates through visual characterization and observation of the elevation
of sediment-type transitions. Sediment monitoring was also performed in 2007 at the OU3 Pilot Cap
and proposed Boat House areas to characterize PCBs in sediment.

Site-wide geostatistical modeling based on historical PCB data has been used to develop an
estimation of the vertical elevation of PCB contamination in the sediments (target dredge elevation).
The dredge plan for each year is based on the target dredge elevations and contours within the
planned footprint of dredging. However, changes in sediment condition over time or uncertainties in
the model can result in a discrepancy between the target dredge elevation estimates and the existing
features at the site. Elevation data based on the visual characterization of cores collected prior to
dredging at Areas G and H in June 2007 were used to refine the dredge plan in terms of target dredge
depths and sediment thickness. As a result target dredge depths were reduced, thereby reducing
dredging and disposal efforts.

The collection of post-dredge cores revealed that the depth of the sediment surface and the overall
thickness of OL (organic silt, organic clay according to the Unified Soil Classification System)
layers were reduced across all dredged areas. However, the post-dredge cores collected within the
same dredge areas (but generally at different locations) generally had less distinct visual transitions
compared to the pre-dredge cores. The transitions generally occurred over a relatively broad band
(>0.5-ft) of mixed sediment and in many cases, the elevation of the post-dredge visual transition also
occurred at a deeper elevation than observed during the pre-dredge coring investigation.

Total PCB concentrations in post-dredge surface sediment sampled at Area G ranged from 74 mg/kg
to 660 mg/kg, with no clear distribution trend except that total PCB concentrations appeared to be
lower in surface sediment sampled along the eastern boundary of the dredge area. Post-dredge total
PCB concentrations ranged from 5.4 mg/kg to 1,400 mg/kg at Area H. The highest PCB
concentrations were measured in the fined-grained, organic-rich sediments sampled along the
western boundary. Lower PCB concentrations were measured in sandy, low TOC sediments
sampled near the eastern boundary.

There were no substantive changes in total PCB concentrations since 2005 in surficial sediments
sampled at the OU3 Pilot Cap site, suggesting that the cap placement is still effective in this area.

Total PCB concentrations in sediment sampled at the proposed Boat House area were highest at the
surface and generally decreased with depth. Most of the sediments sampled 2-ft below the surface
had total PCB concentrations well below 1 mg/kg.
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1.0 INTRODUCTION
1.1  Site Description

The New Bedford Harbor Superfund Site (Site), located in Bristol County, Massachusetts (MA),
extends from the shallow northern reaches of the Acushnet River estuary south through the

commercial harbor of New Bedford and into 17,000 adjacent
acres of Buzzards Bay (Figure 1). Industrial and urban
development surrounding the harbor has resulted in sediments
becoming contaminated with high concentrations of many
pollutants, notably polychlorinated biphenyls (PCBs) and heavy
metals. Two manufacturers in the area used PCBs while
producing electronic devices from the 1940s to the late 1970s,
when the use of PCBs was banned by the U.S. Environmental
Protection Agency (USEPA). Based on human health concerns
and ecological risk assessments, USEPA added New Bedford
Harbor to the National Priorities List in 1983 as a designated
Superfund Site. Through an Interagency Agreement between
the USEPA and the U.S. Army Corps of Engineers, New
England District (USACE NAE), the USACE is responsible for
carrying out the design and implementation of the remedial
measures at the Site. The Site has been divided into three areas
— the upper, lower and outer harbors — consistent with
geographical features of the area and gradients of contamination
(Figure 2).

Aerovox Inc. located in New Bedford, MA used PCBs in the
manufacture of electrical capacitors from approximately 1940 to
1977. This facility is located in the upper harbor and is considered
one of the major sources of historic PCB contamination to New
Bedford Harbor. The highest concentrations of PCBs were found
in sediments in a 5-acre area in the northern portion of the
Acushnet River Estuary adjacent to the Aerovox facility. These
‘hot spot” sediments, which contained PCBs upwards of 100,000
milligrams per kilogram (mg/kg), were removed between 1994
and 1995 as part of USEPA’s 1990 “Hot Spot” Record of
Decision (ROD). Full scale remediation dredging per the 1998
Upper and Lower Harbor ROD was initiated in 2004 and
continued in 2005, 2006, and 2007. Another known source of
PCB contamination in New Bedford Harbor is related to activities
at the Cornell-Dubilier mill on the western shore of the outer
harbor. In 2005, a 15 acre underwater cap pilot project was
implemented near Cornell-Dubilier to cap PCB-
contaminated sediments (Figure 2).
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Figure 1. Location of the Site in
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Figure 2. Location of the 2007 Dredge
Activity Area within New Bedford Harbor
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The Site is divided into a series of Dredge Management
Units (DMU) based on contamination levels,
contamination sources, topography, and other factors.
In 2007, dredge activities were conducted at two areas:
‘Area G’ encompassing sections of DMU-1 and DMU-
102 and ‘Area H’ encompassing sections of DMU-9
and DMU-10, and DMU-11 (Figure 3).

The remediation of the Site involves the excavation and
dredging of approximately 880,000 cubic yards of PCB
contaminated sediment. The majority of contaminated
material is being removed utilizing a hydraulic dredge
that pumps dredge slurry to the project’s Sawyer Street
facility where it is mechanically processed to remove
all sand, gravel, and debris material. The silt and clay
size materials are then pumped to the Area D
Dewatering Facility located on Herman Melville
Boulevard where it is mechanically dewatered and
transported off-site for disposal.

1.2 Project Objectives
The primary objectives of the 2007 sedimept monitoring Figure 3. 2007 Dredge Areas.
program were to 1) conduct pre-dredge coring to
determine the elevation of the visual transition and sediment thickness of the OL layer (‘OL’ in the
Unified Soil Classification System (USCS), defined as organic silt or organic clay) to assist dredge
planning, 2) conduct progress-dredge coring to provide field reconnaissance information during the
dredge season to maximize overall dredging productivity, and 3) conduct post-dredge coring to
assess the overall performance of the dredging operation and support future needs. Additional
objectives included conduct of harbor-wide monitoring at locations determined by the USEPA and
USACE NAE. This included sediment monitoring at the OU3 Pilot Cap site near the Cornell-
Dubilier Mill and the proposed Boat House area.

1.2.1 Pre-dredge Sediment Sampling

The entire upper harbor, including the planned 2007 dredge areas depicted in Figure 3, have been
parceled into discrete 25-foot by 25-foot ‘z-blocks’. During remedial design, a geostatistical model
was used to predict a target elevation for dredging each z-block. This target dredge elevation, as
shown in Figures 4 (Area G) and 5 (Area H), represents the elevation where PCB concentrations are
predicted to be less than the 10 mg/kg remediation criteria. Using target dredge elevations in
combination with bathymetric data, a preliminary dredge plan was developed which estimated the
required depth of dredging and the thickness of the overlying sediment to be removed. The pre-
dredge sediment sampling plan was designed to confirm these estimates or adjust elevations as
needed. Coring locations were placed onto the z-block map to achieve sufficient spatial coverage for
making an evaluation of the target dredge elevations. In areas where the target dredge elevations
changed substantially within adjacent z-blocks the concentration of sampling locations was
increased. Visual characterization data from the pre-dredge cores was used by NAE and Jacobs
Engineering Group (Jacobs) to prepare the final 2007 dredge plan.

New Bedford Harbor Sediment Monitoring June 2008
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1.2.2 Progress-dredge Sediment Sampling

Push cores were collected during dredge activities to evaluate the progress of dredging operations
and dredge effectiveness. Dredging operations were conducted based on opportunity (tides, weather,
equipment, etc) and sample locations were determined through weekly discussions between NAE,
Battelle, and Jacobs, based on the dredge operations. Samples collected during this activity received
visual characterization only (Section 2.2).

1.2.3 Post-dredge Sediment Sampling

Post-dredge sediment sampling was conducted to assess the sediment condition relative to the target
dredge elevation for the entire 2007 dredging event and to assist with future site needs. Visual
characterization of these samples was used to determine the elevation and thickness of overlying
material remaining after the completion of dredging. Chemical analysis was also performed to
assess PCB concentrations remaining in the sediments in these areas. Supplemental analyses,
including grain size composition, total organic carbon (TOC), and volatile organic compound
(VOC), were performed on selected samples at the direction of USACE NAE.

1.2.4 Harbor-wide Sampling

Additional harbor-wide monitoring was conducted at the direction of USEPA and USACE NAE. In
2007, sediment monitoring was performed to characterize PCBs in sediments at the OU3 Pilot Cap
and the proposed Boat House areas.

The OU3 Pilot Cap site is a localized area of elevated PCB concentrations located outside the
hurricane barrier in New Bedford, MA (Figure 2). In 2005 the OU3 Pilot Cap site was capped with
parent material dredged during the construction of a navigational dredged material Confined Aquatic
Disposal (CAD) cell in New Bedford Harbor. Annual monitoring has been conducted since 2005 to
assess temporal trends in PCBs in surficial sediments and the effectiveness of the cap.

Sampling was conducted in the area of the proposed Boat House location, located in the upper
Harbor, and was completed during post-dredge activities. Sediment cores were collected at 10
locations to characterize PCBs in sediment at three depth intervals: 0-1 ft, 1-2 ft, and 2-3 ft.

1.3  Report Organization

This report describes the activities conducted in 2007 during sampling in New Bedford Harbor in
support of dredging operations as part of the remediation of the Site. A description of the Site and
project objectives is presented in Section 1. A description of the 2007 sampling and analysis
methods is provided in Section 2. Results of the 2007 sediment monitoring, including sediment
characteristics and chemistry, are provided in Section 3.0. A discussion of the sediment results is
provided in Section 4.0. References are provided in Section 5.0.

New Bedford Harbor Sediment Monitoring June 2008
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20 METHODS

Environmental sampling and analysis methods utilized for the 2007 sediment monitoring program
are summarized below and described in detail in the project work plans (Battelle, 2006a, b; Battelle,
2007).

2.1 Sediment Collections

2.1.1 Pre-, Progress-, and Post-dredging Sampling

Pre-, progress-, and post-dredge core samples were collected in 2007 at Areas G (Figure 6) and H
(Figure 7). Sampling of sediments was conducted with a push-core sampling device utilizing 3-inch
diameter Lexan™ core barrels. The sampling device was designed to securely hold one end of a
pre-cut length of core barrel. Core lengths were targeted so that penetration exceeded the expected
depth of the target dredge elevation by at least one foot. A piston assembly inside the core barrel
was used to create suction during retrieval of the sample to prevent sediment loss from the bottom of
the barrel.

Once the individual components of the push core sampler were assembled, sample collection was
achieved as follows. The core assembly was measured from the bottom of the core to the top of the
assembly. The piston assembly was positioned just inside the leading end of the core liner and the
piston line was held loosely on deck. The device was lowered into the water until the leading end of
the core bore barrel contacted the sediment surface. The piston attachment line was then tied off
securely on the deck of the survey vessel, thus fixing the elevation of piston assembly. In driving the
push-core into the sediment, the piston created a syringe effect as the core liner was driven past the
fixed elevation of the piston. The core liner was then driven to the maximum depth of either refusal
or the limiting depth allowed by the length of the piston attachment line. When retrieving the core
assembly (with sample) tension was held on the piston line so that the piston and sample were not
pulled back down the core liner by suction from the sediments. The sampler was recovered onto the
deck of the survey vessel. The bottom end of the core barrel was fitted with a plastic cap, after
which the sediment on the external body of the sampler was rinsed off. After thoroughly cleaning
the sampling device the core liner was removed from the socket assembly, the piston assembly was
then removed, and the top of the core liner was fitted with a plastic end cap.

Upon recovery, the core was examined for acceptability. The goal of the dredge area sampling was
to identify visual transitions. If it did not appear that a clear transition layer was captured, the field
team used professional judgment to determine the cause. Possible causes included; 1) the core was
not long/deep enough to capture transition layers, 2) smearing of overlying sediments obscured the
transition, and 3) the entire core was composed of the characteristic native material. In the first two
cases the collection of a second core (longer for case 1) at the same location was conducted. In the
third case the field team repositioned slightly and collected a second core. Other factors which were
considered in determining acceptability included: 1) too much water at the top of the core, 2) signs
of significant compaction at the top of the core, and 3) signs of loss of sediment from the bottom of
the core. Because of the wide range of possible scenarios, overall core acceptability was based on
the experience and judgment of the Chief Scientist and the field team. All decision making was
documented on the Sediment Sampling Log sheets (Appendix A).

New Bedford Harbor Sediment Monitoring June 2008
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Figure 6. Pre-, Progress-, and Post-dredge Sample Locations at Area G.
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Figure 7. Pre-, Progress-, and Post-dredge Sample Locations at Area H.
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Determination of the accurate vertical elevation of the samples was critical in achieving the
objectives of the project. Elevation of the water levels, sediment-water interface, apparent target
dredge elevation, and other sediment transition zones were all critical measurements for this project
(see Section 3 and Appendix A). The project elevation datum is MLW NGVD-29. A series of
measurements were conducted for each sample to correct elevations for tidal fluctuations. All
measurements were recorded as +0.1 feet. The required measurements and techniques are listed
below. See Figure 8 for graphical depiction of the measurements.

A = Water depth. The water depth was recorded using either a lead line or a measuring pole.

B = Length of push core assembly. Prior to deployment, the full length of the push core
assembly from the top of the handle to the bottom edge of the core liner was recorded.

C = Water surface to top of core assembly handle. Once the core assembly was fully inserted
(refusal or full core penetration), the length of the assembly remaining above the water surface
was recorded.

D = Core Length. The core length, from bottom to top, was measured and recorded.

E = Surveyed elevation. Prior to operations the dredge contractor installed a fixed sheet pile with
markings indicating a survey elevation (NGVD 29). This elevation was recorded and served
as the reference point for all elevation calculations.

F = Water surface from surveyed elevation. After sample collection, the survey vessel
navigated to the fixed sheet pile with surveyed elevations (position to be determined) and the
distance from the water surface to the surveyed elevation was recorded.

From theses measurements a number of calculations were made to determine true elevations:

E - F = Elevation of water surface (G).

G - (B - C) = Elevation of bottom of core (H).
The H elevation (bottom of core) was used to determine the elevation of all visual
transitions, including apparent target dredge elevation. i.e.:

H + (distance to visual transition) = Elevation of visual transition (target dredge elevation)
H + D = Elevation of sediment water interface ().

The elevation of the sediment water interface was also calculated from:
G - A = Elevation of sediment water interface (1,).

I and 1, were compared at each station. In soft sediments the sediment water interface may have
been difficult to discern from soundings (i.e. it is difficult to feel). Additionally, the sediment water
interface within a core was subject to compaction during collection, settling after recovery, and other
factors which may have impacted the accuracy of elevation measurements. If I and I, varied by
more than 1.0 foot, the core was discarded and a new sample collected.

Once the core was deemed acceptable, a Sediment Sampling Log sheet was completed. Sample
collection data, including collection date and time, station coordinates, and sample ID, were
documented on Sediment Sampling Log forms. The field measurements required for determining
vertical elevation of the sediment-water interface and each transitional layer was also included on the
Sediment Sampling Log sheet. The core barrel was labeled with a sample ID, date, and the
orientation for the top of the core. Chain of Custody for each core section was initiated in the field.
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Core samples were capped tightly, stored on ice in the field, and transferred to the Sawyer Street
facility for processing (Section 2.2).

Surveyed
elevation (E)

Elevation of
Water surface
G)

Elevation of
Sediment water

Dark , high water interface (1, 1,)

content, overlying
sediment.

Hiah PCB (> 10ma/ka) .
Elevation of

visual transition

Light, consolidated,
native sediment.
Low PCB (< 10mg/kg)

Elevation of
Bottom of core

(H)

Figure 8. Graphical Depiction of Sediment Core Measurements.
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2.1.2 Harbor-wide Sampling

At the direction of USEPA and USACE, sediment sampling was performed at the OU3 Pilot Cap
site and the proposed Boat House area.

OU3 Pilot Cap — Grab sampling was conducted at 17 sample locations at the OU3 Pilot Cap site
(Figure 2) to collect surficial sediments for PCB analysis. A 0.04m? modified Van Veen grab was
used to collect sediment samples. Sample locations were based on stations previously visited by
ENSR/AECom on August 25, 2005, shortly after the completion of capping activities (ENSR, 2006).
Bathymetric data collected just after the capping event revealed a series of ridges and valleys formed
by placement of cap materials along an east-west axis. At the time of the 2005 bathymetry and
sampling as much as a 4-foot difference in elevation existed amongst the topography at this site.

The 2005 sediment sampling locations were positioned to achieve good spatial coverage over the site
and to obtain data representative of the high and low spots existing in the sediment cap at that time.

The 2007 sampling coordinates were based on the 2005 sampling event; however, it was expected
that local currents and wave action may have resulted in a general smoothing of the topography over
time. To achieve representative collections of ridge and valley locations, the vessel transited
towards a target station on a heading that was perpendicular to the orientation of the ridges. As the
target coordinates were approached the ridges and valleys were clearly discernable on the fathometer
of the vessel. Depending on the station, either a valley or a ridge was targeted. As the appropriate
feature emerged on the fathometer, a 10-1b lead weight attached to a line and surface float was
thrown overboard to mark the feature. The vessel then transited back towards the location to
confirm that the marker did, in fact, accurately mark the feature. If it did not, the method was
repeated until successful (usually this was unnecessary). Once the feature was accurately marked,
the surface grab sample was collected from that location and the actual sample coordinates were
recorded. The surface 0.3 ft from each sample was homogenized and subsampled. One field
replicate sample was also collected.

Boat House — Sediment cores were collected from 10 locations at the proposed Boat House area.
Sediment cores were collected and processed as described in Sections 2.1.1 and 2.2, respectively.
Sediment cores from multiple depth intervals were subsampled for PCB analysis. One sediment core
was collected for replicate analysis.

2.2  Sample Processing

Sediment samples were kept on ice and transferred to the Sawyer Street trailer for processing, except
for the progress-dredge cores which were processed on board the survey vessel and then discarded.
Sediment samples were photo-documented, visually characterized, and subsampled for chemical and
physical testing as described below. A summary of the samples collected is provided in Table 1.
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Table 1. Sediment Samples Collected During the 2007 Sediment Monitoring Program. (a)

Number of Sediment Number of Samples Sub-sampled for
Samples Collected Chemical and Physical Testing
Sediment | Sediment PCB PCB Grain
Sample Type Cores Grabs | Congener | Homologues| Size TOC | vOC
Pre-Dredge 50 0 0 0 0 0 0
Progress Dredge 135 0 0 0 0 0 0
Post-Dredge 55 0 38 4 38 38 2
OuU3 0 17 18 2 0 0 0
Boat House 11 0 33 3 0 0 0

(@) Includes field replicates.

2.2.1 Photodocumentation

In general, previous investigations have shown that dark, high water content, organic silts in the
surface sediment are associated with elevated PCBs (FWENC, 2001 and 2002; ENSR, 2004 and
2005). These sediments fall under the “OL” description in the USCS (organic silt, organic clay). At
the Site these contaminated OL sediments generally overlie lighter colored, more consolidated native
clays which have lower PCBs concentrations. The use of this visual transition as a general indicator
of the vertical location of contamination provides a rapid and inexpensive method to assess dredge
targets and performance.

To document this visual transition, all sediment cores were documented with digital photographs.
Digital photographs of the cores were uploaded to the New Bedford Harbor project database. These
photographs are linked in the database to the location information and to the analytical results and
can be viewed individually. Each photograph contained the following elements in the frame:

- The sediment core. Photographing was done through the clear liner. Alternatively, for cores
that were examined on deck with no collection of analytical subsamples, the cores were
extruded from the core liner on deck for photographing. Also, for cores that did receive
additional subsample processing, the core liners were cut open longitudinally to expose the
sediment for sampling and photographing.

- Measurement reference. A tape measure (or equivalent) marked in decimal feet ran parallel
to length of the core.

- Sample identifier. A card, paper, whiteboard, or equivalent was placed next to the core with
the following written information:
o Sample ID - an alpha numeric code that identifies sample matrix, sampling year,
station location, and depth interval sampled
o Sample Collection Date

2.2.2 Visual Characterization and Subsampling for Chemical and Physical Testing

Following photodocumentation, all sediment samples (cores, grabs) were visually characterized and
subsampled for chemical and physical testing as described below. A summary of the samples
collected for chemical and physical testing is provided in Table 1.

Each sediment core was visually characterized and physical characteristics, including material type,
color, consistency, particle size, and odor, was documented on the Sediment Sampling Log forms.
For sediment grabs, the material type was documented on the Sediment Sampling Log forms.
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Pre-dredge Cores. The pre-dredge sampling plan included a subset of cores to be selected for PCB
analysis. However, based on determinations by the project team (USACE NAE, Jacobs and
Battelle) no samples were selected for analysis. Instead, each of the cores was archived frozen at the
Site for possible analysis at a later date.

Progress-dredge Cores. Samples for chemical or physical testing were not required.

Post-dredge Cores. Sediment cores were subsampled for PCB congener, sediment grain size, and
total organic carbon (TOC) analysis. Based on the visual characterization, a segment from top of the
core to the visual interface was collected for analysis. A 6-inch segment below the visual interface
was also sampled and archived frozen at the site for potential future analysis. The sediment was
removed from the core using a disposable plastic spoon and homogenized in a disposable aluminum
bowl. Dedicated processing equipment was used for each sample to minimize the potential for
cross-contamination and reduce the use of solvents. Samples were collected into the appropriate
containers and transferred on ice to Battelle. Samples for grain size and TOC analysis were shipped
by overnight carrier to Applied Marine Sciences, of League, Texas. Samples for PCB analysis were
transferred to the Battelle Laboratory Custodian. Copies of the sample field logs and custody records
are maintained with the project files at Battelle.

A subset of the samples was also selected for PCB homologue analysis. The field team assigned
samples for homologue analysis based on horizontal location within the sampling site to achieve a
representative distribution of samples across the area.

Two sediment cores (one sample plus one replicate core) were also collected at station AA22,
located within Area H but outside the area dredged, for volatile organic compounds (VOC) analysis
(Table 1). The cores were cut open at the target sampling depth interval (0.2-0.3 ft from top of the
core), and a 5-ml syringe was used to extract the sample for VOC analysis. For each sample, a series
of subsamples were collected into pre-preserved vials prepared by the analytical laboratory (Alpha
Woods Hole Group Laboratories). One vial contained methanol preservative, two of the vials
contained deionized water preservative, and one vial contained no preservative. These replicate vials
allowed the laboratory to select the appropriate sample based on interferences seen during the
analysis.

OU3 Pilot Cap Sediment Grabs. The surface 0.3 ft from each sample was homogenized and
subsampled for PCB congener analysis. A subset of the samples was also selected for PCB
homologue analysis. Samples for PCB analysis were transferred to the Battelle Laboratory
Custodian. Copies of the sample field logs and custody records are maintained with the project files
at Battelle.

Boat House Cores. Each core was subsampled for PCB analysis. A total of three depth intervals
were sampled, including 0-1 foot, 1-2 feet, and 2-3 feet. A subset of the samples was also selected
for PCB homologue analysis. Samples for PCB analysis were transferred to the Battelle Laboratory
Custodian. Copies of the sample field logs and custody records are maintained with the project files
at Battelle.
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2.3  Chemical and Physical Testing

Sediment samples (Table 1) were analyzed for PCB congeners and homologues, VOCs, grain size
composition and TOC content as described below.

2.3.1 Polychlorinated Biphenyls

PCB analyses of post-dredge, OU3, and Boat House sediment samples were performed by Battelle,
located in Duxbury, MA. Samples were air-dried overnight to ensure percent solids in the samples
were >50%. Approximately 5 g of the air-dried sample was spiked with surrogates and extracted
using Accelerated Solvent Extraction (ASE) following modified EPA Method 3545. The extracts
were processed through activated copper for sulfur removal and then received disposable Florisil
column clean-up. The post-Florisil extract was concentrated, fortified with internal standards (1S),
and submitted for analysis.

All sample extracts were analyzed for the 18 NOAA PCB congeners using gas chromatography/
electron capture detection (GC/ECD) using dual column confirmation, following modified EPA
Method 8082. Sample data were quantified by the method of internal standards, using the IS
compounds. Positive congener results were confirmed by a secondary column confirmation analysis
with the higher of the two results reported, unless analyst discretion required otherwise (e.g. the
result without an interference signal was reported).

A sub-set of the samples were also analyzed for PCB homologues using gas chromatography/mass
spectrometry (GC/MS), following modified EPA Method 8270C. Sample data were quantified by
the method of internal standards, using the IS compounds.

PCB congener and homologue results are reported in mg/kg dry weight and to two significant
figures in this report. Concentrations of total PCB were calculated using the congener and
homologue results. First, total PCB was calculated as the sum of the 18 NOAA congeners
multiplied by the project-specific factor of 2.6. Next, total PCB was calculated as the sum of the
homologues. A value of zero (0) was used in the summation for non-detects.

A routine set of quality control (QC) samples were prepared with each batch of 20 or fewer project
samples to monitor data quality in terms of accuracy and precision. Each batch of project samples
included one method blank, one laboratory control sample (LCS), and one matrix spike and matrix
spike duplicate (MS/MSD).

2.3.2 Volatile Organic Compounds

VOC analyses of the post-dredge sediment core (collected at station AA22, an area of the harbor that
was not dredged) were performed by Alpha Woods Hole Labs in Mansfield, MA. Samples were
extracted following EPA Method 5035 and analyzed by GC/MS following EPA Method 8260B.
Results are reported in mg/kg dry weight.

One trip blank was also submitted along with the field samples. Laboratory-based QC samples
included analysis of one method blank, one LCS and LCS duplicate, and one MS/MSD.
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2.3.3 Grain Size and Total Organic Carbon

Grain size and TOC analyses of the post-dredge sediment cores were performed by Applied Marine
Sciences, Inc. of League, TX. Grain size analyses were performed according to ASTM Method
D422 and reported as percent gravel, sand, silt and clay. Quality control for grain size analyses
included analysis of an analytical duplicate. Total Organic Carbon (TOC) was analyzed by EPA

Method 9060 and reported as percent dry weight. Quality control for TOC included analysis of an
analytical duplicate.
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3.0 RESULTS

3.1 Field Activities

Results from the field activities conducted during the 2007 remedial dredge season are described
below. Complete field data are documented on the Sediment Sampling Log forms provided in
Appendix A. Digital photographs of the cores were uploaded to the New Bedford Harbor project
database. These photographs are linked in the database to the location information and to the
analytical results and can be viewed individually. Further details about dredging activities are
provided in Jacobs (2008).

3.1.1 Dredging and Field Monitoring Summary

Dredging was conducted from August to October 2007. Dredging was performed at Area H, which
encompasses sections of DMU-9 and DMU-10, and DMU-11 and Area G, which encompasses
sections of DMU-1 and DMU-102. The eastern portion of Area G (in DMU-102) is intertidal. As a
result, dredging could not always be conducted during lower tides. To maintain efficiency a second
dredge was set up. When low water prevented dredging in Area G, dredge crews moved over to the
second dredge. This approach meant that the dredging location was variable from day to day and
even within days. Weekly bathymetric data and sediment core samples were collected to provide
feedback to the dredge operators in areas where dredging had been conducted to determine the need
for clean up passes. Based on these data, dredgers did not return to previously dredged areas to
perform clean up passes. Dredging in Areas G and H was conducted in a North-South orientation
during most of the dredging season. During the last two weeks of dredging at Area H, dredging was
conducted East-West in the eastern portion of the dredge area only.

Dredging was performed using a Mud Cat™ hydraulic dredge equipped with a horizontal auger
(Figure 9). The dredge was propelled by winching |tself along a traverse cable which spans the
dredge area to opposite sides of the ;
perimeter cable. As a pass was completed,
support crews relocated the cable to
position for the next pass. The auger on the
dredge is eight-ft wide. Six foot wide
dredge passes were conducted. This
provided two feet of overlap into the
previous pass to capture any residual

sediment which may have sloughed into the
new cut. Dredge material was pumped
through a pipeline to a booster pump, then to the desanding facility at Sawyer Street. Following
desanding, the remaining fine material was pumped via a separate pipeline to the dewatering,
treatment, and handling facility in the Lower Harbor. In total, the 2007 dredging removed over
23,300 cubic yards of material (Jacobs, 2008).

Figure 9. Mud CatTM Hydraulic Dredge.

The hydraulic dredge can not handle large debris which is common in this portion of the harbor.
Debris removal was accomplished by ‘raking’ the bottom with a barge-mounted excavator
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(Figure 10). Barges secured to the side of the debris removal platform stored the debris and were
moved offsite as needed. Support boats were used throughout the operation to transport crews,
maintain dredges, handle the pipeline, and move barges.

Dredging related sediment sampling
included collection of sediment cores prior
to, during and upon completion of dredging
activities. In addition to these dredge
related sampling events, sediment grab
samples were collected at the OU3 Pilot
Cap site outside the New Bedford hurricane
barrier and sediment core samples were
collected at the proposed Boat House
location. Results from all of these
sampling activities are provided below.

Figure 10. Debris Removal Excavator.
3.1.2 Pre-dredge Core Sampling

A total of 50 pre-dredge cores were collected at Area G (Figure 6) and Area H (Figure 7) in June and
July, 2007. Core locations spanned the horizontal extent of the planned dredge areas. Results from
the pre-dredge sampling effort consisted of vertical elevation data based on physical measurements
and visual characterization of the sediment cores. Table 2 lists the relevant elevation data from the
pre-dredge sampling event, including elevation of the visual transition and thickness of the OL layer.
Figures 11 and 12 show the thickness of the OL layer overlayed on the target dredge elevations.

The physical characteristics of the pre-dredge cores were typical of sediments previously described
at the site. The cores were generally comprised of two distinct layers. The surface layer is
comprised of very fine-grained loose black organic silt with very high moisture content (‘OL’ in the
USCS). This surface layer ranged from about 0.2 to 5.1-ft of OL (Table 2), with the thickest
sediments found along the western shoreline of Area H (Figure 12). Below this OL layer the
sediment type was generally moderately stiff olive-gray clay (‘OH’ in the USCS, defined as organic
clay, organic silt). At Area G (upriver of Aerovox facility) the upper sediment layer was fairly
uniform in thickness (Figure 11). At Area H (downriver of Aerovox facility) an increased sediment
thickness was observed, which generally related to deeper target dredge elevation depths with
thicker OL layers on the western side of the river (Figure 12). Elevation and sediment thickness data
from the pre-dredge sampling was provided to NAE and Jacobs. These data were used to modify
target dredge elevations for the final 2007 dredge plan (Jacobs, 2008).
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Table 2. Elevation Data From the Pre-dredge Sampling Event.

Elevation of visual transition

Thickness of

Dredge Northing Easting (native to OL) Remaining Sediment
Area Station NAD 83 MA, ft NAD 83 MA, ft (NVGD, ft) (ft)
Al4 2707464.30 815561.50 -2.40 0.90
C16 2707387.11 815585.30 -2.40 1.30
C5 2707673.60 815601.40 -3.40 0.60
C9 2707562.30 815588.80 -4.30 1.00
El 2707762.50 815638.30 -1.80 0.20
G20 2707289.56 815686.83 -4.40 1.90
14 2707689.90 815736.10 -1.90 1.10
K1 2707776.10 815799.75 -1.90 1.30
K18 2707343.84 815784.60 -3.40 1.50
K9 2707582.87 815795.10 -2.10 1.10
Area G L13 2707465.40 815812.60 -2.90 1.40
N4 2707703.10 815874.90 -2.20 1.40
019 2707310.65 815891.12 -2.90 0.60
Q11 2707527.20 815938.30 -2.40 1.30
Q16 2707387.30 815936.40 -2.90 1.30
R1 2707762.50 815961.50 -1.80 1.20
R19 2707337.70 815985.90 -2.60 0.80
R4 2707698.80 815976.90 -2.10 1.40
T20 2707283.63 816020.72 -3.20 1.00
Ul12 2707487.50 816049.10 -2.20 0.90
Ul16 2707388.20 816038.80 -2.30 0.90
W20 2707288.30 816086.07 -3.40 1.10
AA22 2704885.60 815001.70 -7.90 4.90
AAA28 2704737.92 815639.02 -3.70 0.90
AAA39 2704465.60 815638.40 -2.70 0.80
CC24 2704851.10 815050.10 -5.90 1.90
DD31 2704673.70 815074.10 -7.20 2.60
DD34 2704599.90 815073.40 -7.60 2.50
DD37 2704523.50 815073.10 -7.90 2.70
DD40 2704450.10 815074.80 -9.50 5.10
FF23 2704876.90 815123.30 -5.50 0.90
FF28 2704737.10 815111.20 -5.30 1.30
GG33 2704624.80 815149.50 -5.30 1.00
GG35 2704563.90 815138.40 -5.40 0.90
1139 2704472.10 815200.90 -5.60 0.90
Area H JJ26 2704787.20 815212.70 -4.90 1.00
KK32 2704649.80 815248.80 -5.30 1.00
LL23 2704874.80 815273.60 -4.80 0.70
MM25 2704812.10 815311.20 -5.00 1.00
NN29 2704711.60 815311.90 -5.20 1.00
NWC 2707630.40 815603.10 -3.90 0.50
0036 2704550.90 815350.30 -5.60 1.10
QQ26 2704799.10 815386.90 -5.60 1.50
QQ40 2704449.20 815399.60 -5.40 1.20
SS23 2704875.90 815448.90 -4.60 0.70
uu30 2704686.40 815487.30 -5.10 1.20
Uu35 2704562.90 815487.50 -4.90 1.00
VV26 2704798.70 815524.80 -4.70 1.00
2723 2704862.20 815613.40 -4.00 0.70
2734 2704598.25 815623.50 -3.60 0.80
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Figure 11. Pre-dredge Thickness of OL Layer at Area G.
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Figure 12. Pre-dredge Thickness of OL Layer at Area H.
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3.1.3 Progress-dredge Sediment Sampling

Progress dredge samples were collected at Area G (Figure 6) and Area H (Figure 7) as needed
during the 2007 dredge season to provide feedback regarding dredge progress and success. In
general, progress-dredge sampling was conducted during each week of the dredge season, although
during the early stages or when progress was slow, this sampling was not required. Progress-dredge
core samples were processed (photodocumented and visually characterized) directly aboard the
sampling barge for and then discarded.

Characterization and elevation measurements were targeted at identifying the elevation of the
sediment-water interface and the visual transition from OL to OH. Elevation data for the progress-
dredge cores are summarized in Table 3, and includes a comparison the actual vs. predicted
transition elevation. This information was used by the dredge operators to confirm the amount and
depth of remaining contaminated sediment. These elevation measurements were also useful in
determining if areas were overdredged. Based on progress-dredge core results and the weekly
bathymetric survey, dredge operators would have returned to areas to remove any remaining
material, if needed. However, no additional passes were conducted during the 2007 dredge season.

Table 3. Elevation Data From the Progress-dredge Sampling Events.

Elevation Measurements (NGVD ft)

Measured Measured Actual vs.

Measured Elevation| Elevation of Sediment Predicted

Dredge | Station [Target Dredge|of Visual Transition| — Sediment Thickness Transition

Area | (ZBlock) | Elevation (Native to OL) Surface Remaining (ft) | Elevation (ft)
H13 -2.8 -3.3 -1.9 14 -0.5
H2 -1.6 -2 -1.9 0.1 -0.4
11 -1.6 -2.7 -2.3 04 -11
112 -2.7 -2.9 -2.4 0.5 -1.0
14 -1.6 -2.6 -2.3 0.3 -1.0
17 -1.9 -2.3 -2.1 0.2 -04
J10 -2 -2.6 -1.9 0.7 -0.6
J14 -2.7 -34 -2.9 0.5 -0.7
J18 -3.3 -3.6 -3.1 0.5 -0.3
J8 -2.1 -2.3 -2.1 0.2 -0.2
K12 -2.6 -3.9 -2.6 1.3 -1.3
K13 -2.7 -2.5 -1.8 0.7 0.2
Area G K16 -3 -3.5 -2.9 0.6 -0.5
K19 -34 -3.9 -3.3 0.6 -0.5
K2 -1.7 -3.1 -2 1.1 -14
K21 -4.4 -5.3 -3.8 1.5 -0.9
K5 -15 -3.3 -2.4 0.9 -1.8
L3 -1.7 -2.9 -2.8 0.1 -1.2
L7 -1.9 -3.1 -2.4 0.7 -1.2
M12 -2.6 -3.8 -3.5 0.3 -1.2
M12 -2.6 -4.2 -3.9 0.3 -1.6
M13 -2.6 -2.9 -2.6 0.3 -0.3
M15 -2.9 -3.9 -3.4 0.5 -1
M17 -2.9 -4.4 -3.2 1.2 -15
M20 -3.3 -4.5 -3.4 1.1 -1.2
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Table 3. (cont)

Elevation Measurements (NGVD ft)
Measured Measured Actual vs.
Measured Elevation| Elevation of Sediment Predicted
Dredge | Station [Target Dredge|of Visual Transition| —Sediment Thickness Transition
Area | (ZBlock) | Elevation (Native to OL) Surface Remaining (ft) | Elevation (ft)
M4 -1.7 -2 -2 0 -0.3
M7 -1.9 -2.3 -1.7 0.6 -04
N10 -2 -3.7 -3.2 0.5 -1.7
N14 -2.8 -4.4 -3.9 0.5 -1.6
N17 -2.9 -4.1 -3.8 0.3 -1.2
N2 -15 -3.5 -3.3 0.2 -2
N21 -3.8 -4.2 -3.7 0.5 -04
N4 -1.7 -3.9 -3.1 0.8 -2.2
N6 -1.8 -3.3 -3.2 0.1 -15
AreaG g 2 33 31 0.2 13
01 -14 -3.3 -2.8 0.5 -1.9
04 -1.8 -2.75 -2.7 0.05 -0.95
08 -1.9 -3.1 -2.8 0.3 -1.2
P10 -25 -3.3 -2.9 0.4 -0.8
P12 -2.2 -2.6 -2.4 0.2 -04
Q3 -2.2 -3.6 -2.7 0.9 -14
Q6 -2 -3.3 -3 0.3 -1.3
Q9 -2.5 -3 -2.9 0.1 -0.5
AAA3D -3.3 -4 -3.3 0.7 -0.7
BBB23 -3.1 -3.1 -2.4 0.7 0
BBB27 -2.8 -3 -2.5 0.5 -0.2
DD22 -7.2 -8 -6.6 14 -0.8
DD24 -5.8 -7.3 -6.3 1 -15
DD27 -5.8 -6.9 -6.1 0.8 -11
DD31 -7.2 -8.1 -6.5 1.6 -0.9
DD31 -7.2 -7.6 -5.6 2 -04
DD32 -7.5 -10.4 -9.7 0.7 -2.9
DD34 -8 -8.3 -7.4 0.9 -0.3
DD35 -8.2 -10 -9.3 0.7 -1.8
Area H DD36 -8.5 -9.3 -8.3 1 -0.8
DD40 -95 -10.6 -94 1.2 -11
EE32 -6.6 -7.4 -6.1 1.3 -0.8
EE41 -8.4 -94 -7.3 2.1 -1
FF23 -6.3 -54 -4.9 05 0.9
FF26 -5.9 -6.4 -5.8 0.6 -0.5
FF28 -5.4 -5.3 -4.9 0.4 0.1
FF34 -5.7 -7 -6.4 0.6 -1.3
FF38 -6.3 -6.8 -6.2 0.6 -0.5
GG25 -5.8 -5.8 -5.5 0.3 0
GG29 -54 -5.5 -4.9 0.6 -0.1
GG33 -5.5 -6.5 -5.4 11 -1
GG33 -5.5 -6.3 -5.8 0.5 -0.8
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Table 3. (cont)

Elevation Measurements (NGVD ft)
Measured Measured Actual vs.
Measured Elevation| Elevation of Sediment Predicted
Dredge | Station [Target Dredge|of Visual Transition| —Sediment Thickness Transition
Area | (ZBlock) | Elevation (Native to OL) Surface Remaining (ft) | Elevation (ft)
GG35 -5.6 -6.8 -6.1 0.7 -1.2
GG38 -5.8 -6.9 -6.6 0.3 -11
GG40 -6.4 -7 -6.1 0.9 -0.6
HH22 -6.7 -6.7 -5.9 0.8 0
HH28 -5.9 -6.4 -5.6 0.8 -0.5
HH35 -6.1 -6.9 -6.4 0.5 -0.8
HH37 -5.2 -6.4 -6.3 0.1 -1.2
HH41 -6.4 -6.6 -6.2 0.4 -0.2
HH42 -6.5 -7.3 -6.7 0.6 -0.8
1125 -5.1 -6.6 -6 0.6 -15
1131 -6 -6.4 -5.4 1 -04
1135 -5.4 -6.7 -5.6 1.1 -1.3
1139 -5.3 -6.9 -6.1 0.8 -1.6
1141 -5.9 -6.7 -6 0.7 -0.8
JJ23 -5 -6.6 -5.9 0.7 -1.6
JJ26 -5.8 -6.3 -5.7 0.6 -0.5
JJ29 -5.9 -7 -5.9 11 -1.1
JJ33 -5.3 -7.2 -6.5 0.7 -1.9
1142 -6.1 -7 -6.6 0.4 -0.9
KK27 -5.9 -7 -5.8 1.2 -11
Area H KK32 -5.3 -1.7 -6.8 0.9 -2.4
KK37 -6.3 -6.7 -6.4 0.3 -0.4
LL26 -5.8 -6.2 -6 0.2 -0.4
LL32 -5.3 -6.4 -5.7 0.7 -11
LL33 -54 -6.6 -6.1 0.5 -1.2
LL34 -5.5 -55 -5.2 0.3 0
LL36 -5.5 -5.6 -5 0.6 -0.1
LL36 -5.5 -6.8 -6.2 0.6 -1.3
LL40 -6.3 -4.8 -4.6 0.2 15
LL40 -6.3 -7.3 -6.3 1 -1
LL42 -5.5 -4.2 -4.1 0.1 1.3
MM22 -5.8 -7 -5.9 1.1 -1.2
MM24 -5.7 -7.3 -6.2 1.1 -1.6
MM29 -5.3 -6.5 -6.1 0.4 -1.2
NN24 -5.6 -5.6 -5.1 0.5 0
NN29 -5.3 -5.7 -4.8 0.9 -0.4
0026 -4.7 -6 -5.6 0.4 -1.3
0032 -5.9 -6.3 -5.1 1.2 -04
0038 -5.6 -7 -6.4 0.6 -14
0042 -6.2 -7.1 -6.2 0.9 -0.9
PP22 -5.6 -5.9 -5.7 0.2 -0.3
PP30 -5.3 -6.1 -5.4 0.7 -0.8
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Table 3. (cont)

Elevation Measurements (NGVD ft)

Measured Measured Actual vs.

Measured Elevation| Elevation of Sediment Predicted

Dredge | Station [Target Dredge|of Visual Transition| —Sediment Thickness Transition

Area | (ZBlock) | Elevation (Native to OL) Surface Remaining (ft) | Elevation (ft)
PP36 -6.4 -6.5 -6.4 0.1 -0.1
PP40 -6.2 -6.6 -6.4 0.2 -0.4
QQ25 -4.6 -5.3 -4.8 0.5 -0.7
QQ30 -5.2 -6 -5.4 0.6 -0.8
QQ32 -5.7 -6 -5.6 0.4 -0.3
QQ33 -5.7 -6.8 -6.6 0.2 -1.1
RR22 -5.5 -5.4 -4.9 0.5 0.1
RR27 -4.6 -5.2 -5 0.2 -0.6
RR35 -5.8 -5.3 -5.1 0.2 0.5
RR39 -5.8 -5.5 -5.1 0.4 0.3
RR41 -5.9 -6.1 -5.6 0.5 -0.2
SS23 -55 -6.1 -5.6 05 -0.6
Area H SS29 -5 -6.2 -5.4 0.8 -1.2
SS38 -5.2 -5.6 -5.2 0.4 -0.4
TT26 -5 -5.6 -5 0.6 -0.6
TT30 -4.9 -5.6 -5 0.6 -0.7
TT31 -5 -5.8 -5.2 0.6 -0.8
TT36 -5 -5.3 -4.7 0.6 -0.3
TT42 -5 -55 -4.8 0.7 -0.5
uu22 -4.8 -5.4 -5.2 0.2 -0.6
V27 -4.6 -54 -5.1 0.3 -0.8
WW24 -4.7 -54 -4.6 0.8 -0.7
WW?29 -4.7 -4.7 -4.7 0 0

YY22 -4.1 -4.4 -4.3 0.1 -0.3
YY28 -4.1 -4.9 -4.4 0.5 -0.8
2725 -3.7 -4.3 -4 0.3 -0.6

3.1.4 Post-Dredge Sediment Sampling

The post-dredge sampling event was conducted in November and December 2007 following the
completion of dredge activities. This effort was conducted to verify the final sediment condition at
the end of the 2007 dredge season. A total of 58 cores were collected during the post-dredge event
at Area G (Figure 6) and Area H (Figure 7). Only six of the post dredge samples represented a
revisit of pre-dredge locations for direct comparison of dredging performance. Table 4 lists the
elevation data collected for the post-dredge core samples. Note that station AA22 was located just
outside of the dredge area for 2007. Excluding station AA22, the average thickness of remaining
contaminated sediment based on visual characterization of the post-dredge cores was 0.68-ft, with a
range of 0.1 to 1.6-ft (Table 4).

The physical characteristics of the post-dredge cores had the same general characteristics as
observed in the pre-dredge events. There were typically two distinct layers (OL overlying OH).
However, as expected there were noticeable differences between the two events. As indicated by the
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elevation results discussed above, the overall thickness of the OL was clearly decreased following
completion of dredge activities. The visual transition zone in many of the post-dredge cores was

also noticeably different from the pre-dredge cores. There were fewer cores with sharp
demarcations between the OL and OH layers, and these blurred transitions tended to be thicker
(>0.5-ft) than observed in pre-dredge cores.

Table 4. Elevation Data From the Post-dredge Sampling Event.

Elevation Measurements (NGVD ft) Measured | Actual vs.
Measured Measured Sediment Predicted
Target Elevation of | Elevation of | Thickness | Transition
Station Dredge |Visual Transition| Sediment | Remaining | Elevation
Dredge Area (Z Block) Elevation | (Native to OL) Surface (ft) (ft)
11 -1.60 -2.3 -1.80 0.50 -0.70
14 -1.60 -2.3 -1.60 0.70 -0.70
17 -1.90 -1.9 -1.80 0.10 0.00
J10 -2.00 -2.9 -2.20 0.70 -0.90
J10-DUP -2.00 -2.8 -2.10 0.70 -0.80
J14 -2.70 -3.5 -2.90 0.60 -0.80
J18 -3.30 -3.1 -2.80 0.30 0.20
K2 -1.70 -2.6 -1.80 0.80 -0.90
K21 -4.40 -5.5 -4.30 1.20 -1.10
K5 -1.50 -2.8 -2.20 0.60 -1.30
Area G M12 -2.60 -3.5 -3.10 0.40 -0.90
M17 -2.90 -3.9 -3.30 0.60 -1.00
M20 -3.30 -3.2 -2.90 0.30 0.10
M7 -1.90 -2.2 -1.80 0.40 -0.30
N10 -2.00 -2.9 -2.50 0.40 -0.90
N14 -2.80 -4.3 -3.80 0.50 -1.50
N4 -1.70 -3.6 -3.00 0.60 -1.90
01 -1.40 -3 -2.40 0.60 -1.60
P12 -2.20 -2.5 -2.20 0.30 -0.30
Q6 -2.00 -2.7 -2.50 0.20 -0.70
Q9 -2.50 -3.1 -2.60 0.50 -0.60
Area H AA22 -8.00 -7.3 -3.60 3.70 0.70
AA22 DUP -8.00 -7.4 -3.50 3.90 0.60
BBB23 -3.10 -3.3 -2.40 0.90 -0.20
BBB34 -2.90 -3.4 -2.30 1.10 -0.50
DD22 -7.20 -7 -5.90 1.10 0.20
DD24 -5.80 -6.9 -5.70 1.20 -1.10
DD31 -7.20 -7.5 -6.50 1.00 -0.30
DD36 -8.50 -9.1 -7.90 1.20 -0.60
DD36 DUP -8.50 -9 -7.70 1.30 -0.50
DD40 -9.50 -10.5 -8.90 1.60 -1.00
EE41 -8.40 -8.8 -7.40 1.40 -0.40
GG29 -5.40 -5 -4.40 0.60 0.40
GG33 -5.50 -6.3 -5.70 0.60 -0.80
HH22 -6.70 -7.1 -6.10 1.00 -0.40
HH42 -6.50 -6.9 -6.10 0.80 -0.40
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Table 4. (cont)

Elevation Measurements (NGVD ft) Measured | Actual vs.

Measured Measured Sediment Predicted

Target Elevation of | Elevation of | Thickness | Transition

Station Dredge |Visual Transition| Sediment Remaining | Elevation

Dredge Area (Z Block) Elevation | (Native to OL) Surface (ft) (ft)

1125 -5.10 -6.2 -5.80 0.40 -1.10
1136 -5.60 -6.5 -5.90 0.60 -0.90
KK27 -5.90 -6.5 -5.60 0.90 -0.60
KK32 -5.30 -6.9 -6.00 0.90 -1.60
LL34 -5.50 -6.5 -6.40 0.10 -1.00
LL40 -6.30 -6.7 -6.30 0.40 -0.40
MM22 -5.80 -6.4 -5.90 0.50 -0.60
MM29 -5.30 -7.8 -6.90 0.90 -2.50
0026 -4.70 -6 -5.30 0.70 -1.30
0032 -5.90 -6.1 -5.30 0.80 -0.20
Area H 0038 -5.60 -7 -6.50 0.50 -1.40
0042 -6.20 -6.6 -5.80 0.80 -0.40
RR35 -5.80 -5.5 -5.20 0.30 0.30
SS23 -5.50 -5.9 -5.60 0.30 -0.40
SS29 -5.00 -6.1 -5.40 0.70 -1.10
TT39 -4.50 -5.7 -5.40 0.30 -1.20
V34 -4.60 -5.2 -4.20 1.00 -0.60
WW24 -4.70 -5.8 -5.00 0.80 -1.10
WW29 -4.70 -4.8 -4.40 0.40 -0.10
WW41 -3.70 -4.4 -3.80 0.60 -0.70
XX37 -4.10 -5.1 -4.10 1.00 -1.00
YY32 -4.50 -5 -4.80 0.20 -0.50

3.1.5 Harbor-wide Sampling

Sediment sampling was conducted at the OU3 Pilot Cap and proposed Boat House areas of the
Harbor as described below.

OU3 Pilot Cap — Grab samples were collected at the OU3 Pilot Cap site in November 2007 from
either ridge or valley locations as described in Section 2.2. Detailed bathymetry was conducted in
2005 and 2007 by Apex Engineering. It appears that there have been no substantive changes of the
locations of these ridges and valleys since 2005. The physical characteristics of sediments from all
locations sampled were generally similar. All of the samples had a thin (<1cm) light brown surface
coating representative of an active algal layer. All samples were mostly fine sand. Based on the
visual characterizations, the valley locations tended to have somewhat higher silt content than the
ridge locations although this was not universally true.

Boat House — Sediment cores were collected in November 2007 at 10 locations offshore of the
proposed Boat House location. Each sediment core was subsampled for PCB analysis at three depth
intervals: 0-1 foot, 1-2 feet, and 2-3 feet, for a total of three samples per core. Most samples were
comprised of black silt overlain by grey clay or sand (‘OL’ over ‘OH’ layer).
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3.2  Chemical and Physical Testing

Results from the chemical and physical testing of sediment samples (Table 1) collected in support of
the 2007 remedial dredge season are presented below. Complete test results are provided as
appendices to this report. PCB results are provided in Appendix B, VOC results are provided in
Appendix C, and sediment grain size and TOC results are provided in Appendix D.

3.2.1 Polychlorinated Biphenyls — Congeners

3.2.1.1 Post-dredge Sediments

Total PCB concentrations measured in post-dredge surface sediment samples collected at Areas G
and H are summarized in Table 5. At Area G, total PCB concentrations ranged from 74 mg/kg to
660 mg/kg, with no clear distribution trend except that concentrations appeared to be lower in
sediment sampled along the eastern boundary of the dredge area (Figure 13). At Area H, total PCB
concentrations ranged from 5.4 mg/kg to 1,400 mg/kg, with the highest concentrations measured in
fine-grained, organic-rich sediment sampled near the western boundary of the dredge area (Figure
14). Lower total PCB concentrations were measured in the sandy, low-TOC samples sampled near
the eastern boundary at Area H (Figure 14).

Table 5. Total PCB in Post-dredge Sediment Samples, November and December 2007.

Area G Area H
Sample Depth | Total PCB*? Sample Depth | Total PCB*?
Station 1D Interval (ft) | (mg/kg dry) Station ID Interval (ft) | (mg/kg dry)
N14-F07 0.0-0.5 74 Ww24 0.0-0.8 240
11 0.0-0.5 180 WW41 0.0-0.6 80
14-FO7 0.0-0.7 150 YY32 0.0-0.2 23
K2 0.0-0.8 100 BBB23 0.0-0.9 54
N4-F07 0.0-0.6 75 0026 0.0-0.7 310
01 0.0-0.6 660 0032 0.0-0.8 280
Q9 0.0-0.5 100 0038 0.0-0.5 160
J14 0.0-0.6 470 SS29 0.0-0.7 330
K5 0.0-0.6 250 VV34 0.0-1.0 370
J10 0.0-0.7 160 DD22"° 0.0-1.1 540
J10 (dup) 0.0-0.7 160 GG29° 0.0-0.6 1400
K21 0.0-1.2 310 GG33-F07 0.0-0.6 300
M17 0.0-0.6 300 HH22 0.0-1.0 470
P sum of 18 congeners x 2.6 1125 0.0-04 250
® Target Dredge Elevation was not reached at this location 1136 0.0-0.6 400
¢ Sediment was not dredged at this location KK32-F07 0.0-0.9 200
LL40 0.0-0.3 190
MM22 0.0-0.5 300
MM29 0.0-0.9 270
DD31-F07 0.0-1.0 1100
DD36 0.0-1.0 1000
DD36 (dup) 0.0-1.0 910
EE41 0.0-14 590
AA22-FQ7° 1.0-2.0 85
AA22-FO7° (dup) 1.0-2.0 96
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Figure 13. Total PCB in Post-dredge Sediment Samples at Area G, November and December 2007.
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Figure 14. Total PCB in Post-dredge Sediment Samples at Area H, November and December 2007.
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3.2.1.2Harbor-wide Sediments

Total PCB concentrations measured in sediments at the OU3 Pilot Cap site and the proposed Boat
House area of the Harbor in November 2007 are summarized in Table 6 and shown in Figure 15
(OU3 Pilot Cap) and Figure 16 (Boat House). Total PCB concentrations measured in surficial
sediment (0-0.3 ft) samples at the OU3 Pilot Cap were fairly uniform across the spatial extent of the
cap area, ranging from 0.24 mg/kg to 4.0 mg/kg (Table 6). Total PCB concentrations in surface

(0-1 ft) sediments collected offshore from the proposed Boat House area ranged from 1.5 mg/kg to
250 mg/kg, and generally decreased with depth (Table 6, Figure 16). All but two of the deeper (>2-ft
below surface) Boat House sediments had total PCB concentrations well below 1 mg/kg.

Table 6. Total PCB in OU3 Pilot Cap and Boat House Sediments, November and December 2007.

QU3 Pilot Cap Boat House
Depth Interval Total PCB*? Depth Total PCB*?
Station 1D (ft) (mg/kg dry) Station ID | Interval (ft) | (mg/kg dry)

ou1 0.0-0.3 0.4 0.0-1.0 21
ou2 0.0-0.3 0.68 BH1 1.0-2.0 7.8

OuU3 0.0-0.3 0.56 2.0-2.5 0.016
ou4 0.0-0.3 2.2 0.0-1.0 100
OuU5 0.0-0.3 0.77 BH2 1.0-2.0 220
ou6 0.0-0.3 1.3 2.0-3.0 16
ou7 0.0-0.3 1.7 0.0-1.0 25

ous 0.0-0.3 1.1 BH3 1.0-2.0 0.058

ou9 0.0-0.3 1.8 2.0-3.0 0.021
0ouU10 0.0-0.3 3.1 0.0-1.0-REP 38
OuU11 0.0-0.3 0.31 BH3 (dup) | 1.0-2.0-REP 0.2

OuU12 0.0-0.3 2.8 2.0-3.0-REP 0.018
OuU13 0.0-0.3 2.3 0.0-1.0 32
OU13 (dup) 0.0-0.3 1.3 BH4 1.0-2.0 6.4
ou14 0.0-0.3 1.8 2.0-3.0 4.2
OuU15 0.0-0.3 3.1 0.0-1.0 29
0uU16 0.0-0.3 4.0 BH5 1.0-2.0 0.38
ou17 0.0-0.3 0.24 2.0-3.0 0.04
 Sum of 18 congeners x 2.6 0.0-1.0 250
BH6 1.0-2.0 120
2.0-3.0 0.5
0.0-1.0 19

BH7 1.0-2.0 0.25

2.0-3.0 0.012
0.0-1.0 15

BHS8 1.0-2.0 0.26

2.0-3.0 0.29

0.0-1.0 190
BH9 1.0-2.0 5.9

2.0-3.0 0.13
0.0-1.0 32

BH10 1.0-2.0 0.82

2.0-2.8 0.023
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Figure 16. Total PCB in Sediment at the Boat House, November and December 2007.
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3.2.1.3 Quality Control Results

Results from the field- and laboratory-based QC samples, described below, indicate that data quality
is acceptable and the sample data are useable.

Field-based QC — Results from the field replicates for the post-dredge core, OU3 grab, and Boat
House core samples were comparable. The relative percent differences (RPDs) between total PCB
concentrations ranged from 0% to 12% for the post-dredge field replicates (Table 7), indicating
representative samples were collected from a given location.

Total PCB concentrations between the field replicates collected at the OU3 Pilot Cap area were more
variable (Table 7), which is probably associated with the overall lower concentration levels
(<3 mg/kg).

Results from the replicate core sample collected at Boat House station BH3 were generally
comparable. The RPDs between total PCB concentrations for the original and field replicate samples
was 41% for the surface 0-1 ft sample, 110% for the 1-2 ft sample, and 15% for the bottom 2-3 ft
sample (Table 7). The higher variability between total PCB concentrations for the 1-2 ft sample
could be attributed to localized heterogeneity of the sediment material.

Table 7. Field Replicate PCB Results.

Total PCB ®(mg/kg dry)
Sample Type and Sample Depth Field

Area Station ID Interval (ft) Original Duplicate RPD
Post-dredge, Area G J10 0.0-0.7 160 160 0.0%
Post-dredge, Area H DD36 0.0-1.0 1000 910 9.4%
AA22-F07 1.0-2.0 85 96 12%
OU3 Pilot Cap 0OuU13 0.0-0.3 2.3 1.3 56%
Boat House 0.0-1.0 25 38 41%
BH3 1.0-2.0 0.058 0.2 110%
2.0-3.0 0.021 0.018 15%

& Sum of 18 congeners x 2.6

Laboratory-based QC — Results from the routine QC samples analyzed with each batch of project
samples indicated that the laboratory methods were in control. The procedural blanks were free of
contamination. PCB congeners were recovered within the control limits (40% to 120%) in the LCS
samples. While some of the target PCB congeners were not recovered well in the MS/MSD
samples, the recovery data met the contingency criteria. That is, PCB congener concentrations in the
MS/MSD were less than five times background due to the naturally elevated PCB levels in the native
samples, and, as a result, the QC recovery criteria was not applicable. Surrogate compounds were
generally recovered within the control limits (40% to 120%), although for some samples the
surrogates were slightly over-recovered probably due to interference from the highly-contaminated
native samples. In general, the impact of these minor QC exceedences on the overall data quality is
minimal.
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3.2.2 Polychlorinated Biphenyls — Homologues

Approximately 10% of the sediment samples analyzed for PCB congeners were also analyzed for
PCB homologues. A comparison of the total PCB concentrations, calculated using both the
congener and homologue data, is summarized in Table 8. PCB results for the North of Wood Street
samples, which are evaluated in Battelle (2008), are also reported in Table 8. In general, total PCB
concentrations calculated by the two methods are comparable. Samples with low concentrations of
total PCB showed greater variability between the two measurements, whereas samples with higher
concentrations (>5 mg/kg) agreed well. Neither the congener or homologue method consistently
resulted in higher total PCB values, although the homologue method did frequently result in higher
PCB concentrations for the more contaminated samples (>100 mg/kg) (Table 8).

Table 8. Total PCB Concentrations Calculated by Congener and Homologue Methods.

Total PCB (mg/kg dry)

Depth Interval Sum 18 Sum
Sampling Area (ft) Congeners® Homologue® RPD
0.0-1.0 1.5 2.2 38%
Boat House 1.0-2.0 0.26 0.28 7.4%
2.0-3.0 0.29 0.071 121%
Post Dredging 0.0-0.5 100 110 9.5%
(Area G) 0.0-0.6 300 320 6.5%
Post Dredging 0.0-0.9 270 290 7.1%
(Area H) 0.0-1.4 590 620 5.0%
0.0-0.3 1.8 1.1 48%
ous 0.0-0.3 4 2.6 42%
0.0-0.5 7.4 6.9 7.0%

North of Wood

Street 0.0-0.5 29 30 3.4%
0.0-0.5 270 160 51%

& Sum of 18 congeners x 2.6, non-detect = 0 mg/kg.
® Sum of 10 homologue groups, non-detect = 0 mg/kg

3.2.3 Volatile Organic Compounds

Complete test results for the single post-dredge core sample and field duplicate collected at station
AA22 (Area H) are provided in Appendix C. Target VOCs were undetected in the post-dredge core
sample, except for carbon disulfide and 2-butanone which were detected at low concentrations
(<0.1 mg/kg dry).

Results from the field- and laboratory-based QC samples indicate that the sample data may be biased
low.

Field-based QC — The precision between detected concentrations of VOCs in the field replicates
was variable (40% and 55% RPD, see Appendix C). However, VOC concentrations were low in the
field replicates which can contribute to the higher variability. Two common laboratory
contaminants, acetone and methylene chloride, were detected in the trip blank. This resulted in
positively-detected acetone results being “U” (non-detect) qualified in the two field samples.
Methylene chloride was not detected in either sample.
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Laboratory-based QC — Sample data may be biased low for some compounds and high for others
based on the surrogate, LCS/LCSD, or MS/MSD results, as summarized below (see Appendix C for
complete details). Sample data that are biased low or high are qualifed (*J’ or “R”) on the final data
reports. Among the main contaminants of concern (i.e., trichloroethene, cis-1,2-dichloroethene, and
vinyl chloride) there were no QC exceedances for cis-1,2-dichloroethene or vinyl chloride, whereas
trichloroethene was under-recovered (53% and 58%) in the MS/MSD.

e Sample data for many of the target VOC compounds may be biased low because the
compounds were under-recovered (<70%) in the MS/MSD samples. VOCs were generally
recovered well in the LCS/LCSD, suggesting that the lower recoveries in the MS/MSD could
be matrix related or associated with the low solids content (38.2%) of the native sample.
While VOCs are not typically detected in marine sediment, the low bias evident by the
MS/MSD results may have contributed to a higher frequency of non-detects in the two
project samples.

0 For VOCs recovered between 10% and 70% in the MS or MSD sample, results in the
native sample were qualified with a “J”, indicating results were estimated.

0 For VOCs recovered below 10% (cis-1, 3-dichloropropene, hexachlorobutadiene,
trans-1, 3-dichloropropene, vinyl acetate, and 1, 2, 3-trichlorobenznee), results in the
native sample were rejected (qualified with an “R”).

e Sample data for 1, 2-dichloroethane may be biased high based the elevated recovery of the
surrogate compound 1, 2-dichloroethane-d4 (136% vs. upper QC limit of the 130%) in one
sample. The impact to data quality, however, is minimal because this compound was
undetected in the project samples.

e Sample data for 1,1-dichloroethene may be biased high because it was over-recovered
(137%) in the LCSD. The impact to data quality, however, is minimal because this
compound was undetected in the project samples. Moreover, this compound was recovered
within the acceptance limits in the MS/MSD samples.

e Sample data for 2-butanone may be biased high because this compound was over-recovered
(131%) in the LCSD sample. The impact to data quality, however, appears to be minimal
because this compound was recovered within the acceptance limits in the MS/MSD samples.

3.2.4 Grain Size and Total Organic Carbon

Grain size and TOC results for the post-dredge sediment samples collected at Areas G and H are
summarized in Table 9.

3.2.4.1 Sediment Grain Size

Grain size results were consistent with the sediment type observed during field collections, in that
most surface samples were comprised of silty sediments (the majority of the samples had >80%
fines). Silt was the predominant grain size fraction in all but four of the post-dredge sediment
samples (sand was the predominant grain size fraction at stations K2, BBB23, WW41, and YY32;
see Table 9). Grain size composition in surface sediments at Area G was dominated by silt,
followed by roughly similar percentages of clay and sand for most samples. Grain size composition
in surface sediments at Area H was dominated by silt, followed by clay and sand. All surface
sediments had very low percentages of gravel (<7%).
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3.2.4.2 Total Organic Carbon

TOC values ranged from 0.57% at station BBB23 to 14.89% at station AA22 (Table 9), and were
frequently above 6% in most surface sediments.

Table 9. Post-dredge Sediment Grain Size and TOC Results, November and December2007.

Dredge Depth Sediment Grain Size Fraction (% dry) TOC
Area | Station ID | Interval (ft) | Gravel | Sand | Clay Silt Fines® | (%0 dry)
11 0.0-0.5 0.00f 12.23 29.35 58.42 87.77 9.49
14 0.0-0.7 0.00] 21.12 30.66 48.22 78.88 7.55
J10 0.0-0.7 0.00] 22.56 22.31 55.13 77.44 8.65
J10 (dup) | 0.0-0.7-REP 1.66] 11.16 26.04 61.14 87.18 11.02
J14 0.0-0.6 0.00f 1295 24.94 62.11 87.05 7.99
K2 0.0-0.8 0.00] 42.39 21.75 35.86 57.61 5.20
Area G K5 0.0-0.6 0.63 2751 23.93 47.93 71.86 8.21
K21 0.0-1.2 0.00] 26.65 25.82 47.53 73.35 3.90
M17 0.0-0.6 0.00 16.1 26.28 57.62 83.9 7.74)
N4 0.0-0.6 0.00f 20.98 20.63 58.39 79.02 6.71
N14 0.0-0.5 0.00f 21.88 24.29 53.83 78.12 8.28
01 0.0-0.6 0.00f 33.25 26.51 40.24 66.75 10.02
Q9 0.0-0.5 0.00f 1243 30.05 57.52 87.57 7.61
BBB23 0.0-0.9 6.87] 86.07 2.89 4.17 7.06 0.57
DD22 0.0-1.1 0.00 7.87 32.77 59.36 92.13 8.70
DD31 0.0-1.0 2.35 4.95 35.86 56.84 92.7 11.36
DD36 0.0-1.0 0.00 4.82 36.04 59.14 95.18 12.50
DD36 (dup) | 0.0-1.1-REP 0.63 3.65 34.05 61.67 95.72 11.60
EE41 0.0-1.4 0.00 5.53 40.24 54.23 94.47 11.47
GG29 0.0-0.6 0.00f 16.93 34.42 48.65 83.07 10.64]
GG33 0.0-0.6 0.21] 13.04 37.29 49.46 86.75 5.45
HH22 0.0-1.0 0.09 3.66 36.64 59.61 96.25 6.81
1125 0.0-0.4 278 14.16 35.84 47.22 83.06 5.44)
1136 0.0-0.6 0.00 7.01 34.73 58.26 92.99 6.95
KK32 0.0-0.9 0.00 4.96 36.32 58.72 95.04 6.07
Area H LL40 0.0-0.3 145 15.07 27.07 56.41 83.48 4.53
MM22 0.0-0.5 0.00 3.75 37.00 59.25 96.25 6.19
MM29 0.0-0.9 1.23 7.88 35.46 55.43 90.89 6.08
0026 0.0-0.7 220 1559 35.79 46.42 82.21 6.04]
0032 0.0-0.8 513 11.56 31.58 51.73 83.31 5.47
0038 0.0-0.5 0.00f] 12.84 39.52 47.64 87.16 4.50
SS29 0.0-0.7 1.37] 18.46 33.42 46.75 80.17 5.40
V34 0.0-1.0 0.00f 16.95 37.06 45.99 83.05 6.38
WW24 0.0-0.8 0.10 30.2 31.25 38.45 69.7 4.97
Www41 0.0-0.6 337 63.14 12.82 20.67 33.49 2.64|
YY32 0.0-0.2 2.74 66.82 14.46 15.98 30.44 1.56
AA22 1.0-2.0 0.00f 13.16 26.77 60.07 86.84 14.89
AA22 (dup) | 1.0-2.0-REP 0.00 14.2 25.40 60.40 85.8 14.64|
# Fines = sum of silt and clay fractions.
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3.2.4.3 Quality Control Results

Results from the field- and laboratory-based QC samples, described below, indicate that data quality
is acceptable and the sample data are useable. Sediment grain size and TOC analyses were not
planned for the 2007 dredge season, and, as a result, acceptance criteria for field- and laboratory-
based QC samples are not defined in the project QAPP (Battelle, 2006a). Acceptance criteria of
#50% RPD and #25% RPD were used to evaluate field- and laboratory-replicate QC results,
respectively. The field-replicate precision criterion (#50% RPD) is based on criteria defined in the
QAPP Addendum (Battelle, 2008) for other parameters (e.g., PCBs, TSS). The laboratory-replicate
precision criterion (#25% RPD) is based on criteria defined by the laboratory.

Field-based QC —Results from the field replicate samples collected at stations J10, DD36, and
AA22 were generally comparable. For sediment grain size, field replicate measurements agreed well
for clay and silt fractions (RPDs < 15%) and were more variable for sand (RPDs ranged from 8% to
68%) and gravel (RPDs>200%) fractions (Table 10). The poor precision between replicate gravel
measurements is attributed to the very low percentages measured in the sediment samples. For
TOC, field duplicates agreed well with RPDs ranging from 2% to 24% (Table 10). Overall, the
field replicate results suggested that representative samples were collected from a given location.

Table 10. Field Replicate Grain Size and TOC Results.

Value (% dry)

Sample Type and Sample Depth Field
Area Station ID Interval (ft) | Parameter Original Duplicate RPD
Gravel 0.00 1.66 200%
Sand 22.56 11.16 68%
Post-dredge, Area G J10 0.0-0.7 Clay 22.31 26.04 15%
Silt 55.13 61.14 10%
TOC 8.65 11.02 24%
Gravel 0.00 0.63 200%
Sand 4.82 3.65 28%
DD36 0.0-1.0 Clay 36.04 34.05 5.7%
Silt 59.14 61.67 4.2%
TOC 12.50 11.60 7.5%
Post-dredge, Area H Gravel 0.00 0.00 N/A
Sand 13.16 14.2 7.6%
AA22 1.0-2.0 Clay 26.77 25.40 5.3%
Silt 60.07 60.40 0.5%
TOC 14.89 14.64 1.7%

Laboratory-based QC — Three laboratory duplicates were analyzed as laboratory QC samples.
RPDs between the parent and laboratory duplicate samples were all less than 10% for the grain size
and TOC analyses, indicating the precision of the analyses was in control.
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4.0 DISCUSSION

4.1  Vertical Elevation Results Related to Dredging

The collection of pre-dredge core samples for visual characterization provided information necessary
for effective dredge planning. Site-wide geostatistical modeling based on historical PCB data has
been used to develop an estimation of the vertical elevation of PCB contamination in the sediments
(target dredge elevation). The dredge plan for each year is based on the target dredge elevations and
contours within the planned footprint of dredging. Changes in sediment condition over time or
uncertainties in the model can result in a discrepancy between the target dredge elevation estimates
and the existing features at the site. Elevation data based on visual characterization of cores
collected in June 2007 were used to refine the dredge plan in terms of target dredge depths and
thickness of the OL layer. These data were used to refine the dredge plan and as a result target
dredge depths were reduced, thereby reducing dredging and disposal efforts. However, these
adjustments were strictly based on the visual characterization of sediments and the transition from
black silt (OL layer) to native clays (OH layer). As the remediation project continues, the
relationship of this visual characterization to actual PCB concentrations will need to be continually
reevaluated. At this point in the program, this method appears to be a relatively inexpensive and
simple means to determine dredge depths thus maximizing funding towards remedial efforts.

During the course of dredging operators use benchmarked dGPS information for horizontal and
vertical control. This allowed for accurate dredging operations and minimized both ineffective
under-dredging and expensive over-dredging. However, variables such as wind and debris can result
in incomplete dredging along dredge lines. The use of weekly bathymetric surveys and sediment
core collections served as good checks for dredge performance and provided feedback to operators
regarding areas that may require an additional dredge pass.

The collection of post-dredge cores provided a characterization of the post-dredge sediment
condition relative to the pre-dredge condition as well as setting a baseline for recently dredged areas.
This baseline informs the planning process for subsequent years and provides feedback regarding
redeposition of sediments as a result of dredging or natural processes. Comparison of the visual
characterization of the pre and post-dredge cores revealed that the depth of the sediment surface and
the overall thickness of OL layers were reduced across all dredged regions. These were clear and
expected results of the dredging. Other post-dredge observations related to the visual transition
between sediment types were also apparent. For example, in many cases the post-dredge cores had
less distinct visual transitions. In these cases the transitions occurred over a relatively broad band
(>0.5-ft) of mixed sediment. In most of these cases it appeared that the visual transition zone may
have been disturbed during dredge related activities. In most cases (50 out of 56), the elevation of
the post-dredge visual transition also occurred at a deeper elevation than predicted. Overall it
appears that dredging activity resulted in an increase in the target dredge elevation (mean = -0.73-ft,
median = -0.70-ft).

For the 2007 program very few of the pre-dredge sampling stations were visited for post-dredge
confirmation. Instead, post-dredge sampling locations were chosen based on areas of specific
concern to determine final dredge performance. As a result the pre-post comparison made in
previous seasons is inappropriate for these data. Nor can a pre-post comparison of PCB data be
performed because the pre-dredge cores from 2007 were not analyzed for PCBs.
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4.2

Relationship Between Sediment Properties and Total PCB in Post-Dredge Samples

Total PCB concentrations in post-
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Figure 17. Correlation between Sediment Thickness and Total
PCB in Post-dredge Surface Sediments, November 2007.

Generally, increasing levels of
organic carbon in marine sediments
correlate with increasing amounts
of fine-grained sediment fractions
(i.e., silt and clay). Percent fines
and TOC, however, were not
strongly correlated in post-dredge
surface sediments sampled at Area
G (Figure 18). The poor correlation
may be attributed to potential
sediment mixing during dredging or
an artifact of the narrow range in
sediment types sampled (see Table
9, percent fines ranged from 58% to
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(p = 0.001, r* = 0.38; Figure 18),
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Figure 18. Correlation between Percent Fines and TOC in Post-
dredge Surface Sediments, November 2007.
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Total PCB concentrations did not correlate well with percent fines or TOC in post-dredge surface
sediments sampled at Area G (Figure 19). The poor correlation may be associated with sediment
condition (e.g., mixed, disturbed sediments) and/or the narrow range of sediment types sampled.
Dredging and debris removal activities could potentially cause localized resuspension and
redeposition of heterogeneous sediments with varying contamination history, resulting in sediment
mixing in both horizontal and vertical directions. For instance, the fine-grained, less contaminated,
deep sediments could have become resuspended to varying degrees, mixing with the more
contaminated surface sediments with higher TOC.
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Figure 19. Correlation between Percent Fines and Total PCB (top) and TOC and Total PCB (bottom)
in Post-dredge Surface Sediments at Area G, November and December 2007.
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As was observed at Area G, total PCB concentrations in post-dredge surface sediments sampled at
Area H did not correlate well with percent fines (Figure 20). The correlation against TOC, however,
was significant (p = 0.006, r* = 0.8; Figure 20) which is not surprising because it is the organic
content of the sediments that often influences chemical concentrations in the sediments (Hunt, 1979,
Dayal et al., 1981; 1983, Krom et al., 1985, USACE, 1996). These results suggest that the surface
sediments at Area H may be more homogenous compared to Area G, and that the contamination is
influenced by the organic carbon content rather than sediment grain size.
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Figure 20. Correlation between Percent Fines and Total PCB (top) and TOC and Total PCB (bottom)
in Post-dredge Surface Sediments at Area H, November and December 2007. (Sediments sampled at
Station AA22, which was not dredged, were excluded from the correlation)
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4.3  Temporal Trends in Total PCB at the OU3 Pilot Cap Site

The OU3 Pilot Cap site is a localized area of elevated PCB concentrations located outside the
hurricane barrier in New Bedford, MA (Figure 2). In 2005 this area was capped with parent material
dredged during the construction of a CAD cell in New Bedford Harbor. Annual monitoring has been
performed since 2005 (shortly after completion of the capping activity) to determine the
effectiveness of cap placement in lowering surficial sediment PCB concentrations, as well as the
extent of change in PCB concentrations over time.

Temporal trends in total PCB concentrations in surficial sediments from 2005 to 2007 are shown in
Figure 21. In general, total PCB concentrations are higher in surface sediments sampled at the
valley locations compared to ridge locations (Figure 21). This is consistent with the visual
characterization data, which indicated that the valley locations tended to have somewhat higher silt
content than the ridge locations (Section 3.1.5). Total PCB concentrations in surface sediments
sampled at ridge locations in 2007 are among the lowest measured since 2005 (Figure 21). Total
PCB concentrations in surface sediments sampled at valley locations are frequently lower in 2006
and 2007 compared to 2005 (Figure 21). Overall, there have been no substantive changes in annual
total PCB concentrations in surface sediment at the OU3 Pilot Cap site since 2005, although
concentrations appear to increase over time at ridge station OU4 and decrease over time at valley
stations OU7, OU12, OU13, and OU14 (Figure 21). The range of total PCB concentrations has
narrowed in 2007 compared to 2005-2006 (0.36 mg/kg to 9.7 mg/kg in 2005; 0.41 mg/kg to 17
mg/kg in 2006; and 0.24 mg/kg to 4 mg/kg in 2007), which may suggest a possible “smoothing out”
as a result of horizontal and vertical mixing of sediment material by local current and wave action.
Overall, the OU3 PCB data suggest that the cap placement is still effective in this area.
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Figure 21. Total PCB in Surface Sediments Sampled at the OU3 Pilot Cap, 2005-2007.
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

. ’Ba“e“e ) Location: New Bedford, MA Vessel: . /- p
The Business of Innovation Client: USACE NAE Chief Scientist: __ 5 i ,,i' L m
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Station ID: K‘ - Time On Station: All ts are +0.1 feet

Core Sample |D:
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GPS Accuracy:

Predicted Tide (ft):

Logged by:
Collection Mechanism: Push-Core
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Time of Collection:
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Length of push core assembly (B):
Water surface to top of handle (C):
Length of core (from bottom) (D):
Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F):

(@
(H)
()

Elevation of Water Surface (NVGD): E-F

Calculations for Determination of Z* Elevation

Elevation of the bottom of the core (NVGD): G- (B-C)

Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(12)

Elevation of the sediment-water interface as measured from water depth (NVGD). G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba"e"e ) Location: New Bedford, MA L Vessel: {1~
The Business of Innovation Client: USACE NAE e Chief Scientist:
Station ID: o/ g E:? Time On Station: All ts are 0.1 feet

Core Sample ID: , fNorthing (NAD 83): Water Depth (A):
Logged by: e [P [ B Easting {NAD 83): Length of push core assembly (B):
Collection Mechanism: Push:Core GPS Accuracy: Water surface to top of handie {C):
Date: f;{; /0 “? Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F):
Calculations for Determination of Z* Elevation
R e 4

(G) Elevation of Water Surface (NVGD): E-F é -

(H) Elevation of the bottom of the core (NVGD): G - (B- C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resampie) e
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File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

/B}a"e"e _ Location: New Bedford, MA Vessel: ¥
The Business of Innovation Client: USACE NAE Chief Scientist:
= % ]
All ts are +0.1 feet

Station iD: sl Time On Station:
; Northing (NAD 83):

Core Sample ID:

Easting (NAD 83): Length of push core assembly (B):

Logged by:
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: I if & ,fé 5 1‘? Predicted Tide (ft): Length of core (from bottom) (D). ¢
' Time of Collection: Surveyed elevation (NVGD 29) (E): ; 5'} i
Time Depart Station: Water surface from surveyed elevation (F): o
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F '0 ‘;ff

(H) Elevation of the bottom of the core (NVGD): G - (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual trarisition)

()  Elevation of the sediment-water interface as measured from bottorn of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if 1 # 1, within + 1.0 feet, discard and resample) e
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Baﬂe“e Location: New Bedford, MA Vessel: &¥
The Business of Tanovation Client: USACE NAE Chief Scientist:
Station ID: Time On Station: All measurements are 0.1 feet
Core Sample 1D: 4 ;z Northing (NAD 83): Water Depth (A}
Logged by: w«éf— i s %S Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: {;/‘f{é*, & " Predicted Tide (ft): Length of core {from bottom}) (D):

Time of Collection:

Time Depart Station:

Surveyed elevation (NVGD 29) (E}):

Water surface from surveyed elevation {F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-~F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visuai transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I») Elevation of the sediment-water interface as measured from water depth (NVGD). G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):

Comments:
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Battelle

The Business of Iunovation

Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
USACE NAE

Project #: G606422
Vessel: {7
Chief Scientist:

Station iD:
Core Sampie I1D:
Logged by:

Collection Mechanism:

Time On Station:

All measurements are +0.1 feet

Northing (NAD 83):

Water Depth (A):

Easting (NAD 83):

Length of push core assembly (8):

Push-Core GPS Accuracy:

Water surface fo top of handle (C):

Date: Predicted Tide (ft): Length of core (from bottom) (D}:
Time of Collection: Surveyed elevation (NVGD 29) (E):
Time Depart Station: Water surface from surveyed elevation (F): _
Calculations for Determnination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F
(H)} Elevation of the bottom of the core (NVGD): G- (B-C)
(z*} Elevation of visual transition (NVGD): H + (distarics to visual transition)
() Elevation of the sediment-water interface as measured from bottom of core (NVGD). H + D
(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A
{Note if | # I, within + 1.0 feet, discard and resample) P
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Project Name: New Bedford Harbor Environmental Monitoring

Batfielle

Project #: G606422

Location: New Bedford, MA Vesse!:
The Business of Lusovation Client: USACE NAE Chief Scientist:
Staticn 1D: S Time %rlStation; All measurements are +0.1 feet
Core Sampie ID: T’F - “»*’ 5onﬁi‘§g?(NAD 83): Water Depth (A):
Logged by ,/”E{i: ; F Easting (NAD 83): Length of push cora assembly {B):
Coilectior: Mechanism: F:ush—Core GPS Accuracy: Water surface to top of handle (C):

Date: Fredicted Tide (ft).

Time of Collection:

Time Depart Station:

Length of core (from bottom) (D):
Surveyed elevation {NVGD 29) (E):

Water surface froni surveyed elevation (F):

(G) Eievatiori of Water Surface (NVGD): E-F
(H) Elevaticn of the bottom of the core (NVGD): G- (B -C)
(z*) Elevation of visual transition (NVGD): H + (distance tc visual transition)

(I)  Elevatiun of the sedimert-water interface as measured trom bottem of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

{Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograpi(s):
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Project Name' New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e"e Location: New Badford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientisi:
Station {D: 3,.% ji)? Time Cn Station: All measuremeh‘tsare‘to.ffeet
Core Sample 1D F6 - IS ‘&unr.ing (NAD 83): s Water Depth (A): V
Logged by: - j/ # Easting {(NAD 83): 23 if Length of push core assembly (8):
Collection Mechanism: Push-Core GPS Accuracy: ‘ Water surface to top of handie (C):
Date: [P ok i Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection:

Surveyed elevation (NVGD 28; (E)-

Water surface frem surveyed elevation (F>'_§ﬁ__

el

Time Depa:t Siation:

Caiculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). E-F

(H) Elevaticn of the tiottom of the core (NVGD): G- (6 C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interfaczs as measured from bottomn of core (NVGD): H + D

(/,) Elevation of the sediment-water interface as measurec from water dep:h (NVGD). G - A -
(Note if | # I, within + 1.0 feet, discard and resamgle) o
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File ID of digital photographi(s).

Commerits.

7
2

FPage




Project Name: New Bedford Harbor Environmentai Monitoring Project #: G606422

Ba“e"e Location. New Beciford, MA Vessel: ~

The Buisoss of unovation Clieat: USACE NAE Chief Scientist:

Station ID: ,,» g’i Tim:e On Station: f »21 {«} All measurements are +0.1 feet

Core Sample ID: 4 : iorthing (NAD 83): . { Water Depth (A): fg, f%_ﬂ___

Logged by: Easting (NAD 83): Length of push core assembly (B): ;_‘g

Coilection Mechanism: Push-Core GPS Accuracy: Water surface to top of handie (C): ’3‘_;%

Date: : Predicted Tide (ft}: Length of core (from bottom) (D): ;g é
Time of Collection: Surveyed elevation (NVGD 29) (E): /:_
Time Depart Station: Water surface from surveyed elevation {F): j ;‘

Calculations for Determination of Z* Elevation

(G) Elevation of Warer Surfaze (NVGL) E-F

(H) Elevation of the bottom of the core (NVGD): G -(B- ()

(z*) Elevation of visual transition (NVGD): H + (distance to visuai tranisition)

(1)  Elevation of the sediment-water interface as measured from boitomn of core (NVGD): H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

{Note if | # , within x 1.0 feet, discard and resample)
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File |D of digital photograph(s}:
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bectord, MA-

Baitelie

The Business of Innovation

Chief Scientist:

Project #: G606422
Vessel:

Client: USACE NAE

All meast ts are +0.1 feet

Station ID: Tirne On Station:

Northing /NAD 83):

. 1 /Water Depth (4):

Core Sample ID: éﬁ ~ g8 - B

Logged by: RAT A Easting (NAD 83} Length of pusn core assembly (8): ) ’2_ [0 .
Collection Mechanism: i Push-Care GPS Accuracy: Water surface to top of handie (C): o f 4’%’%:" {
Date: 1% %Ni % o4 Predicted Tide (ft): Length of core (frort tottom) (D): _L <
Time of Collection: Surveyed elevation (NVGD 29) (E): o
Time Depart Station: Water surface from surveyed elevation {F): ___»,2. "‘4{
- Calculations for Determination of Z* Elevation

(G) Elevation cf Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevatior of the sedimeni-water interface as measiired trom bottom of core (NVGD): H + D

(I2)

Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # I, within + 1 0 feet, discard and resample) e

a -~ & o

o R T

z : <

£ K% g c 8

g = %8 8 £ 5

« fis] Luw e % = [, =

3 g 29 2 5 58 3 5

o = =5 ] 5 =% o & Comments

s

File ID of digital photograpn(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
~ Battelle Location:  New Bedford, MA Vessel:
The Business of Tnnovation Client: USACE NAE Chief Scientist:

[ -

Station ID: Time On Station: All measurements are x0.1 feet

Core Sample ID: % Northing (NAD 83): Water Depth (A):

5 Easting (NAD 83):

Logged by: Length of push core assembly (B):
Collection Mechanism: Push-Core A GPS Accuracy: Water surface to top of handie {C):
Date: ] O % Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation {(F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -2 f;
(Note if | # i, within + 1.0 feet, discard and resample) e
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

Station {D: Time On Station: All ts are 0.1 feet
Core Sample ID: % - 1 7 Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: =/ Predicted Tide (ft): Length of core {from bottom) (D}:

Time of Collection’ Surveyed elevation (NVGD 29) (E):

:

[N Water surface from surveyed elevation (F): | » %~

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottomn of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -

(Note if 1 # I, within + 1.0 feet, discard and resampie)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
, ‘Baﬁelle ) Location: New Bedford, MA Vessel:
the Business of Innovation Client: USACE NAE ‘ Chief Scientist:

All ts are +0.1 feet

Water Depth (A): %"‘i 3 E }

Station ID: Time On Station:

Core Sample ID: Northing (NAD 83):

-
Logged by: Easting (NAD 83): Length of push core assembly (B): z

Collection Mechanism: Push-Core GPS Accuracy. Water surface to top of handle (C): L

Date: Predicted Tide (ft): Length of core (from bottom) (D).

Time of Collection: Surveyed elevation (NVGD 28) (E):

Time Depart Station: Water surface from surveyed elevation (F): 5#

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G- (B-C)

(z*) Elavation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within = 1.0 feet, discard and resample) e
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Ba“e"e ) Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

Station (D: Time On Station: All ts are +0.1 feet

Core Sample ID: : Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle {C):

Date: y 5 4 Predicted Tide (ft): -~ Length of core {from bottom) (D}):
Time of Collection: § Lo Surveyed elevation (NVGD 298) (E):

Time Depart Station: Water surface from surveyed elevation (F): & 7

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # i, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel:
The Buiness of nnovation Client: USACE NAE Chief Scientist:
Station ID: 417 Time On Station: 1502 Al ts are 0.1 feet A
Core Sampie 1D: Northing (NAD 83): ?’” ¥ Water Depth (A): gs i‘;
Logged by: Easting (NAD 83): V Length of push core assembly (B): i‘i ;
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): is?
Date: ; ' Predicted Tide (ft): Length of core (from bottom) (D}):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: [ Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G- (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A R

(Note if | # I, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbior Enivironmental Monitoring
Location: New Bedford, MA
Client: USACE NAE

Battelle

The Business of lunovation

Project #: G606422
Vessel:

Chief Scientist:

Station ID: Time On Station:

All ts are 0.1 feet

Core Sample ID: Northing (NAD 33):

Water Deptn (A)

Logged by: Easting (NAD 83).

Coliection Mechanism: " GPS Accuracy:

Length of push core assembly (B):

Water surface to top of handle (C).

Date: Predicted Tide (ft)

Length of core {from bottom) (D):

Time of Coflection:

Time Depart Station:

Surveyed elevation (NVGD 29) (E):

Water surface rom surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation ¢t Water Surface (NVGD): £-F
(H) Elevation of the bottom of the core (NVGD): G - (B - C)
{z*j Elevatien of visual transitior: (NVGD): H + (distance to visual transition)

() Eievation of the sediment-water interface as measured from botiom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from: water depth (NVGD): G-A

(Note if | # I, within x 1.0 feet. discard and resarnpie)
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File ID of digital photograpn(s).
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. Project Name: New Bedford Harbor Environmeital Monitoring Project #: G606422
) B_d“e"e ) Location: New Bedford, MA Vessel:
i Business of Innevation Client: USACE NAE Chief Scientist:

Station ID: A Time On Station: All ts are 0.1 feet

Core Sample ID: Northing {NAD 83): Water Depih (A):

Logged by: Easting (NAD 83): =i _Length of push core assembly (B):
Coliection Mechanism: Push-Ccre GPS Accuracy: Water surface to top ¢f handle {C):
Date: ; Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: Surveyed elevaiion (NVGD 29) (E):
Time Depart Station: Water surface from surveyed elevation (F):
Calculations for Determination of Z* Elevation
(G) Elevation cf Water Surface (NVGD): E£-F ~ 5

(H) Eievation of the hoitomn of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distaiice to visuai transition,

(I)  Flevation of the sediment-water interface as measured from botiom of core (NVGD): H + D

(1) Elevatior: of the sediment-water interface as measure fron water depth (NVGD). G - A

(Note if | # I, within + 1.0 feet, discard and resampie) ) e
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
; kaa“e“e ’ Location: New Bedford, M4 Vessei:
The Business of Innovation Client: USACE NAE Chief Scientist:

Station iD: Time On Station: All ts are 20.1 feet

Core Sample ID. %, Northing {NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Coliection Mechanism: GPS Accurasy: Water surface to top of handle (C):

Date: Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection:

Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G} Elevation ot Water Surface (INVGD): E-F

(H) Eievation of the botton: of the core INVGD). G-(8-C) >

(z*} Elevation of vicual transition (NVGDY' H + (distanice io visuai transition)

{)  Elevation of the sediment-water interface as ineasured trom bottem of core (NVGD): H + D

(1) Elevation ot the sediment-water interface as measured from water depth (NVGD): G - A

(Note it | # 1, within + 1.0 feet, discard and resample) e
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Fiie 1D of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Core Sample ID:T*

Logged by: lidl

Northing (NAD 83):
Easting (NAD 83):

Collection Mechanism:

Push-Core

GPS Accuracy:

) ABaﬂe“e Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:
Station ID: Time On Station: All ts are +0.1 feet

Water Depth (A):

Length of push core assembly (B):

Water surface to top of handle (C):

(Note if [ # I, within + 1.0 feet, discard and resample)

Date: Predicted Tide (ft): Length of core (from bottom) {D): 5
Time of Collection: Surveyed elevation (NVGD 29) (E}): N’M
Time Depart Station: %ﬁ i Water surface from surveyed elevation (F): :‘,’; ¥ %

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G-(B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visua! transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
» Ba“elle ) Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All measurements are 0.1 feet

Core Sample | 2 Northing {NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):

Date: Predicted Tide (ft): /’ﬂ) Length of core (from bottom) (D).
Time of Collection: : Surveyed elevation (NVGD 29) (E): o
Time Depart Station: Water surface from surveyed elevation (F): g P,

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). E-F

(H} Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transitior)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A .

(Note if [ # 1, within + 1.0 feet, discard and resample) e
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
. /Ba“e“e ) Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All measurements are +0.1 feet

Core Sample ID:%} s Northing {NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (8):
Collection Mechanism: Push-Core GPS$ Accuracy: Water surface to top of handie {C):
Date: { e’ ] Predicted Tide (ft): i Length of core (from bottomn) (D): . % é‘gf& % 4

e

Time of Collection: Surveyed elevation (NVGD 29) (E):

-
P
Water surface from surveyed elevation (F): 7+ |

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). E-F

(H) Elevation of the bottom of the core (NVGD): G - (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD). H+ D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba"e"e Location: New Bedford, MA Vessel:
The Businss of Tuaovation Client: USACE NAE Chief Scientist:
Station ID: Time On Station: All ts are +0.1 feet
Core Sample ID¥% - Northing (NAD 83): Water Depth (A):
Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: Predicted Tide (ft): Length of core {from botiom) {(D):

Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation {F): §

Time of Collection:

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F

(H) Elevation of the bottom of the core (NVGD). G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): 4 + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - 1.

(Note if | # I, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba“e“e ) Location: New Bedford, MA Vessel:
Tho Busisess of Limovation Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All measurements are +0.1 feet

Northing (NAD 83): Water Depth (A):

Core Sample ID: ”

Logged by: Easting (NAD 83): Length of push core assembly (5).
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: Predicted Tide (ft): 7 Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | #1, within £ 1.0 feet, discard and resample) o
8 = g )
o T s el
E & £
< € s g s 3
§ £ z 8 ] £ 2
= <] 20 5 2 @
g m % 8 @© 5 ‘@ E P E-
2 9 £0 g 3 & 38 3
u = 53 2 5] [$) =45 o] & Comments

File 1D of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Barielle

) Location: New Bedford, MA Vessel:
Zhe Businessof lanovation Client: USACE NAE Chief Scientist:
b
Station ID: {4 o Time On Station: All measurements are 0.1 feet

O

Core Sample ID: M Northing (NAD 83): Water Depth (A):

Length of push core assembly (8):

Logged by:

Collection Mechanism:

Push-Core

Date:

Easting (NAD 83):

GPS Accuracy:

Water surface to top of handle (C):

Predicted Tide (ft):

Length of core (from bottom) (D}:

Time of Collection:

Surveyed elevation (NVGD 29) (E):

Time Depart Station:

Water surface from surveyed elevation (F): }g 5%

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). E - F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | #1, within = 1.0 feet, discard and resample) o
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

y _B_a"e"e Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All measurements are 0.1 feet

Core Sampie ID: iZ. Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: Predicted Tide {(ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F "

(H) Elevation of the bottom of the core (NVGD): G - (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

. VB'a"e"e _ Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

All ts are +0.1 feet

Station ID: Time On Station:

[ Northing (NAD 83): Water Depth (A):

Core Sample ID: -

Length of push core assembly (B):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle {C):
Date: Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation {F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -

(Note if [ # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
‘ Baﬂe“e ) Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All measurements are 10.1 feet

Water Depth (A):

Core Sample ID: Northing (NAD 83):

Logged by: Easting (NAD 83): Length of push core assembly (8):

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C):

Date: Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Vessel:
ihe Business of Innovation Client: USACE NAE Chief Scientist:

Ba"e“e Location: New Bedford, MA

Station 1D: Time On Station:

All measurements are x0.1 feet

Core Sample ID:. Northing (NAD 83):

Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B): ;Si &
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection:

Time Depart Station:

Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £-F

(H) Elevation of the bottom of the core (NVGD): G - (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
y B_a“e"e Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All measurements are 10.1 feet

Core Sample lD:f Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (8):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handie (C):
Date: Predicted Tide {ft): Length of core {from bottom} (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation {F):

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD). G - A

(Note if | # I, within + 1.0 teet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel:
The Businees of lunovation Client: USACE NAE Chief Scientist:
Station ID: Time On Station: All measurements are 0.1 feet
Core Sample ID: Northing (NAD 83): Water Depth (A):
Logged by: Easting (NAD 83): Length of push core assembly B :
Coltection Mechanism: Push-Core GPS Accuracy: Water surface to top of hanc»{!}e’?C):
Date: Predicted Tide (ft): Length of core (from bogﬂ‘?ﬁ) (D):

Time of Collection: Surveyed elevation ([;If\?GD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F): _~

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G- (B -C)

(2*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

7

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G -

(Note if | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e“e Location: New Bedford, MA Vessel:
The Busineas of Tussovation Client: USACE NAE Chief Scientist: Wz
Station 1D: oyt Time On Station: Al ts are £0.1 feeyj
Core Sample ID: & Northing (NAD 83): Water Depth (A): ;,ffff
Logged by: Easting (NAD 83): Length of push core assembly (B).
Collection Mechanism: Push-Core GPS Accuracy: Water surface to togfdf handle (C):
Date: xg;i‘ ! 1 i ¥ Predicted Tide (ft): Length of core (f/w% t/)péom) (D).
Time of Collection: Surveyed eieyg;o}i{)VGD 29) (E):
Time Depart Station: Water sgﬁac?}é’m surveyed elevation (F):

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B -C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD H

(1) Elevation of the sediment-water interface as measured from water depth (NVGD),

(Note if | # I, within £ 1.0 feet, discard and resample)
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File ID of digital photographis).
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e“e Location: New Bedford, MA Vessel:
The Business of Tnnovation Client: USACE NAE Chief Scientist:
Station ID: Time On Station: 4 All ts are +0.1 feet
Core Sample ID: Northing (NAD 83): Water Depth (A):
Logged by: Easting (NAD 83): Length of push core assembly (B): )
Coliection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C)’;‘ 2 '
Date: Predicted Tide (ft): Length of core {from bottom} (Ds)':"’

Time of Collection: Surveyed elevation {(NVGD 29) (E):

Time Depart Station: Water surface from survey')ed elevation (F): :

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £E-F

(H) Elevation of the bottom of the core (NVGD): G- (B - C)

(z”) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottomn of core (NVGD): H + D

#

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
4B'a“e“e ) Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

i

Time On Station: All ts are 0.1 feet

Station ID:

Water Depth (A):

Core Sample ID: 4 Northing (NAD 83):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C):

Date: Predicted Tide (ft): Length of core {from bottom} (D):

Time of Collection: Surveyed elevation (NVGD 29} (E):

Water surface from surveyed elevation (F): e

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance fo visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)

o -~ 3 o
g T 3 S

: : -

= — Q a 2]
c g R 2 [a]
(=] E=] 2= & € =
= 6 20 B g @
S o Lw - @ =
3 : = [} 5 @ £ -

o 8 £9 S 2 5 38 g &

= i ] - Q [&] = o] %] Comments

e

File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Ba"e“e . Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

Time On Station: All measur ts are +0.1 feet

Station ID:

Water Depth (A):

Core Sample |D: ‘i - Northing (NAD 83):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C):

Date: Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F): _# §

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottorn of core (NVGD): H + D

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within = 1.0 feet, discard and resample) -
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Color
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Sample IDs
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
B Ba“e"e Location: New Bedford, MA Vessel:
Vi Business of Linovation Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All ts are +0.1 feet

Core Sampie ID: i‘;* . Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy. Water siiface to top of handle (C):
Date: ’ Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Eievation of Water Surface (NVGD): E£-F

(H) Elevation of the boitom of the core (NVGD): G - (8- C}

(z*) Elevation of visual transition (NVGDj: H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measureu from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Ba“e“e Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

Station iD: Time On Station: All measurements are +0.1 feet

Core Sample ID: g -ETh Northing (NAD 83): Water Depth (A):

[
:

Logged by: Easting (NAD 83): Length of push core assembly (8):

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C):

Date: Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F): e

Time Depart Staticn:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F =

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | #1, within + 1.0 feet, discard and resampie)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
] Ba“elle ) Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All ts are 0.1 feet

g TS
g

Core Sample ID: 5 «# +4 Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B8):

Water surface to top of handle (C):

Collection Mechanism: GPS Accuracy:

Predicted Tide (ft): Length of core (from bottom} (D}:

Surveyed elevation (NVGD 29) (E):

Date:

Time of Collection:

Time Depart Station:

Water surface from surveyed elevation (F): -

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measurad from bottom of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s}):
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Project Name: New Bedford Harbor Environmental Monitoring

Batielle

Project #: G606422

b Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:
Station ID: %’f Time On Station: All measurements are +0.1 feet

L 5
Core Sample ID: 351 £ =%

5 E

Ly

Northing (NAD 83}:

Logged by: Easting (NAD 83):

Collection Mechanism: Push-Core GPS Accuracy:

Date: Predicted Tide (ft):

Time of Collection;

Time Depart Station:

Water Depth (A):

Length of push core assembly (B):
Water surface to top of handle (C):
Length of core (from bottom) (D):
Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F):

P
2

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z”) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD). H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) 4B'a“e“e ' Location: New Bedford, MA Vessel:
The Business of Lnmovation Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All measurements are +0.1 feet

&

3%

Core Sample ID: z'jis Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: Predicted Tide (ft): Length of core ({from bottom) (D):

Surveyed elevation (NVGD 29} (E):

Time of Collection:

-
. #

Time Depart Station: Water surface from surveyed elevation (F)

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I} Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

B (1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # [ within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e“e Location: New Bedford, MA Vessel:
The Business of Tnsovation Client: USACE NAE Chief Scientist:
Station 1D: b 2o Time On Station: All ts are +0.1 feet
Core Sample ID: = {7 ¥E% -~ 8265 Tho g@“?ﬁé’é Northing (NAD 83): Water Depth (A):
Logged by: P z&} ;';A%’i Easting {NAD 83): Length of push core assembly (B):

Coliection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):

Predicted Tide (ft):

£ oy

Date: Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E): -

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | #1, within £ 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba“e"e Location: New Bedford, MA Vessel:
The Business of [nnovation Client: USACE NAE Chief Scientist:
Station 1D: i Time On Station: All meast ts are +0.1 feet

Core Sample ID: < -Z4 A - & Northing (NAD 83):

Logged by: Easting (NAD 83):

Collection Mechanism: GPS Accuracy:

Date: Predicted Tide (ft):

Time of Collection:

i
Time Depart Station: el

Water Depth (A):
Length of push core assembly (8):
Water surface to top of handle (C):
Length of core (from bottom) (D):

Surveyed elevation (NVGD 29) (E):

i Water surface from surveyed elevation (F):

e
iy

Calculations for Determination of Z* Elevation

(G} Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visua! transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # 1, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring

Batielie

Project #: G606422

o Location: New Bedford, MA Vessel:
The Business of Inmovation Client: USACE NAE Chief Scientist:
Station ID: Time On Station: All measurements are +0.1 feet

Core Sample ID: 57 3% ~ £ Northing (NAD 83):

Logged by: Easting (NAD 83):

Collection Mechanism: Push-Core GPS Accuracy:

Predicted Tide {(ft):

Date:

Time of Coliection:

Time Depart Station:

Water Depth (A):

Length of push core assembly (B):
Water surface to top of handle (C):
Length of core (from bottom) (D):
Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F): -

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # [, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

4Baﬂelle ) Location: New Bedford, MA Vessel:
Fhe Business of Tanovation Client: USACE NAE Chief Scientist:
Station iD: Time On Station: All ements are +0.1 feet

Northing (NAD 83):

Logged by: Easting (NAD 83):

GPS Accuracy:

Collection Mechanism: Push-Core

Date: Predicted Tide (ft):

Time of Collection:

Time Depart Station.

Water Depth (A):

Length of push core assembly (B):
Water surface to top of handle (C):
Length of core {from bottom)} (D):

Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F): -

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance tc visual transition)

(I}  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if 1 # |, within + 1.0 feet, discard and resample) e
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

v, Baﬂe“e . Location: New Bedford, MA Vessel:
The Business of Tunovation Client: USACE NAE Chief Scientist:
Station ID: Time On Station: Al ts are +0.1 feet

Northing (NAD 83):

-
Core Sample ID: ¥ "¢

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy:
Date: Predicted Tide (ft):

Time of Collection:

Time Depart Station:

Water Depth (A):

Length of push core

Water surface to top of handle (C):
Length of core (from bottom) (D):
Surveyed elevation (NVGD 29) (E):

Water surface from

assembly (B):

surveyed elevation (F):. °

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F
(H) Elevation of the bottom of the core (NVGD): G- (B - C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
B}aﬂelle ) Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

All ts are +0.1 feet

Station ID: 3 5 Time On Station:

A,',;”\Water Depth (A):

Core Sample iD: S GEA - S8 L iy~ ?’% Northing (NAD 83):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handie (C):
Date: 7 Predicted Tide (ft): Length of core (from bottom} (D):

Surveyed elevation (NVGD 29) {E):

Time of Collection:

Time Depart Station: Water surface from surveyed elevation (F): ’%ﬁ

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD). H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H +D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -

(Note if | # I, within = 1.0 feet, discard and resample) e
a -~ & ©
o T | S
2 I 2 5
£ ¢ ] o a o
c & 28 2 £ a
g 5 % o g 5 -
T Swn 2 E 2
5 28 g 5 2 £ 5 g
u‘% d £0 & B 3 3 N bel E
= a2 = Q Q =29 Q %] Comments
)
1.9
] . -
- -

File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
] Ba“e“e ) Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:

All ts are £0.1 feet

Station 1D: 2l Time On Station:

e )

&
Core Sampie ID: .5~ &7 -T4% .

"2’ Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surtace to top of handle {C}):
Date: | Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: i Surveyed elevation (NVGD 29) (E):

Time Depart Station:

Water surface from surveyed elevation (F): = & ;;%

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD}): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel:
The Business of Innovation Client: USACE NAE Chief Scientist:
Station ID: Time On Station: All ts are +0.1 feet

Core Sample ID: % -4

)

Northing (NAD 83):

Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): “

Date: U Predicted Tide (ft): Length of core {from bottom) (D): '
Time of Collection: Surveyed elevation (NVGD 29) (E):
Time Depart Station: Water surface from surveyed elevation {F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £-F

(H) Elevation of the bottom of the core (NVGD): G- (8-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(l2)

Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note i | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e"e Location: New Bedford, MA Vessel: R/V Gale Force
T Business of Inmevation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield

Station ID: Time On Station: All measurements are 0.1 feet

i
Core Sample iD: Northing (NAD 83): ‘7 water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Colection Mechanism: Push-yCor GPS Accuracy: Water surface to top of handle {C):

Date: iy Predicted Tide (ft): Length of core {from bottom) {D): f . i}
Time of Collection: Surveyed elevation (NVGD 29) (E): e
Time Depart Station: Water surface from surveyed elevation (F): Q% > ?

Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD). E - F 7.3
-2 4

(H} Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGDY): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Baﬁelle Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
Station iD: g g"{% Time On Station: All measurements are +0.1 feet

Core Sample ID:

Northing (NAD 83):

Logged by:

Easting (NAD 83):

Water Depth (A}):

Length of push core assembly (B):

Coflection Mechanism: _ Push-Cofe GPS Accuracy: Water surface to top of handie (C):
Date: B Predicted Tide (ft): Length of core (from bottom) (D).
Time of Collection: Surveyed elevation (NVGD 29) (E):
Time Depart Station: Water surface from surveyed elevation (F):
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G - (B- C)
(z*) Elevation of visual transition (NVGDY): H + (distance to visual transition)
(I} Elevation of the sediment-water interface as measured from bottomn of core (NVGD). H + D
(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -

(Note if 1 # 1, within + 1.0 feet, discard and resample}
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Ba“e"e Location: New Bedford, MA Vessel: R/ Gale Force
The Business of Funovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield

Station {D: Time On Station: All measurements are 0.1 feet

1647 Nonhing (NAD B83):

Core Sample iD: Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C):

Date: Predicted Tide {(ft): Length of core (from bottom) (D).

Time of Coltection: Surveyed elevation (NVGD 29} (E):

Time Depart Station: Water surface from surveyed elevation {F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G - (B - C}

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

8
L
~

otk <

(/)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D -

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A i

(Note if | # 1, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Bane"e Location: New Bedford, MA Vessel: A/V Gale Force
Tire Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield

All measurements are +0.1 feet

Station ID: Time On Station:

P &
Core Sample ID: =~ Northing (NAD 83): - bg Water Depth (A):

.Y Length of push core assembly (B):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle {C):
Date: / Predicted Tide {ft): Length of core {from bottom} (D):
Time of Collection: i Surveyed elevation (NVGD 29) (E):
Time Depart Station: § § ff: 24? Water surface from surveyed elevation {(F): A~ §

Calcuiations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD}: G- (B-C) o % L

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) ~ . g
P

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D ey |

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if { # I, within = 1.0 feet, discard and resample)

8§ = g 3

> ) © €

Z ! £ g Y g I

=2

c g -] 2 [a]

S £ > 0 & £ =

2 5 & o % = @

g m 29 @ 5 2 £ 5 g
. L2 x o

a2 09 £E0 S o] & 3 8 3 &
= i e = [ ] =2 w o] @O Comments

File 1D of digital photograph(s):
Comments:




Project Name: New Bedford Harbor Environmental Monitoring

Battelle

Project #: G606422

Location: New Bedford, MA Vessel: A/V Gale Force

The Business of lnuovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
Station ID: Time On Station: All measurements are 0.1 feet
Core Sample ID: i:;:‘ ;;E; Northing {NAD 83): 3 Water Depth (A):
Logged by: Easting {NAD 83): Length of push core assembly (B):
Coflection Mechanism: GPS Accuracy: Water surface to top of handle (C):
Date: Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: it l 5% Surveyed elevation (NVGD 29) (E):

Time Depart Station: § § i%% Water surface from surveyed elevation (F): gg %

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/-) Elevation of the sediment-water interface as measured from water depth (NVGDj: G - A

(Note if | # |, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

_ Batelle Location:  New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield

All measurements are +0,1 feet

Station ID: Time On Station:

Core Sample ID: g;/ Northing (NAD 83): éNater Depth {A):

Logged by: Easting (NAD 83): Length of push core assembly {B):

Collection Mechanism: GPS Accuracy: Water surface o top of handle (C): £, i;

Date: Predicted Tide (ft): - Length of core (from bottom) (D2): g % g}
Time of Collection: i% 2 % Surveyed elevation (NVGD 29} (E£): T
Time Depart Station: % %wi Water surface from sﬁweyed elevation (F): g £ E“f

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F [ “"g’s
(H) Elevation of the bottom of the core (NVGD): G - (B-C) ~5. 2

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:




Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA

Batnelie

The Basiness of Innovation

Project #: G606422
Vessel: R/V Gale Force
Chief Scientist: Theresa Himmer/Alex Mansfield

Client: USACE NAE

Station ID: Time On Station:

All ts are +0.1 feet

Core Sample iD: Northing (NAD 83):

e
«.) Water Depth (A):

Logged by: Easting {NAD 83}:

N

=

Length of push core assembly {B):

Collection Mechanism: GPS Accuracy:

Water surface to top of handle (C}):

Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(12)

{Note if | # I, within + 1.0 feet, discard and resample)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

Date: Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: Surveyed elevation (NVGD 29) (E):
Time Depart Station: Water surface from surveyed elevation (F):
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E - F
(H) Elevation of the bottom of the core (NVGD): G- (B - C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

_ Battelle Location:  New Bedford, MA Vessel: A/V Gale Force

Tl Business of Tnnovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
F “’ﬁ %

Station ID: §§ / fé\ & Time On Station: All measurements are +0.1 feet

Core Sample ID: §-425-0012 Iiorthing (NAD 83): Water Depth (A):

Logged by: iJz BYr | Easting (NAD 83): Length of push core assembly (8):
Coliection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: %gf ﬁ?fe’ff Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29} (E):

Time Depart Station: Water surface from surveyed elevation (F): -

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core (NVGD). G- (B-C)

(z¥) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # I, within = 1.0 feet, discard and resample)
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Fite ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
. Ba"e"e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield

Station ID: Time On Station: All measurements are 0.1 feet

P
Core Sample ID: - ?‘g‘% Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push- Core GPS Accuracy: Water surface to top of handle (C):
Date: 5 2 “ f* Predicted Tide (ft): Length of core {from bottom} (D):

Time of Colfection: Surveyed elevation (NVGD 29} (E}:

Water surface from surveyed elevation {F): §

Calculations for Determination of Z* Elevation

Time Depart Station;

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core (NVGD). G - (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)

=~ O

o ~ o

6 T 3 k=

z 2 <

< e ) by a »

= S 2.8 < £ [=]

S B %S 15} -

= ] >0 % 3 @

® o Sy w 2 £ .~ a

8 o £9 g 2 5 i8 8 &

o 2 = > N °

w = a3 = o Q =3 (o] » Comments
e —
X o r

G byl
F i o | N U o . i B o
— Dhav AL T
Bep SY10% Syl
o i

s yrommm

File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Baﬂelle _ Location: New Bediord, MA Vessel: AV Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
o 4

Station iD: Time On Station: All measurements are +0.1 feet
33 o
Core Sample ID: 2.7 Northing {NAD 83): Water Depth (A): f} é
Logged by: Easting (NAD 83): Length of push core assembly (B): { ‘%« g
Collection Mechanism: GPS Accuracy: Water surface to top of handle (C): ”“% g
: -
Date: Predicted Tide (ft): Length of core (from bottom) (D): ? )

e

Time of Collection: Surveyed elevation (NVGD 29) {E):

Time Depart Station: Water surface from surveyed elevation (F): é§ 7

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G - (B - C) -
-
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) -5,
(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - E”E !
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD). G- A — f»é 55
(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Vessel: A/V Gale Force

Ba“e"e Location: New Bedford, MA

The Business of Invovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
Station ID: Time On Station: ? 5 g;‘ o All measurements are 0.1 feet

o Y oozt 2 £angt™ L
Core Sample ID: Northing {(NAD 83): ﬁ (}’jﬂ"ﬁ LS ta 3 7 Water Depth (A):

Logged by: Easting (NAD 83): % ; i%, S Length of push core assembly (B):
Collection Mechanism: GPS Accuracy: Water surface to top ot handie (C):
Date: Predicted Tide {ft): Length of core {from bottom)} {D):
Time of Collection: i f:;‘i Surveyed eievation (NVGD 29) (E):
Time Depart Station: ?in? eﬁ 4 Water surface from surveyed elevation (F): **» ”f*‘ag

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Eievation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

i
S o
>

PR
()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D -~ i,g ‘{;
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - fﬁ
(Note if | # I, within + 1.0 feet, discard and resampie)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
} Ba"e"e ) Location: New Bedford, MA Vessel: R/V Gale Force
T Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield

Station ID: Time On Station: All measurements are +0.1 feet

Core Sample ID: 3} Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: F'ush Core GPS Accuracy: Water surface to top of handle (C):
Date: Predicted Tide {ft): Length of core {from bottom) (D}:

Time of Collection:

Surveyed elevation (NVGD 29) (E):
By
Time Depart Station: L Al Water surface from surveyed elevation (F): ~= s}z

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD); E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD). H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

{Note if 1 £ I, within + 1.0 feet, discard and resample)

=~ Q
a — 2
6 X 3 o]
z g €
- >
g Q [~% o
c g 8 e [a]
2 £ & 3 g g =
L o b4 w
§ 2] L - g £ - =Y
! 20 & =
Q 2 = ?é @ o &
o 2 ESR%) [} 5] N ] &
= e e [ [&] =w [¢] %) Comments
¥ N
AN
§§§ o i ] P P o B PR —
and

File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) BaTTEIle Location: New Bedford, MA Vessel: A/V Gale Force

7o Businees of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield

Station ID: Time On Station: All measurements are +0.1 feet

Core Sample ID: %%Norkhing (NAD 83): _“Water Depth (A): g4 }

Logged by: ?*“ N »5%}%; W Easting {(NAD 83): § Length of push core assembly {5): g é 53

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handie (C): 3. %

Date: g? ?fé ;g i?’ Predicted Tide {ft): - ] Length of core (from bottom) (D}: § N %’
Time of Collection: é; ! i’é ?’ Surveyed elevation (NVGD 29) (E): o
Time Depart Station: é!é f\""i Water surface from surveyed elevation (F). e "%

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surtace (NVGD): E-F

#
.
(H) Elevation of the bottom of the core (NVGD). G- (B-C) ” ’3 .

s

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Ba"e lie . Location: New Bedford, MA Vessel: A/V Gale Force
Tho Busivess of Innovation Client: USACE NAE Chiet Scientist: Theresa Himmer/Alex Mansfield

Station ID: Time On Station: All measurements are 0.1 feet

Core Sample ID: =L Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (8):

Collection Mechanism: GPS Accuracy. Water surface to top of handie (C):

Date: Predicted Tide (ft): Length of core {from bottom} (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

o 2,
Time Depart Station: Water surface from surveyed elevation (F): ﬁ

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core {(NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -5

(Note if 1 # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Ba"e“e Location: New Bedford, MA Vessel: R/V Gale Force
Ths Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
Station ID: E’??n % Time On Station: All measurements are 0.1 feet
Core Sample ID: 5 &3E- 51~ 6634 Northing (NAD 83): Water Depth (A): S
Logged by: i@%ﬁwz f’?gif‘a Easting (NAD 83): Length of push core assembly (B} g% ,;?
Coltection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): E “

§1431e%

i

Length of core (from bottom) (D}:

Surveyed elevation (NVGD 29) (E):

Date: Predicted Tide {ft):
Time of Cotlection: T4
Time Depart Station: Tt

Water surface from surveyed elevation (F): ﬁﬁ 5

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G - (B - C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D

(1,) Elevation of the sediment-water intertace as measured from water depth (NVGD): G- A

(Note if 1 # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba"e "e Location: New Bedford, MA Vessel: A/V Gale Force
e Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
Station ID: F e Time On Station: All ts are +0.1 feet
Core Sample1D: % ~E 2B -FEFE 40 ~1Q Northing (NAD 83): Water Depth (A):
i s 1. 881
Logged by: f;‘i Y ‘e“ﬁj} %) Easting (NAD 83): Length of push core assembly (8):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
F=g 7, =
Date: i z’?\% b e Predicted Tide (f): Length of core {from bottom) {D}:
Time of Collection: 165 EE Surveyed elevation (NVGD 29 (E):
Time Depart Station: ?% évf Water surface from surveyed elevation (F): Wi?a%
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): £ - F -6
(H} Elevation of the bottom of the core (NVGD): G- (B - C) ~ g T
(z) Elevation of visual transition (NVGD): H + (distance to visual transition) - :; : iﬁ
i oo
(I} Elevation of the sediment-water interface as measured from bottom of core (NVGD). H+ D e s |
(1z) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A . a»g . %
(Note if | # I, within + 1.0 feet, discard and resample)
- @
3 T 2 3
= W 2 £
< g T8 Ry a 2
s £ > 9 5 £ =2
= B 20 B 2 2
g o 8 ® 5 @ £ 5 s
2 ) £ Q = @
w2 =9 = 8 S 5 S 3 Comments
‘@ : ' Lo
;; ii“ R S - . .. — . . e — el [ e
n s{‘&\ ; Jii Y ﬁf;% 5%; & e
{i«{: P %

File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

B Ba"e"e Location: New Bedford, MA Vessel: R/V Gale Force

The Business of Inmovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
{7 £

Station ID: E% 3?; Time On Station: %f{g AH measurements are +0.1 feet

P nTAed e s . f“ﬂ,;e‘,
Core Sample ID: L= A-FE T3 - #1374 Northing (NAD 83): SO UL Water Depth (A):
TR s § AR o i f‘»‘

Logged by: fé; %ﬁg@g%i@@ Easting (NAD 83): Y % J{ ) el Length of push core assembly (8):
N %

Collection Mechanism: Push-Core GPS Accuracy: P e Water surface to top of handle (C):

Date: I3 E Predicted Tide (ft): Length of core (from bottom) (D}:

Y

Time of Collection:

Time Depart Station:

Surveyed elevation (NVGD 29} (E):

Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B - C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I} Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I;) Elevation of the sediment-water interface as measured trom water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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Lithology - Include
USCS code
Consistency
Maximum particle

size
Odor

Sample IDs

Comments

8 Elevation (NVGD)
(.e. Bottom

File 1D of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Barelle Location:  New Bedford, MA Vessel: RV Gale Force

The Business of lnnovation _Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield

Station ID: %3 % Time On Station: P é“ All measurements are +0.1 fegt

Core Sample ID: 5 0B~ t5%%40~ 73 Northing (NAD 83): “}@2?@’ 1 s 3.7 water Depth (A): "y

Logged by: fa-winds Easting (NAD 83): £15 149, € Length of push core assembly (B): égg,

Collection Mechanism: Push-Core GPS Accuracy: 5 5‘: y Water surface to top of handie (C): @} 2

Date: % 5 g§ :;2 gij ; Predicted Tide (ft): o Length of core (from bottom) (D): g@ 3
Time of Coliection: % i a2, ? Surveyed elevation (NVGD 29) (E): S
Time Depart Station: j { 121 Water surface from surveyed elevation (F): wﬁsg

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F

(H) Elevation of the bottom of the core (NVGD): G- (B - C)

(z”) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A -5 2

(Note if | # |, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
Comments:
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i
Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
. Ba"e"e » Location: New Bedford, MA Vessel: A/V Gale Force
The Businuss of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
r——
Station ID: {? ij??\é” Time On Station: All measurements are +0.1 feet

5 87@- by T~ 0L
-t ia

Core Sample ID: Northing (NAD 83):

Logged by: Easting (NAD 83):
Collection Mechanism: Eush-Core GPS Accuracy: ? ; ﬂ ¢
Date: KAzl 03 Predicted Tide (ft): e
Time of Collection; 1 i%g
Time Depart Station: ?% i :

Water Depth (A):

Length of push core assembly (B):
Water surface to top of handle (C):
Length of core {from bottom) (D):

Surveyed elevation (NVGD 29} (E£):

Water surface from surveyed elevation (F): gg 2

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F -0 A
- %
(H) Elevation of the bottom of the core (NVGD): G- (B-C) ) “5 1
e
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - \;5;
() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D ~ A
(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - ii% é;
(Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Baﬁelle » Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Inovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield

All ts are +0.1 feet

—
o

Station 1D: Time On Station:

5§ g

Y L4 2 water Depth (A):
-

e

Core Sampie ID: Z{ Northing {NAD 83}:

J8
@.

ol P9, g
Logged by: Easting (NAD 83} gi} ’i}"% 3 '% Length of push core assembly (B): g
Collection Mechanism: GPS Accuracy: % 85 i’%i Water surface to top of handle (C): ?%

Date:

Predicted Tide {(ft): ] Length of core (from bottom) (D): {%85

Surveyed elevation (NVGD 29) (E): )

# o

™

w....
=
3

Time of Collection:

Time Depart Station: Water surface from surveyed elevation (F): < ¢5: 1

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C) "

(z7) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGDY: H + D ~iz. 0

(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A — i,

(Note if | # I, within + 1.0 feet, discard and resample)
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Sample IDs
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
-~ Ba"elle Location: New Bedford, MA Vessel: RV Gale Force
The Business of Inmovation Ciient: USACE NAE Chief Scientist: Theresa Himmer/Aiex Mansfield

All measurements are £0.1 feet
5]

} - ¥ Water Depth (A):

Station ID: Time On Station:

73 o nonthi
LT -;@i?\lonhmg (NAD 83}).

Core Sample iD:

Logged by: Easting (NAD 83): ..~ Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: %j 32 % iif? Predicted Tide {ft): Length of core (from bottom) {D}:
Time of Coliection: Surveyed elevation (NVGD 29j (E):
Time Depart Station: Water surface from surveyed elevation (F): “'*55
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD). E - F - {, %

(H) Elevation of the bottom of the core (NVGD): G - (B- C)

(z*} Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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| -
Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Ba"e“e ) Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
Station ID: %i«i %ei ‘i}é\ Time On Station: %?; %{ﬁ All measurements are :0.1 feet
s e T ALY = P
Core Sample ID: =g ?%@ 3‘{%’2 ] ?; i}iyﬁ’%\lonhing (NAD 83): ’Q‘? /¥ "%{@g . | Water Depth (4): ] ig
Logged by: . piniei Easting (NAD 83): Length of push core assembly (8): Wi
P
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): 2 é
1= | . .
Date: §172% jo=+ Predicted Tide (ft): Length of core (from bottom) (D): gi‘%
g ve
Time of Collection: A Ef? Surveyed elevation (NVGD 29) (E): s
T ‘ .
Time Depart Station: 5’} 2 '6} Water surface from surveyed elevation (F): f%
Calculations for Determination of Z* Elevation
£
(G) Elevation of Water Surface (NVGD): E-F d

(H) Elevation of the bottom of the core (NVGD): G - (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD). H+ D ‘“j‘ - {2
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD). G - A e U
(Note if | # I, within = 1.0 feet, discard and resampie)
P @
g T 3 s
E 5 £
z E - @
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File {D of digitai photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
N Ba“e“e ) Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfieid
Station {D: E :? ?gx Time On Station: %”} ?"ji‘% All measurements are +0.1 feet
” p 2 S &y S gex L 14 2 ol
Core Sample iD: =" é? s g*’iﬁkz‘”?f)ﬁmnnmg (NAD 83): L :; %'»:’3 Water Depth (A): . ;‘?
4 a,%ﬁf o ’2"%{@ d:?% ? 35 5
Logged by: TR W 50, Easting (NAD 83) UL Y% A Length of push core assembly (B): 2 § o
Collection Mechanism: Push-Core GPS Accuracy: :%, 2L Water surtace to top of handle {(C): ﬁ%‘:% gﬁé
3 [ 4
Date: g ?1?% 37 4)3;* Predicted Tide (ft): e Length of core (from bottom) (D): Ao
Time of Collection: 1227 1S5 suveyed elevation (NVGD 29) (E): -
Time Depart Station: % § : Water surface from surveyed elevation (F): ; {;’ # 2
Calculations for Determination of Z* Elevation
]
(G) Elevation of Water Surface (NVGD): E-F L7
S
(H) Elevation of the bottom of the core (NVGD): G- (B-C) 5. %
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - ; L
o
(/)  Elevation of the sediment-water interface as measured from bottom of core (NVGD). H + D -2
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A . ; ) %

(Note if | # i, within = 1.0 feet, discard and resampie)
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File 1D of digital photograph(s):
Comments: . @
Moy 5hava

Page ____ of.



Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Baﬁe“e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Inovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
Station 1D: / Time On Station: All are +0.1 feet
Core Sample ID: Northing (NAD 83): tfi Water Depth (A): §¢ i
Logged by: Easting (NAD 83): Length of push core assembly {B): f@@* ’iz
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle {(C): % ;aéﬁ
Date: gg ?E; 5 {;’:‘; Predicted Tide {ft}: Length of core {from bottom} (D}: ‘?;:Z
Time of Collection: ¥ e §f§ §§ Surveyed elevation (NVGD 29) (E):

Time Depart Station:

Water surface from surveyed elevation (F):

+o.7%

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G-(8-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD). H + D

(1») Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # |, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments: . B N
5 ﬁ%“" - é’;iﬁ
% = ;

s a

§o

Page of



Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Baﬂe“e ) Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Inovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
PPy e
Station ID: ﬁ (2 Time On Station: ’1% All measurements are 0.1 feet
£ - g A, ] .y g oy =1 ig
Core Sample ID: ,«;?*’ i}?’ g’%i%?g (5L ﬂ?{{; Northing {NAD 83): ;;? <+ ?b % % Water Depth (A ):
Logged by: §%~ j&i% %‘K Easting {NAD 83): é%f' % g % g' ;2 Length of push core assembly (B): { b
e =
Collection Mechanism: Push-Core GPS Accuracy: f&; Water surface to top of handle (C): 5 B ?
0|~ 7,7 I
Date: T };ﬁ% é« ki Predicted Tide {ft): o Length of core (from bottom) (D}): 5?@
Y

Time of Collection: ) ;i‘f:g Surveyed elevation (NVGD 29) (E): F——
Time Depart Station: 2‘ : , i Water surface from surveyed elevation (F} %% g g

Calculations for Determination of Z* Elevation

f~ O
(G) Elevation of Water Surface (NVGD): E - F 0
P
(H) Elevation of the bottom of the core (NVGD). G- (B-C) - 1. s}i
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) ~ is .M
(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D ~ 5 ~
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A —, Y
(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:
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Project Name

: New Bedford Harbor Environmental Monitoring

Project #: G606422

_ Batelle Location:  New Bedford, MA Vessel: A/V Gale Force

The Business of tnnovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
Cl

Station {D: 5 Time On Station: All measurements are +0.1 feet

Core Sample iD:

%or{hing (NAD 83):

Logged by:

Easting (NAD 83):

z% Water Depth (A):

’”‘5 Length of push core assembly (B):

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C):
Date: Predicted Tide (ft): Length of core (from bottom} {D}):
Time of Collection: Surveyed elevation (NVGD 29) (E}):
Time Depart Station: Water surface from surveyed elevation {F): § *ﬁﬁ
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD). E- F
(H) Elevation of the bottom of the core (NVGD): G - (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)
(I} Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D
(/2) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if 1 # I, within + 1.0 feet, discard and resampie)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Ba"e "e ] Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
Station ID: : s?ﬂ : Time On Station: §§ f § All measurements are £0.1 feet
Core Sample ID: &~ OFB-IT31~ 00 = Y Northing (NAD 83y AFM 6 750 water Depth (A): 5,
b a0y is ia £ f v W7 4 e A
Logged by: . %ﬁﬁé vy Easting (NAD 83): § b3 g% % o & Length of push core assembly {B}: g?;@
Collection Mechanism: Push-Core GPS Accuracy: § ’ %’A Water surface to top of handie (CY: 2 f;
IEY e - 3
Date: % i Predicted Tide {ft}: e Length of core (from bottom) (D) ; @@%
e
Time of Collection: ? 2 W Surveyed elevation (NVGD 29) (E): N
Time Depart Station: § &‘% iif% Water surface from surveyed eievation {F): _éi %
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E- F
(H) Elevation of the bottom of the core (NVGD). G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)
(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D
(/;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A
(Note if | # I, within + 1.0 feet, discard and resample)
P @
3 T E! i<
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Batielle

Project #: G606422
Vessel: R/V Gale Force

: ) Location: New Bedford, MA
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
) =
Station ID: %”; ) Time On Station: i? %%5@ All ements are £0.1 feet

Core Sampile ID:

-

~H O~

1! Norihing (NAD 83):

Logged by: é%“ 1@{ '»";% %%2 Easting (NAD 83): a5 L Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: A fﬁ i Water surface to top of handle (C):
Date: Bioe]G-¢ Predicted Tide (ft): NA Length of core (from bottom) (D):
Time of Collection: Wi Surveyed elevation (NVGD 29) (E}: NA
Time Depart Station: ng H Water surface from surveyed elevation (F): ’32 2
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F 2 5}
(H) Elevation of the bottom of the core (NVGD): G- (B-C) - § O
() Elevation of visual transition (NVGD): H + (distance to visual transition) - ;ﬁ D
-; 9
() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D T
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A | ; %

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e“e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer

All measurements are +0.1 feet

Station ID: 1. § Time On Station:

Core Sample ID: % %2 Northing {(NAD 83}: Water Depth (A): ¢

Easting (NAD 83): Length of push core assembly (B):

Logged by: 0.0
Coliection Mechanism: GPS Accuracy: Water surface to top of handle (C): % g f% Esg
Date: %jf Predicted Tide (ft): Length of core {from bottom) (D): fg § g

Surveyed elevation (NVGD 29) (E): NA

= oA
Water surface from surveyed elevation (F):% P ?

Calculations for Determination of Z* Elevation

Time of Coflection:

Time Depart Station:

(G) Elevation of Water Surface (NVGD): E-F 2.1
(H) Elevation of the bottom of the core (NVGDY: G- (B- C) ~2.9
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - ;3 < |
- “Z,
()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D ;} I,
(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A R I
(Note if | # 1, within + 1.0 feet, discard and resampie)
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File iD of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

. Ba"elle ) Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client; USACE NAE Chief Scientist: Theresa Himmer

All measurements are +0.1 feet

Station iD: Time On Station:

Core Sample ID: = % Northing (NAD 83): iNater Depth (A):
p

Logged by: Easting (NAD 83): Length of push core assembly (B}:
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
P & Y : .
Date: zJ ?;'if { &7 é':f Predicted Tide (ft): NA Length of core (from bottom) (D):
) o oo™ ) )
Time of Coliection: *f?g“’? ¢ Surveyed elevation (NVGD 29} (E): »é*NA
PY Y] ) o
Time Depart Station: oM 5 Water surface from surveyed elevation (F): :§ 5 7

Calculations for Determination of Z* Elevation

S\

(G) Elevation of Water Surface (NVGD): E - F

)
LA

z
X
e [ B e |

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

3

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e _ Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: Time On Station: All measurements are +0.1 feet

- [
Core Sample ID: 1 * Northing (NAD 83): ~ Water Depth {A):

Length of push core assembly (8):

Logged by: Easting (NAD 83):

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C): ;’fu i

Date: Predicted Tide (ft): Length of core (from bottom) (D): ie §
Time of Collection: | §§§ 4 Surveyed elevation (NVGD 29) (E): NA
Time Depart Station:§ §§fzé‘§ - Water surface from surveyed elevation (F):éz‘g;%

b2 70070360
Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

H

i
JB I (WA
M

SV
S oo

(H) Eievation of the bottom of the core (NVGD): G - (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D ~ s i
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A 1 %
(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Batielle

Project #: G606422
Vessel: R/V Gale Force

Location: New Bedford, MA
The Business of Inuovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: §§ Time On Station: J47 :w All ts are +0.1 feet
Core sample D: 56 7H- 4188 - 600> 1Y Northing (NAD 83): 3393 LMY water Depth (a): 5.7
Logged by: faswnibw Easting (NAD 83): £ 15 F2 5. A Length of push core assembly (B): | » )4
Collection Mechanism: Push-Core GPS Accuracy: ::;3% & Water surface to top of handle {C): 2 : %
Date: Zf % a: I ﬁ“ Predicted Tide (ft): NA Length of core (from bottom) (D): gs ?
Time of Collection: Y Surveyed elevation (NVGD 29) (E}: NA
Time Depart Station: i L Water surface from surveyed elevation (F): ? Eg 5‘;:;
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z") Elevation of visual transition (NVGD): H + (distance to visual transition)
() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - 3
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - . 3

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e“e Location: New Bedford, MA Vessel: R/V Gale Force
The Businese o Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station 1D: b wf . Time On Station: / ? o fﬁs Al are +0.1 feet _
Core Sample ID: S~ & 74 -1 2. 21 = A79..145 Northing (NAD 83): 2 2AEGE. S Water Depth (4): T AR
Logged by: ' Easting (NAD 83): : Length of push core assembly (B): L 1s]C
Collection Mechanism: i quh—Core GPS Accuracy: ; Water surface to top of handie (C): f;ﬁ«% Ny ﬁ‘ :
Date: s%g E fi’ 5 vé Predicted Tide {ft): NA Length of core {from bottom} {D): 5 . ;;,2
Time of Collection: %i% Surveyed elevation (NVGD 29) (E): NA
Time Depan Station: Ik % Water surface from surveyed elevation (F): '??'ﬁ? ié?
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E - F . le
(H) Elevation of the bottom of the core (NVGD): G - (B-C) ~{s % 3
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) e y
()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - ’f?mg 2,

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - &4

(Note if | # 1, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Baﬂe“e Location: New Bedford, MA Vessel: R/V Gale Force
Ths Busineer of lomovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: ;}1 9 é Time On Station: All measurements are +0.1 feet
< LN I B/ AP O . €
Core Sample ID: § ~{ ?%' Wg‘gf g;é,; ? . Northing (NAD 83): : g Water Depth (A): 5% i;
0 5 deri b
Logged by: M o Easting (NAD 83): /~ _Length of push core assembly (B): = 3
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): *w z:fi»
T2~ 187 o 5 7
Date: e ‘N % ol Predicted Tide (ft): Length of core (from bottom) {D): i;g » s
Time of Collection: R “'? Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: 15 g Water surface from surveyed elevation (F): 4 , {s
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E- F 2 -
(H) Eievation of the bottom of the core (NVGD): G- (B-C) -1, 2
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - 5 de
(I)  Elevation of the sediment-water interface as measured from bottorn of core (NVGD): H + D =
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A “W:; iy
(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e ) Location: New Bedford, MA Vessel: A/V Gale Force

The Business of Inmovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: £ L e Time On Station: 1157 Al ts are :0.1 feet

Core Sampie ID: i ?§ — A~ £ Northing (NAD 83): 154 71 WaterDepth (4): [N

Logged by: B gﬁ’fjg / Easting (NAD 83): %ig ?*» ) i‘é N ?%‘ Length of push core assembly (B}): é E

Collection Mechanism: Push-Core GPS Accuracy: ?A 15‘% Water surface to top of handle (C}: ?:g% iﬁ‘

5?? 81/ P =

Date: g 29 L ?i" Predicted Tide (f): NA Length of core (from bottom) (D): L )
Time of Collection: / @é’”ij Surveyed elevation (NVGD 29} (E): NA
Time Depart Station: i 2 ;24 Water surface from surveyed elevation (F): .

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F o

Mal (]

(H) Elevation of the bottom of the core (NVGD): G - (B - C) - &

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) ~ i“z : %
()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - g”fiz ie!
(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A b 5? R %?{

(Note if i # I; within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: Time On Station: T All ts are 0.1 feet
Core Sample ID: .5 Norihing (NAD 83): 770 2399 . F water Depth (A): L. O
Logged by: Easting (NAD 83): iﬁ;'; Y Q K é"’i - i‘; Length of push core assembly (B): (& &
Collection Mechanism: Push-Core GPS Accuracy: F - % Q Water surface to top of handle (C): ;j s §M
Date: %; fiz”:? 5 ks Predicted Tide (ft): NA ’ Length of core {from bottom) (D): L&
Time of Coliection: §77.% Surveyed elevation {(NVGD 29) (E): NA
Time Depart Station: ] PR Water surface from surveyed elevation (F). + § ]

Calculations for Determination of Z* Elevation

=
(G) Elevation of Water Surface (NVGD): E-F
;
(H) Eievation of the bottom of the core (NVGD): G- (B-C) ~{s i lp
(z*) Elevation of visual transition (NVGD): H + (distance to visual transitior) - %;? 4
()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - é’g 4 %
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G-A - @é: §
(Note if 1 # 1, within + 1.0 feet, discard and resample) -
=~ 1}
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File D of digital photograph(s):

Comments:
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Batielie

Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Location: New Bedford, MA Vessel: A/V Gale Force
Th: Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
% ] .Y
Station 1D: {?;éﬁ' £ i Time On Station: ! LAY All measurements are +0.1 feet
oz 57 wy @ g 4 P Ty

Core Sample 1D: &H~-30 Z 320 1% Northing (NAD 83): 13 Water Depth (A): 3.2
Logged by: fhi L I Easting {(NAD 83): &1 Length of push core assembly (B): Ty
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): =
Date: Qf P 0 Predicted Tide (ft): NA Length of core (from bottom) (D): ; < %

Time of Collection: 4 Surveyed elevation (NVGD 29) (E): NA

Time Depart Station: f s Water surface from surveyed elevation (F):  + f}

Calculations for Determination of Z* Elevation

(Note if I # I, within = 1.0 feet, discard and resample)

(G) Elevation of Water Surface (NVGD): E-F 5 s 5
(H) Elevation of the bottom of the core (NVGD): G- (B-C) - B
(27) Elevation of visual transition (NVGD): H + (distance to visual transition) - {fj : :2“"
(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - éj‘;a ﬂ
(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - i;‘« '2%

S

) 3 )

[ =1 0

: g :

< I3 ] Fey a @«
c o o < £ [a]
I=] = > O Py —
£ 3 g B 2 ]
g @ % 8 © 5 ‘@ E o [<Y

. 3 = 5
2 4 £0 < /<3 & s & ° 5
= a3 = Q Q =® Q (] Comments
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File 1D of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“elle ) Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: Loly ,f 1 Time On Station: All measurements are +0.1 feet

. ¥ 4 4 5
43— § £ Northing (NAD 83): Water Depth (A):

Core Sample ID:

Logged by: bis b Easting (NAD 83): e ?;”Length of push core assembly {B):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):

Date: laelo? Predicted Tide (ft): NA Length of core (from bottom) (D):
Time of Collection: 7 ‘if ; Surveyed elevation {NVGD 29} (E): NA
Time Depart Station: 7 & Water surface from surveyed elevation (F); -+ §§

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F i ;

(H) Elevation of the bottom of the core (NVGD): G- (B-C) -~ "1, %

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - 55: i,fj

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D g il !

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A 3,? . %

(Note if 1 # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:

Page ______of



Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e"e ‘Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Inmovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: 66325 Time On Station: a55 Al ts are 0.1 feet
Core Sample ID: Lo FE- £657 0044 Northing (NAD 83): J705H 98 2% Water Depth (A): 3.1
Logged by: SnFE Easting (NAD 83): AT RS Length of push core assembly (5): N,
Collection Mechanism: Push:Core GPS Accuracy: s f.4 Water surface to top of handle (C): - g«f
Date: %7 5«3"},5 i}ﬁ Predicted Tide (ft): NA Length of core (from bottom) {D}): g{ gj z
Time of Collection: / &fé / Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: j {}’ : Water surface from surveyed elevation {F): ‘;; 5; &

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F . e
(H) Elevation of the bottom of the core (NVGD): G- (B - C) -

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - f* : éi'
(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D ~{ . o § a
(/z) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A e { . g

(Note if I # 1, within + 1.0 feet, discard and resample)
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Fite D of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
i Ba"elle ) Location: New Bedford, MA Vessel: AV Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station 1D: . %jf;g Time On Station: All measurements are +0.1 feet

Py 0 p i ouy, ﬂé., . i H ”2
Core Sample ID: {9 - fnfebd Ty A0 0 4~ Northing (NAD 83): ater Depth (A): loe =
Logged by: A0 im’*?%’ﬂ»? Easting {NAD 83); Length of push core assembly (B): 5 iz
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handie (C): f:é‘f;f;
Date: e L Predicted Tide (ft): NA Length of core (from bottom) (D): o2 ,g

2014
Time of Coltection: Surveyed elevation (NVGD 29) (E): NA
P 7 5
1405 Water surface from surveyed elevation (F): “""‘g‘:ﬁ, ﬁa“"

Time Depart Station: i

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F /A
(H) Elevation of the bottorn of the core (NVGD): G- (B-C) -, %

(z*} Elevation of visual transition (NVGD): H + (distance to visual transition) M m? i}
() Elevation of the sediment-water interface as measured from bottomn of core (NVGD): H + D - iﬁ §
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - %A Y %.

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e "e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Tnnovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: HHYA Time On Station: (B Al ts are +0.1 feet
Core Sample ID: & ’%M:??fﬁ - 1%&% (X ”kﬁﬂonhing (NAD 83}: ;{ %%/ g / ?€ i Water Depth (A): % . %
Logged by: Tt M) Easting (NAD 83): 5 gfm ? - "‘W’? £ Length of push core assembly (B): M et
Coliection Mechanism: Push-Core GPS Acc;ir'acygb {- 79 “‘E‘ Water surface to top of handie (C): @'2 ?,}
Date: 6 § %w f 5}% Predicted Tide (ft): NA Length of core {from bottom) (D): g ¢ %

Time of Coliection’ . 2 Surveyed elevation (NVGD 29) (E): NA

Time Depart Station: i 2~ % Water surface from surveyed elevation (F): %«%%z

Calculations for Determination of Z* Elevation

50

~J fo m% .

(G) Elevation of Water Surface (NVGD). E-F ’ -

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

}
o Syl

i

(z*) Elevation of visual transition {(NVGD): H + (distance to visual transition)

P
()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D e
(/;) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A iy {;;

{Note if | # 1, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
Comments:
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Project Name

Batrelle

. New Bedford Harbor Environmental Monitoring

Project #: G606422

: ) Location: New Bedford, MA Vessel: AV Gale Force
The Business of Ii‘“""““"“ Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: YL Time On Station: (272 % Al ts are £0.1 feet
- L el P 7 3
Core Sample ID:  — 3~ Northing (NAD 83}): i@%‘%%‘”f ,. v Water Depth (A): {o. .{:?
Logged by: e Easting {NAD 83): i Pe TRy Length of push core assembly {8): 1)
Coliection Mechanism: Push-Core GPS Accuracy: 7. % Water surface to top of handle (C): ’2 )
Date: g i 2008 Predicted Tide (ft): NA Length of core (from bottom) (D): jg %
Time of Collection: % : i’i % Surveyed elevation (NVGD 29) (E): NA
. sy 2
Time Depart Station: ; 4 S;? Water surface from surveyed elevation {(F). * §§ %
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F — i,z
(H) Elevation of the bottom of the core (NVGD): G - (B -C) B J;‘f LD
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) . Wf O
, i
()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D a2
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A e P
(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e“e Location: New Bedford, MA ’ Vessel: RV Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: T 1T 44 Time On Station: 2,97 All ts are +0.1 feet
Core Sample ID: pacgynid ~LT4Hi -~ 3 § Northing {(NAD 83): M?ﬁ ;@é’% '?;4 iﬂ Water Depth (A): Sﬁg Ef
Logged by: il j 840 Easting (NAD 83); ?%?22 i - 4 Length of push core assembly (B): / i
Collection Mechanism: Pu:sh‘Core GPS Accuracy: %~ g Water surface to top of handle (C): 2 ;%
Date: & i 2%:@'((‘ fy Predicted Tide (ft): NA Length of core (from bottom) (D): o ;iﬁ(
Time of Coliection: ’Z?ﬁ Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: ? ] Water surface from surveyed elevation (F): > g ; %g?

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F e 5
(H) Elevation of the bottomn of the core (NVGD): G - (8- C) - g : C.;?
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) A
(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D = fo o £
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A P :,:; }Z
(Note if | # I, within = 1.0 feet, discard and resampie)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring ) Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station iD: ‘”Xf X 4 % Time On Station: S = ”*’& Al measurements are £0.1 feet
Core Sample ID: S %3l ~T 129 o0 2221 Northing (NAD 83): 7o L A% Water Depth (A): fz:» W%
Logged by: RIn e ‘ Easting (NAD 83): LI O0 & Length of push core assembly (B): i ] §§
Collection Mechanism: Push-Core GPS Accuracy: 73 A 5} Water surface to top of handle (C): ﬁz . g‘g
Date: % iz iﬁwii?“% Predicted Tide (ft): NA Length of core {from bottom) (D): E s
Time of Collection: ‘i”f @m Surveyed elevation (NVGD 29) (E}: NA
Time Depart Station: & il Water surface from surveyed elevation (F): = £, g{

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F ey §
(H) Elevation of the bottom of the core (NVGD): G- (B-C) - ga E%
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) “’W% ¢ 1
() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D - fjﬂ i %
(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G-A o %;2 %;’

(Note if | # I, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: :{jig'z'm Time On Station: 147 § All measurements are 0.1 feet
Core Sample ID: 9 ey ~T LRS00 £2% Northing (NAD 83): 7" ‘L Yy ?;3 . 7 Water Depth (4): A
Logged by: TYV L iy Easting (NAD 83): §§ 5 ?% “, éﬁ?’ Length of push core assembly (B): /7
Collection Mechanism: Push-Core GPS Accuracy: z{ % Water surface to top of handie (C): g i *ﬁh%’“
Date: % | z ¢4 87 Predicted Tide (ft): NA Length of core (from bottom) (D}): g L2
Time of Coliection: 4 i, Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: { L g.f"% Water surface from surveyed elevation (F): ™™ {? g i:z

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G- (B-C)

(z”) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Etevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)

= @
[e)] —~ K
o T 3 ]
Z 2 E
s ¢ s ) g 2
5§ 2 >3 5 £ o
5 8 S 2 g 2
> d ° O @ S @ = 5
g o £8 g 2 5 ER g 5
v/ = i ] i~ [&] (8] 2% [e] (%1 Comments
Ly %g@g’é §{¢ gt \

- % EO O . P R S

File ID of digital photograph(s):
Comments:

Page of
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Project Name: New Bedford Harbor Environmental Monitoring Project #. G606422
Ba"e"e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innavation Client: USACE NAE Chief Scientist: Theresa Himmer
Station 1D: wéé”“’i%f En “’”Ef:?é? Time On Station: i% ﬁ%’% All measurements are 10,1 feet .
}j@ore Sample ID: % S ke ey Northing (NAD 83): Wg F {41 ¢ ,V Water Depth (A): ﬁ’yw“::%f :‘: 4

Logged by: iutr j’ s Easting (NAD 83): % §“f %, % - % Length of push core assembly (B): H 1.9

Collection Mechanism: Push-Core GPS Accuracy: 5’3 e Water surface to top of handie (C): 2 3

Date: §2§ 3% Predicted Tide (ft): NA Length of core {from bottom) (D): ég gy
Time of Collection: 5"’%; 2 Surveyed elevation {NVGD 29) (E): NA
Time Depart Station: i 3 % Water surface from surveyed elevation (F). ™ g }%

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F ey E
(H) Elevation of the bottom of the core (NVGD): G - (B-C) - E’f’ W?
(z*) Elevation of visual transition (NVGDY): H + (distance to visual transition) - N; § Z
() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D e 5@‘; / f‘%m
(i,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A A s :2;

(Note if | # 1, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
Client: USACE NAE

Batielle

The Business of Innovation

Project #: G606422
Vessel: R/V Gale Force

Chief Scientist: Theresa Himmer

Station ID: Time On Station:

Al ts are +0.1 feet

HHZ

Core Sample iD: "% (¥R~ [ BF 0 ~ 3 iy Northing (NAD 83):

Logged by: m f Easting (NAD 83): iz e
Collection Mechanism: Push-Core GPS Accuracy: 2. 2
Date: 2, | 26] & Predicted Tide (f): NA

Time of Collection: jujtd

D ekl

Time Depart Station:

Water Depth (A):

Length of push core assembly {B):
Water surface to top of handle (C): L

Length of core (from bottom) (D).

F

Surveyed elevation (NVGD 29) (E): NA

Water surface from surveyed elevation (F): == { §

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD). G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: (G606422

B Ba"e“e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
T . N
Station ID: Zf 3{‘{@;{ =i Time On Station: H &'i%’“ All ts are 0.1 feet
Core Sample ID: fgwﬁﬁg » KA F 001" Northing (NAD 83): 2 76405724 .| Water Depth (A): 5.0

Logged by: 5’%“5‘; - Easting (NAD 83): % i @? yq ? Length of push core assembly (8): i Z . 63
Collection Mechanism: Push-Core GPS Accuracy: £ 2 s Water surface to top of handle (C): &7 & @ 2 |l
i

Pl Py
Date: LR » §§ - Predicted Tide {ft): NA Length of core (from bottom) (D): f

Time of Collection: j £ 5 Surveyed elevation (NVGD 29) (E): NA

Time Depart Station; fﬁéz” ¢5 O water surface from surveyed elevation (F). ®= ?& Wg e

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F 1 2
(H) Elevation of the bottom of the core (NVGD): G- (B - C) - 7 ; ?fﬁ
(z7) Elevation of visual transition (NVGD): H + (distance to visual transition) "”’{g i i;
Iy
(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D g ?é
(1z) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A o {g;« ) Z
(Note if { # I, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e“e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: ?‘? g% % Time On Station: 3%5 All measurements are +0.1 feet
- - 2 . i1 3i%4 7 ey PR RT A
Core Sample ID: f;}«» i;} HHM - ?}“@@ Northing {(NAD 83): ? ?’é} Y E‘i & g Water Depth (A):
Logged by: ?«% Kf 4 f? ‘ Easting (NAD 83): g k % ?’ N Length of push core assembly (8):
F
Collection Mechanism: Push-Core GPS Accuracy: 2{5 ! Water surface to top of handle (C):
Date: ' é i’ff ¢ Prédicted Tide (ft): NA Length of core (from bottom) (D).
5 ’ T IRdl
Time of Collection: nas® ¢918  suveyed elevation (NVGD 29) (E): NA
3 & y
Time Depart Station: & ﬂ;(,} Water surface from surveyed elevation (F): & 77,
p

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F - @ : ‘

(H) Elevation of the bottom of the core (NVGD): G- (B -C) . - i <
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - {; 4 Q-‘?
(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D - {{3 . PX
(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A L

(Note if | £ I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂelle Location: New Bedford, MA Vessel: AV Gale Force

The Bosiness of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station [D: 3‘%&? Time On Station: All ts are +0.1 feet

Core Sample ID: S=678=11H35 ¢ |f Norning (NAD 83): /Water Depth (A): 5 . f’i

Logged by: &231 / é:”\ Easting (NAD 83): ¢ Length of push core assembly (B): § 's 5

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): y A

Date: @ = j j§" Predicted Tide {ff): Length of core {from bottom) (D): ? s é_
Time of Collection: JART, L5 Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: / “/"’;‘? Water surface from surveyed elevation (F): @@& :

(b -0

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £-F -,

(H) Elevation of the bottom of the core (NVGD): G - (B - C) - f Xe

(z*) Elevation of visual transition {(NVGD): H + (distance to visual transition) T i

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - F\g L

(i) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A . . §

(Note if | # I, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

] Ba"e"e Location: New Bedford, MA  ~ Vessel: R/V Gale Force
7hs Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
P ey
Station ID: ; . ?} Time On Station: ﬁf . f} All measurements are +0.1 feet
A N IS e - o 2d 5 358 % e
Core Sample ID: 5= 7B~ ¥ T 2540 12 Northing (NAD 83): Y704 A% 24 water Depth (4): e
! ¥ s Mypm % L 2
Logged by: Bl Easting (NAD 83): g {7 . ;3;;‘5 Length of push core assembly (B):
P d
Collection Mechanism: Push-Core GPS Accuracy: o ? § Water surface to top of handle (C): i, &
A ol
Date: éi gg? {;f 7 Predicted Tide (ft): NA Length of core (from botiom) {D): o)
Time of Coflection: S e Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: Q!:; £ Water surface from surveyed elevation (F): ==L ?

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F g

(H) Elevation of the bottom of the core (NVGD): G - (B-C) N

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) -~ ¢ ﬁ
(I} Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D o ;1
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A o {Cf {}

(Note if | # I, within 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring

- Batielle

Project #: G606422

Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: LA 1 %gj Time On Station: (o= Y Ali measurements are +0.1 feet
Core Sample ID: 5 ??%%“ 31 - S Northing (NAD 83): 3770 6 % 9% £ %Nater Depth (A): 5, 1
Logged by: } Easting (NAD 83): }ILS) ﬁ?f’é + Length of push core assembly (8): i% éf‘g
Collection Mechanism: Push-Core GPS Accuracy: i % & g?% Water surface to top of handle (C): ’% ?
Date: {g j i i Predicted Tide (ft): NA Length of core {from bottom) (B: ;Z ;2
Time of Collection: 24 Surveyed elevation (NVGD 29} (E): NA
Time Depart Station: Water surface from surveyéd ielevation (F): = [ é’
Calculations for Determination of Z* Elevation i
(G) Elevation of Water Surface (NVGD): E - F O F
(H) Elevation of the bottom of the core (NVGD): G - (B -C) —L s A
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - ? Z}
(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D —{ 1 {{
(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A — . ;L

(Note if { # I, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring

Batiellie

The Business of Innovation

Location:
Client:

New Bedford, MA
USACE NAE

Project #: G606422
Vessel: A/V Gale Force

Chief Scientist: Theresa Himmer

re i
L

Station ID:

K

Time On Station:

Core Sample ID:

$- 0IB-EEHITS

Northing (NAD 83}

w/IH

Logged by:

Easting {NAD 83).

Collection Mechanism: Push-Core

GPS Accuracy:

Date: g ,‘ &{W?

Predicted Tide (ft):

Time of Coflection:

Time Depart Station:

Y it
-

All measurements are +0.1 feet

[

s,

32

YyiH.

Water Depth (A):

T}

<]

Length of push core assembly (B):

Y
10
i

o ty

Water surface to top of handle (C):

NA

Length of core {from bottom) (D}:

1

Surveyed elevation (NVGD 29) (E):

XY0]

Water surface from surveyed elevation (F}: w@ - g

NA

(G)
(H)
)

Calculations for Determination of Z* Elevation

Elevation of Water Surface (NVGD): E-F
Elevation of the bottom of the core (NVGD): G- (B - C)

Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(12)

(Note if | # I, within = 1.0 feet, discard and resample)

Elevation of the sediment-water interface as measured from water depth (NVGD): G - A
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Battelle Location:  New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station 1D: e Y Time On Station: %; %;’; All measur are +0.1 feet
< @ 5% ‘if‘f‘” PP T L 37 13
Core Sample ID: {} L{,f? vl LA ﬁé Northing (NAD 83): & 1 EV H e ?5 Water Depth {A):
L A T2 C 1)
A Logged by: 7 ‘;w %5% Easting (NAD 83): ANE ST Length of push core assembly (B):
i

Collection Mechanism: Push-Core GPS Accuracy: % é»& Water surface to top of handle (C):

Ci 77 7 mom
Date: g'; § R Predicted Tide (ft): NA ) Length of core (from bottom) (D):

Time of Collection: 32:%’; 1 Surveyed elevation (NVGD 29) (E):

7
Time Depart Station: g ;3:% Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F £ . U
(H) Elevation of the bottom of the core (NVGD): G - (B - C) T e gf
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) -

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D | f ll?

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -1, i

(Note if I # 1, within + 1.0 feet, discard and resample)
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File ID of digitai photograph(s)
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Project Name: New Bedford Harbor Environmental Monitoring

Project#: G606422

. Ba"e“e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: i Time On Station: | A3E Al ements are +0.1 feet
o o Y peiVhe . o 3 7 1 e
Core Sample ID: S0 B~ AT 1300 i% Northing (NAD 83): 349 7.6 Water Depth (A): a2
Logged by: Ak Easting (NAD 83): 5750, g}? Length of push core assembly (B): i £
Collection Mechanism: Push-Core GPS Accuracy: % 39 3 Water surface to top of handle (C): SE %
Date: E% é (: ,? Predicted Tide (ft): NA Length of core {from bottom) (D}: g ¢ ‘§
Time of Collection: 3@»1 g,f 3 Surveyed elevation (NVGD 29) (E): NA
2 Fisd . A
Time Depart Station: ; ?é%? éj Water surface from surveyed elevation (F): fg‘g § ;

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G - (B-C)
(z") Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Etevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e"e Location: New Bedford, MA Vessel: A/V Gale Force

The Business of Inuovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station iD: (}% 9 A Time On Station: § ; 5 All measurements are 0.1 feet
coresample1D:  §=07B- SO0 LN Northing (NAD 83): 83877 *T?% . ,%i, ‘Water Depth (A): Le :53
Logged by: %% Easting {(NAD 83): ; %s ? g’é Length of push core assembly (B): 5 % 3 Q
Collection Mechanism: Push-Core GPS Accuracy: E % % 3 Water surface to top of handle {C): ie; 2 %
Date: {Z; éffﬁ? Predicted Tide (ft): Length of core (from bottom) (D):

Time of Colfection: M §%£Suweyed elevation (NVGD 29) (E): NA

Time Depart Station: ‘?, ;é Water surface from surveyed elevation (F): _ /%, {7

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F . {;

(H) Elevation of the bottom of the core (NVGD). G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (aistance to visual transition) g

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A — £,

(Note if 1 # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #:  G606422

' Ba“e“e Location: ° New Bedford, MA ) Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chiet Scientist: Theresa Himmer
Station ID: !‘2 i % Time On Station: ) ?3 & / All measurements are +0.1 feet
CoreSample 1. = TB=¥ (3= 00-18 Nohingnap 83 2T7¢7 H77.5 1 water Depth (A): 1.7
Logged by: < %’i Easting {(NAD 83): gigrﬁ et 8 ; Length of push core assembly {B): é § : fif
Collection Mechanism: Push-Core GPS Accuracy: Q » & Water surface to top of handle (C): ) E i §
Date: ? g 5; ? Predicted Tide (ft): NA Length of core (from bottom) (D): g : 7
Time of Collection: i:}? % Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: %% if“?; i Water surface from surveyed elevation (F): § F :

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F e A
(H) Elevation of the bottom of the core (NVGD): G- (B- C) ’“3 5 ?
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) T 5
(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD). H + D ~ 1 2

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A m— <,

(Note if | # I, within + 1.0 feet, discard and resample}
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Ba“e “e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: ;“‘fi j /j; ‘Time On Station: § T ; e All measurements are 10.1 feet
Core Sample ID:  , § =L 7R~ £ 4417 -0 ] “ noring NaD 83 275 T HA G, £ | water Depth (A): H,0
Logged by: o5 \:j Easting (NAD 83): g | g 5% if/ i ,% Length of push core assembly (3): gg 2 C
Coliection Mechanism: Push-Core GPS Accuracy: j% f{%gﬁ; Water surface to top of handle (C):

F g A
Date: QLT Predicted Tide (ft): NA Length of core (from bottom) (D):
Time of Collection: § 3 5 Surveyed elevation {(NVGD 29} (E): NA
: ; e g/j? i) . £z
Time Depart Station: i F Water surface from surveyed elevation (F): L7 %
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F s
(H) Elevation of the bottom of the core (NVGD): G - (B - C) . n
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) o < {g*
: ' . g
(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D . 5
1 Elevation of the sediment-water interface as measured from water depth (NVGD): G - A P
(Iz) A
(Note if | # I, within + 1.0 feet, discard and resample)
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File D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e“e Location: New Bedford, MA Vessel: R/V Gale Force

The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: ? % Time On Station: ;25% 7 All measurements are 0.1 feet

Core Sample ID: B Q?%Wé el gl §§ Northing (NAD 83): f Q’?i:’?if?? .60 water Depth (A):. _&éé___

Logged by: :}1 : Easting (NAD 83): ¢ ’i%%* i, i‘:f Length of push core assembly (8): g ? Zj

Collection Mechanism: Push-Core GPS Accuracy: 4 §é; Water surface to top of handle (C}: gfa 5 g’;j

Date: % @? Predicted Tide (ft): . NA Length of core {from bottomn} (D): % §§
Time of Collection: % . 1% Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: .. %f 5 Lg Water surface from surveyed elevation (F): &, W?

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F {'\‘g )
0
(H) Elevation of the bottom of the core (NVGD): G- (B-C) - =
(z*) Elevation of visual transition (NVGD): H + (distance to visual fransition) - }
(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD)Y. H+ D | -
(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A ,«J‘} , "E’”}
(Note if | # 1, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e“e ) Location: New Bedford, MA : Vessel: A/V Gale Force
The Business of Innavation Client: USACE NAE Chief Scientist: Theresa Himmer
Station 1D: ! Lv., Time On Station: ' &gf:? All ts are 0.1 feet
Core Sample ID; Y (778~ 2 13- 20~ V'R Northing (NAD 83): 277 7 23,72 water Depth (A):
Logged by: ?\ %‘X Easting (NAD 83): %i & % Qé&: a ?3 Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: 3 * 2% Water surface to top of handle (C}:
Date: 5 {: Predicted Tide (ft): NA Length of core (from bottom} {D}:
Time of Collection: W i &%sl;rveyed elevation (NVGD 29) (E):
Time Depart Station: } yﬁ ? B Water surface from surveyed elevation (F): ¢7 ség
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E - F @
1 -
(H) Elevation of the bottomn of the core (NVGD): G- (B- C) “? 5 D
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) zg 5
()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - m‘i %
(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -,
(Note if | # I, within £ 1.0 feet, discard and resample)
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File iD of digital photograph(s):
Comments:

Q\f? Q%‘gfjﬁﬁé‘fﬁ%ﬁ A é‘;

Page of



Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

B Ba“e “e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Invovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: 3{'@ Time On Station: 3 g’"i Z 3 All measurements are +0.1 feet
MR - A L T e fr e fd

Core Sample ID: 8 ”Q?@ g}‘{x&% ix&;& Northing (NAD 83): i A 7o 5 Water Depth (A):

. T S = A
Logged by: iﬁ"é“ag 5 \f}i Easting (NAD 83): < § "5 [ Length of push core assembly (B):
Coliection Mechanism: Push-Core GPS Accuracy: % ,,‘_;5 Water surface to top of handle (C):
Date: % é/ & ? Predicted Tide (ft): NA Length of core (from bottom) (D):

Time Depart Station: je1

Time of Collection: g §g ‘fégé Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). E-F

|2

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

e
#

Y

(z*) Elevation of visual transition (NVGDY). H + (distance to visual transition)

—~3.%

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

3

3

(1») Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

-~

a

(Note it 1 # I, within + 1.0 feet, discard and resample)
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File |D of digital photograph(s):

Comments: Y
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Ba"e"e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: Time On Station: {443 All measurements are 0.1 feet
Core Sample ID: S v‘?g”*{:‘ 20 ~D4onning NaD 83 DLTET 74 9221 Water Depth (a): 3:5
Logged by: - E Easting (NAD 83): gf?‘: 355 & ﬂ 3 Length of push core assembly (B): f g i o
Collection Mechanism: Push-Core GPS Accuracy: s & ﬂg Water surface to top of handle (C): 5 2‘5
Date: 7 é >7 Predicted Tide (ft): NA Length of core (from bottom) (D): 2 ¢ 'i

Time of Collection: § o & L{' Surveyed elevation (NVGD 29) (E): NA

Time Depart Station:

Water surface from surveyed elevation (F): § g

Calculations for Determination of Z* Elevation

@Q % g §M“

(G) Elevation of Water Surface (NVGD): E-F / ‘ (é‘
(H) Elevation of the bottom of the core (NVGD): G- (B-C) - i{a lf
(z%) Elevation of visual transition (NVGD): H + (distance to visual transition) - E < ?
(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+D o ;f i
(1z) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A s i ) 4
(Note if 1 # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba“elle ‘Location:  New Bedford, MA Vessel: AV Gale Force
The Business of Innovation Client; USACE NAE Chief Scientist: Theresa Himmer
Station ID: i}r’;}? = Time On Station: 3 . All measurements are 0.1 feet

Time of Collection: 15 &1

Core Sample ID; -0 T78-D ;}(ﬁ i ‘”’W“ﬁéommg NADB3) 2 TEHEC 87 Water Deptn (A): Vot |2
Logged by: ?} % 7 Easting {NAD 83): 552 o7z, § S" Length of push core assembly (B): % 5 Z }
Collection Mechanism: Push-Core GPS Accuracy: o § é { Water surface to top of handle (C): M 3 :
Date: % é}; 5? Predicted Tide (ft}. NA ] Length of core {from bottom) (D}: 2 > é
AR = Surveyed elevation (NVGD 29) (E):

P
Time Depart Station: E‘, %% Water surface from surveyed elevation (F’ 2 ig?‘f y

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Eievation of the bottom of the core (NVGD): G- (B-C)

—jQ.c

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

o 325

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

— G i

(I;) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:
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. Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Ba“elle Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Sejentist: Theresa Himmer
f"s & 1 % Qgég’e
Station 1D: Time On Station: { ei? b ¥ All messurements are 10.1 fest
Fewrs i 2 . % s 7 i 0*
Core Sample ID; PINCZ L = JANorthing (NAD 83): 130 3+ Y. %%“‘* Water Depth (A):
e/ ey ”‘?'}i’x D AT gy P
Logged by: Pl i) ¢ Easting (NAD 83): ke 7 f‘*“ Length of push core assembly (8):
Collection Mechanism: Push-Core GPS Accuracy: £e TLS Water surface to top of handie (C): @f’ L
Date: {;?f i 2 - ; Predicted Tide (ft): NA Length of core (from bottom) (D}): !%5 g s ?
Time of Collection: R EL Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: ﬁ i{ 2.(.;’ Water surface from surveyed elevation (F): > g £ s?’
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E - F ¥ '
(H) Elevation of the bottom of the core (NVGD): G - (B - C) Y,
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - % < %
— 3 T
(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D :
(/;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - X . {:f
(Note if I # I, within £ 1.0 feet, discard and resample)
_ @
3 T 3 3
2 2 E
S E T3 & S 2
s £ %8 £ £ a}
= S w o
g o 28 2 5 2 £ 5 2
K N = =% £ < @ o}
b2 =93 = 8 8 s 5 3 5 _____Comments
@%ﬁg ") oy P+ SUg0T SNep s Wivl
L[99 | QURS e Core Emphed
P e e B s T s =1 T o e o
H==r 7
i L d 5225.,} ~ ;’g: £ Ses e
AN - ,g;sfff ‘ Lo
S i)
—]
File 1D of digital photograph(s):
Comments: )
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
Client: USACE NAE

Batielle

The Business of Innovation

Project #: G606422
Vessel: R/V Gale Force

Chief Scientist: Theresa Himmer

All ements are +0.1 feet

Station ID: }ij i Time On Station: :
Core Sample ;. $-C 1B ONCH- 0 | 2 \oing (NAD 83); 4
Logged by: A J SH Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy: E 7
Date: g? i3 /07 Predicted Tide (ft): NA _
Time of Collection: ¥i % 2 !ME
Time Depart Station: o232

~ Water Depth (A):

Length of push core assembly (B):
Water surface to top of handle (C):
Length of core (from bottom) (D):

Surveyed elevation (NVGD 29} (E):

Water surface from surveyed elevation {F):

NA

‘v{ K|

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F
(H)
(z°)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I2)

Elevation of the bottom of the core (NVGD): G- (B-C)

Elevation of visual transition (NVGD): H + (distance to visual transition)

Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Batielle

Project #: G606422

Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: i&s 4 Time On Station: & 5%%2 All ts are 0.1 feet
Core Sample 1D: 507 B ONCE = C6 Norning NAD 83y 20 LU ST water Depth (4): 5.2
Logged by: A s ii% %* Easting (NAD 83): ig: 5{ ?*y% % %U Length of push core assembly (B): § § 5 e
Collection Mechanism: Push-Core GPS Accuracy: § tw Water surface to top of handle (C): é"jﬁgz ?;; g
Date: S/ 3/0 7 Predicted Tide (ft): NA Length of core (from bottom) (D): 0.6
Time of Collection: Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: SHES | Water surface from surveyed elevation (F): & 2. o
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E - F e
(H) Elevation of the bottom of the core (NVGD): G - (B- C) W»:g . ?‘
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) e &Y
(/)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - B p .
(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -~ ""}; e

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
Client: USACE NAE

Batielle

The Business of Innovation

Project #: G606422
Vessel: R/V Gale Force

Chief Scientist: Theresa Himmer

?%5

All ts are +0.1 feet

Length of push core assembly (B):

Station ID: . Time On Station:
oy ey P A
Core Sample ID: 5+ 078~ MO 3 -2 Rorthing (NAD 83):
AT i
Logged by: o Easting (NAD 83):
Coliection Mechanism: Push-Core GPS Accuracy:

4/i3/07

Water surface to top of handie (C):

Water Depth (A): b

Date: Predicted Tide (ft): NA Length of core {from bottom) (D):
Time of Collection: ¢ e . " urveyed elevation (NVGD 29) (E) NA
Time Depart Station: @é“% i?% Water surface from surveyed elevation (F): ” s 3¢
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E- F Qa
(H) Elevation of the bottom of the core (NVGD): G - (B-C) - A
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - g © :}
(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - ff; - ii
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A ~ 3. 4, g

(Note if | # I, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: ~ New Bedford, MA Vessel: AV Gale Force
The Business of lnnovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: Time On Station: All measurements are +0.1 feet
Core Sample ID: 5= L2 ={b | Z. Northing (NAD 83): Water Depth (A): g% &
Logged by: Easting (NAD 83): Length of push core assembily (B): % ) %:;
Collection Mechanism: Pgsh-Core GPS Accuracy: Water surface to top of handle (C): =y §
Date: ' Predicted Tide (ft): NA Length of core {from bottom} (D): % %2
) Time of Collection: @’ i Surveyed elevation (NVGD 29} (E): NA
Time Depart Station: [ 2,% Water surface from surveyed elevation (F ):"’3“'g ® §

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). £-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #:. G606422
B Ba"e“e Location: New Bedford, MA ' Vessel: A/V Gale Force
The Business of Innavation Client: USACE NAE Chief Scientist: Theresa Himmer

Time On Station:

/ iy T ,%%‘% Northing (NAD 83):

Station 1D: All measurements are +0.1 feet

R Phaa
s f_SWater Depth (A): & 3

Core Sample ID:

Logged by: fé’ o gz}Etsting (NAD 83): Length of push core assembly (B): é & i ii;
Collection Mechanism: Pushh—Core GPS Accuracy: Water surface to top of handle {C): 2&‘5
Date: A/i1z /07 Predicted Tide (ft): NA Length of core (from bottom) (D): P iy
Time of Collection: /529 Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: a% §§?§ Water surface from surveyed elevation (F):‘$’§ 5

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G- (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I} Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if 1 # I, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba"e"e Location: New Bedford, MA Vessel: A/V Gale Force )
The Business of Innavation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: f%é 3 ’ Time On Station: All measurements are +0.1 feet

O i Mg e e L4 ~
Core Sample ID: S 5&;"@% L7773 | £ Northing (NAD 83): Water Depth (A): 5, Eo
Logged by: &_‘3 t Easting (NAD 83): Length of push core assembly (B): 5@ & o
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): 2 < E
Date: 4713007 Predicted Tide (ft): NA Length of core (from bottom) (D): 1.6

Time of Collection: "ﬁ? / 4{3&2 Surveyed elevation (NVGD 29) (E): NA

L4 St N S ——
Time Depart Station: ﬁ?”’g % Water surface from surveyed elevation (F):“‘%B 2 wg

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F /i e
o~ 8}
(H) Elevation of the bottorn of the core (NVGD): G - (B -C) TR |
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) :
—E
() Elevation of the sediment-water interface as measured from bottorn of core (NVGD): H + D o {ﬁ B E%
(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A ”‘”g ”M
(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project #: G606422
Vessel: R/V Gale Force
Chief Scientist: Theresa Himmer

Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
Client: USACE NAE

Batielle

The Business of Innovation

5/

2 F]
Station ID: %@2; X Time On Station: All measurements are +0.1 feet
Core Sample ID: el “{< Northing (NAD 83): 270727, 172 water vepth (4); L. O
- wy g NI i H
Logged by: Easting (NAD 83): *{}g?@fé s Length of push core assembly (B): J L0« &
Collection Mechanism: Push-Core GPS Accuracy: i; o Water surface to top of handie (C}: ,ﬁ § é
a f; ff? . ) 2
Date: t/1rf g Predicted Tide (ft): NA Length of core (from bottom) (D). E £
€F3 54
Time of Collection: My A Surveyed elevation (NVGD 29) (E): NA
£ <& +
Time Depart Station: a}% 55 S Water surface from surveyed elevation (F): 2 ag

Calculations for Determination of Z2* Elevation
(G)
(H)
(z7)
(I} Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I2)

Elevation of Water Surface (NVGD): E-F

Elevation of the bottom of the core (NVGD): G - (B-C) ] ¢

Elevation of visual transition (NVGD): H + (distance to visual transition)

Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if { # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂe"e~ Location: ° New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: AA é’g Time On Station: % S04 All ements are +0.1 feet
Core Sample ID: G- B DA 0 00-0F Northing (NAD 83): 0745701 Water Depth (A):
Logged by: 5 % Easting (NAD 83): visgso. 6% Length of push core assembly (B): j.L/
Collection Mechanism: Push-Core GPS Accuracy: E o i ? Water surface to top of handle (C}): fg‘ é g?{fjé
Date: “ } § fé:}? Predicted Tide (ft): NA Length of core (from bottom) {(D): [ ¢g
Time of Coliection: § {} % g Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: i, Water surface from surveyed elevation {F): E %?‘

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F a0
(H) Elevation of the bottom of the core (NVGD): G- (B -C) e ?‘;
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) “"“:{ {:
() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D Y
(I;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -~ E . »j

(Note if { # I, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba"e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station 1D: Time On Station: All measurements are +0.1 feet
o oy o G 1 . #
Core Sample ID: O Tl ¢« Northing (NAD 83): Water Depth (A): gff :f»
: 7 L3
Logged by: Easting {NAD 83): Length of push core assembly (B): (&l
Collection Mechanism: Push-Core GPS Accuracy: % . Water surface to top of handie (C): i j%
& Fim £y E;
Date: “i - 4 7 Predicted Tide (ft): NA Length of core {from bottom) {(D}: g & ﬁg
%1
Time of Collection: A Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: g‘éﬁfgﬁ? Water surface from surveyed elevation (F):%E ¢ E?
Calculations for Determination of Z* Elevation
. Ty
(G) Elevation of Water Surface (NVGD): E - F A
(H} Elevation of the bottom of the core (NVGD): G - (B-C) A {;
n P
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) =l o)
— Y
(I} Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D | IR |
(12} Elevation of the sediment-water interface as measured from water depth (NVGD): G - A i, =

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e"e Location: New Bedford, MA Vessel: R/V Gale Force

The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: g‘/ & g 2 Time On Station: ? g 35 ' All measurements are +0.1 feet

Core Sample ID: G077 B0 M2 - - | % Northing (NAD 83): 25727495, 73 water peptn (A):

Logged by: W} M Easting (NAD 83): {%} é ffwg;‘ 5 ; g 5 Length of push core assembly (B):

Collection Mechanism: Pusf}~Core GPS Accuracy: é? A 5 5 Water surface to top of handle (C):

Date: iifﬁ%f 5}? Predicted Tide (ft): NA Length of core (from bottom) (D):
Time of Collection: 5%5:3 3 ) Surveyed elevation (NVGD 29} {E)

s Water surface from surveyed elevation (F): ! Q

Calculations for Determination of Z* Elevation

Time Depart Station: s

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # i, within + 1.0 feet, discard and resample)

S ®
aQ ~ @
6 T s B
" I =
£ e T e oy a @
c S .8 € [a]
S = 38 I} E =
£ 8 g ] 2 2
g o 8 @ 5 2 £ 5 £
: 8 < S
2 o« £D |53 <] 5 38 5 &
= i J = [&] [&] =w Q @ Comments
7 5 === >3 . N -~ )
& Ly 4 ,}; [ & g? W S
fodet | - T ) - N -
§>~ T e
fa e
-

File 1D of digital photograph(s):
Comments:
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Batielle

Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422 .
Vessel: R/V Gale Force

] Location: New Bedford, MA
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
= N L7
Station iD: g»d;'«' A Time On Station: % {:}5} All ts are +0.1 feet
& om sz s 37 GAp i A g £/
Core Sample ID: S=07B~1 L3 2 - ~“ffNorthing (NAD 83): FOYEA 2 water Depth (A): iy
Logged by: - %@% Easting (NAD 83): %g ol D % Length of push core assembly (B): g e
Collection Mechanism: Push-Core GPS Accuracy: . s w ) Water surface to top of handle (C): £, é
Date: % i3 (% E Predicted Tide (ft): _,..NA Length of core (from bottom} (D): g § é
Time of Collection:  } oA e Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: e o“éﬁféfk Water surface from surveyed elevation (F): ﬁ ] g
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F g)} N %
(H) Elevation of the bottom of the core (NVGD): G- (B-C) ‘“ w?g ,”é’
Y
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) A Y
(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D Je §
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A o ’53; 2

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring

Battelle

Project #: G606422

i - Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
- A a4 ! i {9-
Station ID: : Va7 o Time On Station: £, All measurements are +0.1 feet
Core Sample ID: A 250 TONorhing (NAD 83): A JEP] 7 A58 5 water Depth (A): {
A s ) 3 7% i £y
Logged by: WE Easting (NAD 83): 5:1» Length of push core assembly {B): ; §oe
7 -
Colfection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): {:ﬁ - Q"E
7, = -3 N
Date: ) i d Predicted Tide (ft): NA Length of core (from bottom) (D): ,f:; o
Py
Time of Collection: i ;éi c? Surveyed elevation (NVGD 29) (E): NA
L ey oy
Time Depart Station: H gkg ﬁ Water surface from surveyed elevation (F): ?,gii 3 o

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F
(H)
(z7)
(0

(12)

Elevation of the bottom of the core (NVGD): G - (B- C)
Elevation of visual transition (NVGD): H + (distance to visual transition)

Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂelle i Location: New Bedford, MA Vessel: AV Gale Force
Tl Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: gf; i Z é Time On Station: S All measurements are 0,1 feet
Core Sample ID: ) TR £ 426700 14 Nonthing (NAD 83): Water Depth (A):
Logged by: [ %i Easting (NAD 83}: Length of push core assembly (B):
Collection Mechanism: Push-Corg GPS Accuracy: Water surface to top of handle (C):
Date: 9/ 3/0°7 Predicted Tide (ft): NA Length of core (from bottom) (D):

Time of Collection: - ; kS / £ ’““‘§§ Surveyed elevation (NVGD 29) (E): NA

Time Depart Station: /9 E Water surface from surveyed elevation (F): e g

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F d

(H) Elevation of the bottom of the core (NVGD): G - (B -C) ] Lot

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottomn of core (NVGD): H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resampie)
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File ID of digital photograph(s):
Comments:
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s

Project Name: New Bedford Harbor Environmental Monitoring
Battelle Location: New Bedford, MA

The Business of Innovation

Project #: G606422
Vessel: A/V Gale Force

Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: / Time On Station: = All are +0.1 feet
Core Sample ID; 41935 0 7 | Northing (NAD 83): A Water Depth (A): 7
Logged by: Easting (NAD 83} i : Length of push core assembly (B): i f;; ?ﬁ;
Collection Mechanism: Push-Core GPS Accuracy: ; (K% 7 Water surface to top of handle (C): {@3
Date: 9515 /07 Predicted Tide (ft): NA N Length of core (from bottom) (D): 2.
Time of Collection: § ?ﬁé Surveyed elevation (NVGD 29} (E): NA

Time Depart Station: f Z@

Water surface from surveyed elevation (F): % ¢ f‘jz

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(!)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

Calculations for Determination of Z* Elevation

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - L { 3
(Note if I # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
_ Ba"e"e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield

Station 1D: All ts are +0.1 feet

Time On Station:

Core Sampie 1D: ﬁé’%fNorlhing {NAD 83):  ~Water Depth (A):

-

. e #, Length of push core assembly (B):

Logged by: TRy Als ~* “Easting (NAD 83):

GPS Accuracy: Water surface to top of handle {C):

Collection Mechanism:

Date: Predicted Tide (ft): Length of core (from bottom) (D):

Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F): {gﬁg s g

Calculations for Determination of Z* Elevation

Time of Collection:

Time Depart Station:

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA

Battelle

The Business of Innovation

Project #: G606422
Vessel: R/V Gale Force
Chief Scientist: Theresa Himmer/Alex Mansfield

Client: USACE NAE

Station iD: Time On Station:

4.

All are +0.1 feet

0

Northing (NAD 83):

Water Depth (A):

Core Sample {D:

Logged by: Easting {(NAD 83):

Length of push core assembly (B}):

Collection Mechanism: Push-Core GPS Accuracy:

Water surface to top of handle (C):

Y1307

Date: Predicted Tide (ft): Length of core (from bottom} (D):
Time of Collection: Surveyed elevation (NVGD 29} (£}): 3
Time Depart Station: Water surface from surveyed elevation (F): Q%ﬂ/ﬁ z

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within £ 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
B Ba"e "e ) Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Inovation USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield

Station ID: Time On Station: All measurements are :0.1 feet

Core Sample ID: Northing {NAD 83}): Water Depth (A):

Length of push core assembly (B):

- s R
Water surface to top of handle (C}): é: 2

Logged by: Easting (NAD 83}:

Collection Mechanism: GPS Accuracy:

Date: Predicted Tide {ft): Length of core (from bottom) (D}: ey
Time of Collection: Surveyed elevation (NVGD 29} {(£): }5 Mf‘%

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # i, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba“e"e Location: New Bedford, MA Vessel: AV Gale Force
P Business of Ianovation Client: USACE NAE Chief Scientist: Theresa Himmer/Alex Mansfield
Station ID: Time On Station: All ts are +0.1 feet
Core Sample ID: 2% Northing {(NAD 83): Water Depth (A):
Logged by: Easting {NAD 83}: Length of push core assembly {B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C}:
Date: 8/i2 /27 Predicted Tide (f): Length of core (from bottom) (D):

Time of Collection: Surveyed efevation (NVGD 29) (E):

Time Depart Station: »;% i A Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I} Elevation of the sediment-water interface as measured from bottom of core (NVGDY. H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e "e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Iy E e
Station {D: ) E} § Time On Station: E K 2 All measurements are +0.1 feet
£ e TNELY iy P T g s Y I ;
Core Sample ID: 3 705 éiffi} W””zgt\lonhing {NAD 83): h ?G “F. & ewater Depth (A): ;i’f 4
;3 - g Y & | L2 4 A
Logged by: ;i%étf ,.j £ Easting {NAD 83}: gfg -} 2 % ¢s Length of push core assembly (B): %,ﬁg ;&
P £
Collection Mechanism: Push-Core GPS Accuracy: A i Water surface to top of handle (C): ’?i >
" ; - o
Date: (% f§ & 7 Predicted Tide {ft): NA Length of core {from bottom) {D): oL 7 2
=
Time of Collection: §;};§ ) Surveyed elevation (NVGD 29} (E}: NA
2 “% * P .
Tirme Depart Station: P 5 Water surface from surveyed efevation (F):“&} ¢ fi
Calculations for Determination of Z* Elevation
s
(G) Elevation of Water Surface (NVGD): E - F = L 0
(H) Elevation of the bottom of the core (NVGD): G - (B - C} i,
(z) Elevation of visual transition (NVGDY): H + (distance to visual transition) - 5 0. {g
o ool
(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGDY. H + D - f ¢ g”
(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - % A
(Note if | # I, within + 1.0 feet, discard and resample}
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e"e Location: New Bedford, MA Vessel: A/V Gale Force
Zhe Business of Tamovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: 807 Time On Station: 34 Al ts are 20.1 feet
Core Sample ID; S-¢78- (144 =88 =T Northing (NAD 83): g t} s P / \Water Depth (A):
Logged by: W Easting (NAD 83): §§ ;» W : 4 E i;} Length of push core assembly (B):
Collection Mechanism: f‘fush-Core GPS Accuracy: g M ) Water surface to top of handie (C):
Date: 7 ‘Eﬁ‘é eij} Predicted Tide (ft): NA Length of core (from bottom) (D):
Time of Collection: 5% s//;; % ed eievation (NVGD 29) (E):
Time Depart Station: ﬂ il Water surface from surveyed elevation (F): %
,%;’“’?ﬁ Calculations for Determination of Z* Elevation
£ : (G) Elevation of Water Surface (NVGD): E-F
Y. F%
%ji}fj (H) Elevation of the bottom of the core (NVGD): G- (B - C)
é i (z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGDY): H + D

(15) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within + 1.0 feet, discard and resample)
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Comments

 Elevation (NVGD)
Lithology - Include

i#(l.e. Bottom
USCS code

Odor
Sample IDs
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:@ Maximum particle
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File ID of digital photograph(s):
Comments: .
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

» Baﬂe"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station D: Time On Station: 397 % All measurements are 0.1 feet
i X Ly Dty it 7 -
Core Sample ID: ¥J “/ts Northing (NAD 83): L HY 4480 water Depth (A): g,_?;
N ke & 5 2 RN
Logged by: Easting (NAD 83}): ?,iﬁ E? i g Length of push core assembly (8): fl.l
Collection Mechanism: GPS Accuracy: 2 7+ g Water surface fo top of handie (C): %%
Date: Predicted Tide (ft): NA Length of core (from bottom) (D}: 5&
Time of Collection: 5%%},} Surveyed elevation (NVGD 29) (E): NA
a7 5
Time Depart Station: §§§§ Water surface from surveyed elevation (F): "7 . %
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z?) Elevation of visual transition (NVGD): H + (distance to visual transition)
(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D
(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A
(Note if | #1, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba“e"e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Tanovation Client: USACE NAE Chief Scientist: Theresa Himmer
CwF R e

Station ID: S?'? b)Y Time On Station: All ts are +0.1 feet

Core Sample ID: S~ & FEE - W30 377> F: Northing (NAD 83): Water Depth (A): S

Logged by: {iﬁ %l Easting (NAD 83): o Length of push core assembly (B): ?ﬁ; &

Collection Mechanism: Push-Core GPS Accuracy: § “ E’ Water surface to top of handle {C): @2 JZE,

Date: el AN Predicted Tide (ft): NA Length of core (from bottom) (D): & 5;@
Time of Collection: d Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: o4 i?&g Water surface from surveyed elevation (F): e 52

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGDY). H + D

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: R/V Gale Force

Th Bnsinss of movation Client: USACE NAE Chief Scientist: Theresa Himmer

Station 1D: 5? X # _ Time On Station; §é§p All measurements are +0.1 feet

Core Sample ID: 5 %j?\lorthing (NAD 83): 9] ?’é% “ 1 “%? 2 Water Depth (A):

Logged by: A Easting (NAD 83): f i‘fﬁ? ; Length of push core assembly (B8): ?éég

Collection Mechanism: Push-Core GPS Accuracy: § & M{ Water surface to top of handle (C): % ‘

Date: {? ;Zg 5’5 ;‘ Predicted Tide (ft): NA Length of core (from bottom) (D): ) 2 - o h
Time of Collection: osE "{2%{5 Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: 5@3 i ‘f:? Water surface from surveyed elevation (F): g i

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C) .

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD). H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e“e _ Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Tunovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: a f’%g Time On Station: Al ts are +0.1 feet

‘ "} Water Depth (A):

:ﬁ‘%‘” . o
“5 Length of push core assembly (B): {7§v§ J

Core Sample ID: 7= I Northing (NAD 83):

Logged by: Easting (NAD 83):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): ﬁﬁ W % e |
" E N NI ) )

Date: ? i fgé sl Predicted Tide (ft): NA Length of core (from bottom) (D): £é,

[P W - “Fy
Time of Collection: ol f 3 Surveyed elevation (NVGD 29) (E): NA

Time Depart Station: %@?} { Water surface from surveyed elevation (F): 3; ¢

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD). H + D o

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A ol

(Note if I # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s}):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e“e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: 00N Time On Station: oY, All ts are 0.1 feet
Core Sample ID: 5 & 7B~ Northing (NAD 83 A 21 U375 T Z  water Depth (A):
Logged by: ?iix% Easting (NAD 83): “‘5;\’% ;3 %%‘56 %@ Length of push core assembly (B):
Collection Mechanism: PL!SI'I-COFQ GPS Accuracy: s"y Water surface to top of handle (C): ;‘?% g
Date: ;ii} f’ff/;‘ Predicted Tide (ft): Length of core (from bottom) (D): :%,5}
Time of Collection: Surveyed elevation (NVGD 29) (E): NA

Time Depart Station: Water surface from surveyed elevation {F): o £

Calculations for Defermination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # I, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

B Ba“e“e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of lanovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: Time On Station: §5‘w w All measurements are +0.1 feet
3 # E55.m f g TR e
Core Sample ID; .5~ ?‘? Northing (NAD 83): 5“%“% iz ? Water Depth (A): s
vt G, g g%
Logged by: Easting (NAD 83): %ﬁf ?J@*‘ 5@ Length of push core assembly (B): ggzi}
N d e 3 Ve
Collection Mechanism: Push-Core GPS Accuracy: o i Water surface to top of handle (C): &%@ e
o f e ey .
Date: Y2 e Predicted Tide (ft): NA Length of core (from bottom) (D): % e%
Time of Collection: Yt i1 Surveyed elevation (NVGD 29) (E): NA
i Water surface from surveyed elevation (F)E?ﬁ*% E

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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Lithology - Include
USCS code
Maximum particle
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¢ 3

Comments: /
& f

of _#

Page



Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
B Batielle ] Location: New Bedford, MA Vessel: R/V Gale Force
The Business of lunovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station {D:

ts are +0.1 feet

e
Time On Station: 1L ;ﬁ“% All

Core Sample ID:

Easting (NAD 83): §£§§ g’%

e 2 /}"\ . s A
33— 6= 2 Northing NAD 83, A :Li%éf’? rlz  Water Depth (A):

Logged by: . ___Length of push core assembly (8):
s iy

Collection Mechanism: Push-Core GPS Accuracy: ﬁ%i‘é Water surface to top of handle (C):

Date: G718 Predicted Tide (ft) NA Length of core (from bottom) (D):

Time of Collection: £ gﬁ? Surveyed elevation (NVGD 29) (E):

Time Depart Station: i éi«i Water surface from surveyed elevation (F): j a{? N %E

s

1.0

2§ & §e‘?

NA

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F

*0), 4

(H} Elevation of the bottom of the core (NVGD): G- (B-C)

(z7) Elevation of visual transition (NVGDY): H + (distance to visual transition)

3.7

. 5

(e

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+D

5]

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

oA
— 4.8

(Note if I # I; within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Baﬂelle Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Linovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station 1D: % Time On Station: é ‘:2& All measurements are 0.1 feet
Core Sample 1D ~ip i H— €757~ +'% Northing (NAD 83): ? DINFT ST water Depth (A):
Logged by: ! Easting (NAD 83): i{ 5? %"{ %= f;f: Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: { ?‘% Water surface to top of handle (C):
Date: % 5 g“é 2:3 Predicted Tide (ft): NA Length of core (from bottom) (D):
Time of Collection: Y Surveyed efevation (NVGD 29) (E): NA
Time Depart Station: E?ﬁ‘:f w Water surface from surveyed elevation (F): %ég E

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGDY): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # i, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force
he Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: Time On Station: i :‘Z‘Q{g All measurements are +0.1 feet
Core Sample ID: 58+~ ZRAN S ~ D~ 1] Norting (NAD 83): A0 FY AU 97 water pepn (a): 1 3. ¥
Logged by: H ’ Easting (NAD 83): §§§§§ § ¢ ggi Length of push core assembly (B): 1 2,
Collection Mechanism: Push-Core GPS Accuracy: 5‘ ;; 5 Water surface to top of handle (C): @g‘}fé%é@
Date: ai Predicted Tide (ft): NA Length of core (from bottom) (D): fe i

Time of Collection: ,%%?f % :ﬁ' Surveyed elevation {(NVGD 29) (E): NA

Time Depart Station: J%_ EA Water surface from surveyed elevation (F): ggg‘ﬁ

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+D

(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

. Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Inmorvation Client: USACE NAE Chief Scientist: Theresa Himmer
Station 1D: gﬁ | Time On Station: ZZ? All measurements are +0.1 feet
Core Sample ID: ‘{?’“’ ?{3”@}% é‘%onhing (NAD 83): A vy 46 water Depth (A):
Logged by: i éfﬂ, Easting (NAD 83): ;k' i B Y L ' % {f ﬁ Length of push core assembly {(8):
Collection Mechanism: Push-Core GPS Accuracy: ;{i g{;; / Water surface to top of handle (C}: 2 Rt
Date: i:y!zg:; 5 Predicted Tide {(ft): NA Length of core {from bottom) (D): @ / é
Time of Collection: " g_? Surveyed elevation (NVGD 29} (E}: NA

257

Time Depart Station:

) &% E“’f
Water surface from surveyed elevation (F). .

Calculations for Determination of Z* Elevation

~ O
(G) Elevation of Water Surface (NVGD): E-F o
(H} Elevation of the bottom of the care (NVGD}. G - (B - C) e g éﬁ
(z*) Elevation of visuat transition (NVGDY): H + (distance to visual transition) - @gf @é
-2
() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D j}?’ 5wk
(I;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -3, O
{Note if § # I, within + 1.0 feet, discard and resample}
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

o b?é"%!!'gmm Loca’fion: New Bedford, MA _ \_less'et: R/ Gale Force
/ Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: s d?/{»«; Tip;e On Station: ] miﬁ} {:} All measurements are +0.1 feet

Core Sample iD: § “%"}g‘”ﬁé i £§ié”“ ’%?rthing (NAD 83): L FOTEG?. £ 5 water Depth (A): éf, :

Logged by: é gi; Easting (NAD 83y ‘553 é‘“g’é‘gﬁ 5 {e Length of push core assembly {B): i

Collection Mechanism: Push-Core GPS Accuracy: EL s E g}}w Water surface to top of handle (C): i’f L2

Date: @g 1O ({87 Predicted Tide (ft): NA Length of core {from bottom) (D): Zﬁ o

i Time of Coffection: f G : Surveyed efevation (NVGD 29} (E): NA

Time Depart Station: % 3‘ o Water surface from surveyed elevation (i—‘):ﬁgz 5 . £ b
Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F

(H} Elevation of the bottom of the core (NVGD): G - (B-C)

(z") Elevation of visual transition (NVGD): H + (distance to visual transition)

(/)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGDY: G - A

(Note if I # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of lungvation Client: USACE NAE Chief Scientist: Theresa Himmer
Station 1D 2., Time On Station: i 24 All ts are +0.1 feet
Core Sample 1D: “:;”ﬁ}?fg“@ii% e :;{: Northing {NAD 83}: ZWr2L V. 4% Water Depth (A): . {,/;;’
Logged by: ﬁ@ <. gw Easting (NAD 83): %?%i”{) £ 215 Length of push core assembly (8): §
Coitection Mechanism: Push-Core GPS Accuracy: 7. 2: Water surface to top of handle (C): ’g B é»
Date: 5? § e o 77 Predicted Tide {fty: NA Length of core (from bottom} (D): Eﬁ ¢ <m

H

Time of Coliection: Surveyed elevation (NVGD 29} (E): NA

I 5¢
' i I3, 50 i . g
Time Depart Station: i Water surface from surveyed eievation (F): ~

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H} Elevation of the bottom of the core (NVGD}): G-(B-C)

(z*) Elevation of visuai transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s).
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: [ Time On Station: § g 3 \‘?i All measurements are +0.1 feet
F e AN o~ . . e
Core Sample ID: N0 ”Qﬁgé A T Northing (NAD 83): LI 0 Water Depth (A):
Logged by: i fi Easting (NAD 83): IS 799,49 Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: ks % Water surface to top of handle (C}):
Date: - %; [2 o ? Predicted Tide (ft}: NA Length of core (from bottorm) (D):
H I e
Time of Coliection: E L/ Surveyed elevation (NVGD 29) (E):
T Y ]
Time Depart Station: i3 Water surface from surveyed elevation (F):_:ﬁ:i_;i

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). E-F 5 Vf

(H} Elevation of the bottormn of the core (NVGD): G -(B-C)

(z*) Elevation of visual transition (NVGDY): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(!,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note it | # [, within = 1.0 feet, discard and resample}
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂe“e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of lanovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: ] Time On Station: .?E i}f L % All measurements are +0.1 feet R
Gore Sample ID: 4~ TR i¢ - LoNothing (NAD 83, IS TR 4 Water Depth (A): &f %
Logged by: f?i?éi % Easting (NAD 83): ”%?§ gw’ 32 ¢ E Length of push core assembly (B} ; %
Collection Mechanism: Push-Core GPS Accuracy: Né N Water surface to top of handle (C}): g 3 Z’!g
Date: G f o f % Predicted Tide {(ft): NA Length of core {from bottom) (D). Z. Q}

Time of Collection: LD Surveyed elevation (NVGD 29} (E): NA

A
Time Depart Station: E Water surface from surveyed elevation (F): f i i:;
P PR S Am—

Calculations for Determination of Z* Elevation

(G} Elevation of Water Surface (NVGD). E-F

(H} Elevation of the bottom of the core (NVGD): G- (B -C)

(z*) Elevation of visual transition (NVGDY): H + (distance to visual transition)

L
@.n;é:;;:@

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

{Note if | # |, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #. G606422

. Baﬂe"e Location: New Bedford, MA Vessel: R/V Gale Force

Tie Business of Innovation Client: USACE NAE Chiet Scientist: Theresa Himmer

Station 1D %i 1 Time On Station: fga?;; 523 All measurements are +0.1 feet
“ . -y L

Core Sample {D: g 7 = CFUN -0 Ly Northing (NAD 83}: Water Depth (A}

Logged by: 5%;1 ég:;g& Easting (NAD 83): s Length of push core assembly (B}:

Collection Mechanism: Push-Core GPS Accuracy: .27} Water surface to top of handle {(C): W%‘g E

Date: 2! ERs Iyl Predicted Tide (ft}: NA Length of core (from bottomy} (D): }g’fw& {jm
Time of Collection: ég éjm é::% Surveyed elevation {(NVGD 29} (£): NA
Time Depart Station: gj:’%% i, Water surface from surveyed elevation (F): % %
Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom af core (NVGDY. H + D

Eievation of the sediment-water interface as measured from water depth (NVGD): G - A

(2}

(Nate if | £ I, within = 1.0 feet, discard and resampie}
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Bane"e Location: New Bedford, MA Vessel: A/V Gale Force
7he Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: K % Z Time On Station: {? ii«si} All measurements are 0.1 feet
LY gy rulb s v B . T Py &
Core Sample ID: -0 -2E1 20 19 NomhingnaD83): £ 11U JHSE 1 water Depth (A): 1
e &g - )
Logged by: g’iffii” ?I Easting {NAD 83}: Q [ Length of push core assembly {B): i
Collection Mechanism: _Push-Core GPS Accuracy: ’ Water surface to top of handle (C): 5 7
£ fa - . . e
Date: ‘1o / o 7 Predicted Tide (f): NA Length of core (trom bottom) (D): f &
] =
Time of Collection: j% ) Surveyed elevation (NVGD 29} (E): NA
7 ¢ o [
Time Depart Station: i é‘;‘i 1% Water surface from surveyed elevation (F):  § . &

Calculations for Determination of Z* Elevation

(G} Elevation of Water Surface (NVGD): £-F

(H) Elevation of the bottom of the core (NVGD): G - (B -C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition}

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

. HBaIrg-{IIe . Location:  New Bedford, MA _ Vessel: AV Gale Force
¢ e i Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: ; | & Time On Station: g‘ 5 All measurements are 0.1 feet
Core Sample iD: é - {:’}{5‘“ 14 -5 ngonhing (NAD 83): ) 7 g{, L& % water Depth (A): e/ , & ]
Logged by: P s 7 géi Easting (NAD 83): FIS 3771, ¥°%  Length of push core assembly (8): A (
Collection Mechanism: Push-Core GPS Accuracy: % 5 E,» Water surface to top of handle (C}): ;%ﬁ g¥§
Date: “ 2O1D77 Predicted Tide (fty: NA Length of core {from battom) (D}: g N g"%
‘ Time of Coltection: f Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: gé | "iu Water surface from surveyed elevation (F): Ei 2

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F
(H} Elevation of the bottorm of the core (NVGD): G- (B-C)
(z*} Elevation of visual transition {NVGDY}: H + (distance to visual transition)

(/)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

{Note if | £ I, within + 1.0 feet, discard and resample}
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File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force

Fho Business of [ngovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: :{,ﬁ f :% i : Time On Station: f Q,;QEE,: All measurements are £0.1 feet
Core Sample {D: %”&’5’?@“ Ef\; ;i hgﬁs‘;‘%s gNorkhing (NAD 83): E’,E’i’f < ‘ff%f ? g’;} Water Depth (A): % 5 5
Logged by: i1 L E Easting (NAD 83); ?5%»3;% L E77 Length of push core assembly (B): i1
Collection Mechanism: Push;Core GPS Accuracy: AN § W Water surface to top of handle (C): z . %f
Date: Fitola™ Predicted Tide (ft): NA Length of core (from bottom) (D): Z 5

! Time of Collection: i\’yiz'fy ém & Surveyed elevation (NVGD 29) (F): NA

Time Depart Station: I [ i}iﬂ Water surtace from surveyed elevation (F): § s §:3

Calculations for Determination of Z* Elevation

(G} Elevation of Water Surface (NVGD). E -F

(H} Elevation of the bottom of the core (NVGD}: G- (B -C)

(z*} Elevation of visual transition (NVGDY): £ + (distance to visuaf transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD}. H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if [ # I, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s}:
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Project Name: New Bedford Harbor Environmental Monitoring
BalTeIIe Location: New Bedford, MA
The Business of Innovation Client: USACE NAE

Project #: G606422
Vessel: A/V Gale Force
Chief Scientist: Theresa Himmer

Station {D: Time On Station:

All measurements are +0.1 feet

Core Sample iD- Gt 7 %Jonhing (NAD 83):

Water Depth {(A}:

Length of push core assembly {B):

Water surface to top of handle (C}):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy:
Date: Y1200 Predicted Tide (ft): NA

Length of core (from bottom} (D):

Time of Collection: ;

Surveyed elevation (NVGD 29) (E):

Time Depart Station: 5& 2/

Water surface from surveyed elevation (F): g %

(G) Elevation of Water Surface (NVGD). E - F
(H} Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD). H + (distance to visual transition)

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

{Note if | # I, within + 1.0 feet, discard and resample}

(I} Elevation of the sediment-water interface as measured from bottom of core (NVGD}: H+D

Calculations for Determination of Z* Elevation
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Fite 1D of digital photograph(s}.
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
Client: USACE NAE

Battelle

The Business of Inmovation

Project #: G606422
Vessel: R/V Gale Force
Chief Scientist: Theresa Himmer

All meast are +0.1 feet

Station ID: Time On Station:

Core Sample ID: 47! INorthing (NAD 83):

Water Depth (A):

Logged by: Easting (NAD 83):

Length of push core assembly (B):

Coflection Mechanism: GPS Accuracy:

Predicted Tide (ft):

Length of core (from bottom) (D):

Date:
Time of Collection: Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: Water surface from surveyed elevation (F):@;gf f:?
Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core (NVGD): G - (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:

£

Page of




Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Businees of Innuvation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: All measurements are +0.1 feet

Time On Station:

Northing (NAD 83): Water Depth (A):

Core Sample ID:

Length of push core assembly (8):

Logged by: Easting (NAD 83):

Cotlection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
el

Date: 1 ;5‘“ g, Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: ) {E%ﬁ%urveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F):

Time Depart Station:

Calculations for Determination of 2* Elevation

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD). H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Fa V4 &

Station ID: o e Time On Station: All measurements are 0.1 feet

=2 Northing (NAD 83):

Core Sample ID: 37 Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Coliection Mechanism: GPS Accuracy: Water surface to top of handle (C):

Date: N Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection® Surveyed elevation (NVGD 29) (E): NA

s

Time Depart Station: Water surface from surveyed elevation (F): ?ﬁ 3 63

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G - (B-C)

(z) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | #1, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

L Ba“e"e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Insiovation Client: USACE NAE Chief Scientist: Theresa Himmer
) I )
Station ID: Wb, * Time On Station: All ements are 20.1 feet
. - . SR N |
Core Sample ID: S¢128-e -7 14 Nonning (NAD 83): | Water Depth (A):
Logged by: 5«% ba/ : Easting (NAD 83): Length of push core assembily (B):

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C):

Date: Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F): ’?ﬁé .

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G- (B -C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # i, within + 1.0 feet, discard and resample)
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File iD of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

y Batielle Location:  New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: ‘J“”f Time On Station: E AE All ements are +0.1 feet
e B Ve Y
Core Sample ID: 3747 5%””{ O 5 g;wonhmg NaDs3y 22D f’%”%;;s{}? 7 Water Depth (A): . 7
y 27 4 y I3 g M
Logged by: AALS s:,,%i Easting (NAD 83): e it Length of push core assembly (B): ij: fjf
Py S
Collection Mechanism: Push-Core GPS Accuracy: g i Q»ié{ Water surface to top of handle (C): jf i ?f.,}
- g . Y
Date: 2 ? 7 g ) Predicted Tide (ft): NA Length of core {from bottom) (D): 5 g
] :
Time of Collection: Y ﬁ: Surveyed elevation (NVGD 29) (E): NA
B 2 @
Time Depart Station: § i, Water surface from surveyed elevation (F): s 3 » é

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(i,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Baﬂglle ) Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Iumovation Client: USACE NAE Chief Scientist: Theresa Himmer

Statjon ID: a Time On Station: All measurements are 0.1 feet

e
F ,ﬁﬁwgg@% Northing (NAD 83): Water Depth (A):

Core Sample ID: ﬂ

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C):

Length of core (from bottom) (D):
Surveyed elevation (NVGD 29) (E): NA

Date: Predicted Tide (ft):

Time of Collection:

Time Depart Station: Water surface from surveyed elevation (F): it

Calculations for Determination of Z* Ejevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-Cj

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # |, within + 1.0 feet, discard and resample)
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File iD of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: R/V Gale Force
The Busineas of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: j‘% § X Time On Station: All ts are 0.1 feet
Core Sample ID: S=d75 Pi ’i*% = £s5 Norhing (NAD 83): Water Depth (A):
Logged by: i T ? Easting (NAD 83): Length of push core assembly (5): 5 5 &/
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): g'?; ‘ g
Date: ; Predicted Tide (ft): Length of core (from bottom) (D): é 2 g,

Time of Collection: Surveyed elevation (NVGD 29) (E): NA

Time Depart Station: Water surface from surveyed elevation (F): - s &

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G - (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

() Elevation of the sediment-water interface as measured from water depth (NVGD): G - 4

{(Note if | # [, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s}):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

~ Bartelle Location:  New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: Time On Station: All ts are 0.1 feet

Northing (NAD 83):

Core Sample ID:

Logged by: Easting (NAD 83):

] Length of push core assembly (B):

Collection Mechanism: GPS Accuracy:

Water surface to top of handle (C):

Date: Predicted Tide (ft):

Length of core {from bottom) (D):

Time of Collection:

Surveyed elevation (NVGD 29) (E):

Time Depart Station:

Water surface from surveyed elevation (F):"‘?“;E : ?{

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H)
(z7)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I2)

Elevation of the bottom of the core (NVGD): G-(B-C)

Elevation of visual transition (NVGD): H + (distance to visual transition)

Elevation of the sediment-water interface as measured from water depth (NVGD). G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬁelle Location: New Bedford, MA Vessel: R/V Gale Force

The Business o Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: | Time On Station: % ffg“f é All measurements are +0.1 feet

& ey g § P PT L £ F P g
Core Sample ID: 347 ?g - ?% T =55 Noning NADB3): 2 V53T €T water Deptn (a): [

T — i — ]
Logged by: }}‘{5 Easting (NAD 83): §§ i?%‘?ff ?5} Length of push core assembly (B): g 2P »3
Collection Mechanism: Push-Core GPS Accuracy: §’ i ? f Water surface 1o top of handle (C): ,«? N f
) v
Date: ¥i 52 ? Predicted Tide {ft): NA Length of core (from bottom) (D}: Q F fi
Time of Collection: % ?;?{ Surveyed elevation (NVGD 29) (E):

Time Depart Station: 3 b 5 Water surface from surveyed elevation (F): £ gﬁ

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F e
e
(H) Elevation of the bottom of the core (NVGD): G-(B-C) - fsf s
o
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - {
(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - 5 ‘ 3
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - :” c 9
(Note if | # 1, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
. Baﬂe“e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Inpovation USACE NAE Chief Scientist: Theresa Himmer

Station {D: Time On Station: All measurements are +0.1 feet

Core Sample ID: Northing (NAD 83): Water Depth (A4):

Logged by: Easting {(NAD 83): Length of push core assembly (B):

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C):

Predicted Tide (ft): Length of core (from bottom) (D):

Date:

Surveyed elevation (NVGD 29) (E}):

Water surface from surveyed elevation (F): A § 5 @,3

Calculations for Determination of Z* Elevation

Time of Collection:

p—

Time Depart Station:

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G - (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I; within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Time Depart Station:

Ba"e"e Location: New Bedford, MA Vessel: A/V Gale Force

The Business of Lnnovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: Time On Station: All measurements are +0.1 feet

Core Sample ID: “itii% Northing (NAD 83}): é‘”gg- ?g Water Depth (A): f} fé

Logged by: Easting (NAD 83): % . ?? Length of push core assembly (B): § § ;g”z

Collection Mechanism: Push-Core GPS Accuracy: i 25; Water surface to top of handie (C): ;E ;é"g

Date: % /2% ? fj’} Predicted Tide (ft): Length of core (from bottom) (D): i:i z%
Time of Coflection: Surveyed elevation (NVGD 29) (E): NA

Water surface from surveyed elevation (F): ??%E i%

(G) Elevation of Water Surface (NVGD): E -

F

Calculations for Determination of Z* Elevation

(H) Elevation of the bottom of the core (NVGD): G- (B -C)

(z”} Elevation of visual transition (NVGD). H + (distance to visual transition)

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within + 1.0 feet, discard and resample)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Ba“elle Location: New Bedford, MA Vessel: R/V Gale Force
The Business of lonovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: Time On Station: All measurements are 0.1 feet

Core Sample ID: P Northing {NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): :
Date: g2l Predicted Tide (ft): NA Length of core (from bottom) (D): ol
PN Y Ny
Time of Collection: 4 : @2 “Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: § gred Water surface from surveyed elevation {F): S g S

Calculations for Defermination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD}: H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

‘ VBaﬁe"e Location: New Bedford, MA Vessel: A/V Gale Force

The Pusiness of Innwvation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: ? gﬁig % Time On Station: All measurements are +0.1 feet

S BRI

Core Sample 1D: S=f B %ﬁﬁ; .73 Northing (NAD 83): Water Depth (A):

Logged by: fat Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):

Date: 5 i < }f & {;/ Predicted Tide (ft): NA Length of core (from bottom) (D):
Time of Collection: 7 ‘{’? i Surveyed elevation (NVGD 29) (E): NA

e Iy a—

Time Depart Station: % ;z%j‘? Water surface from surveyed elevation (F): s Mg

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visuai transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G-A

(Note if | # [, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Ba“e“e Location: New Bedford, MA Vessel: R/V Gale Force
USACE NAE Chief Scientist: Theresa Himmer

The Business of Innovation

Station ID: Time On Station: All measurements are 0.1 feet

Northing (NAD 83): Water Depth (A):

Core Sample ID:

Logged by: Easting (NAD 83): ~Length of push core assembly (5):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
AT

Date: - Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E): NA

Time Depart Station: Water surface from surveyed elevation (F): ~% &

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H)  Elevation of the bottom of the core (NVGD). G- (B-C)

(z%) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample}
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File 1D of digital photograph(s).
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Project Name: New Bedford Harbor Environmentai Monitoring Project #: G606422
B B_a"e“e Location: New Bedford, MA Vessel: A/V Gale Force
The Businees of Lunosation USACE NAE Chiet Scientist: Theresa Himmer

Station ID: Time On Station: All measurements are 10.1 feet

Core Sampie ID: > '&;g %’5 Northing (NAD 83):

%? Water Depth (A):

(z) Elevation of visual transition (NVGDY): H + (distance to visual transition)

Logged by: ¢ Easting (NAD 83): Length of push core assembly (8): ! .V J
Collection Mechanism: GPS Accuracy: Water surface to top of handie (C): vf‘:;g ¢
Date: Predicted Tide (ft): Length of core (from bottom) (D}: "? gg‘}
Time of Coliection: Surveyed elevation (NVGD 29} (E): NA
Time Depart Station: é%é < Water surface from surveyed elevation (F): i §:
Calculations for Determination of Z* Eievation ’
(G) Elevation of Water Surface (NVGD). E-F - § 2 5’
(H) Elevation of the bottom of the core (NVGD): G - (B - C) - F o

(1)  Elevation of the sediment-water intertace as measured from bottom of core (NVGD): H+D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Ba“e"e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Lanovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: 5?1 é’%ﬁ* Time On Station: All measurements are 0.1 feet

Core Sample ID: Northing (NAD 83): ~ Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: f VL il Predicted Tide (ft): Length of core (from bottom) (D):

Surveyed elevation (NVGD 29) (E): NA

Water surface from surveyed elevation (F): ’}Vg [ g,g

Calculations for Determination of Z* Elevation

Time of Collection:

Time Depart Station:

(G) Elevation of Water Surface (NVGD). E - F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Baﬁe"e _ Location: New Bedford, MA Vessel: A/V Gale Force
Hhe Business of Tunovation Client: USACE NAE Chief Scientist: Theresa Himmer

All measurements are 0.1 feet

Station {D: Time On Station:
Core Sample ID: .;“;4% Northing (NAD 83): Water Depth (A} = %;Z;?
Logged by: Easting (NAD 83): Length of push core assembly (B): 1r f;
Collection Mechanism: GPS Accuracy: Water surface to top of handle (C): a;,; éﬁ
Date: Predicted Tide (ft): NA Length of core (from bottom) (D): /‘2 * ;é
Time of Collection: Lo (O Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: § "i / uﬁg Water surface from surveyed elevation (F): *&‘é ﬁ

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sedimeni-water interface as measured from bottom of core {(NVGDy: H+D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

B Ba"e“e Location: New Bedford, MA Vessel: R/V Gale Force
The Businuss of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station iD: S é Time On Station: All measurements are +0.1 feet
Core Sample 1D:  Sy= &7 Bego }E L %Nenmng (NAD 83): ?;%J*’ §f‘§s P A Water Depth {A):
Logged by: fawg ) %"% Easting (NAD 83): FIARN IR Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: g. ;E Water surface to top of handle (C}):
BELE % )
Date: % [ & = § ’f} «;" Predicted Tide (ft): NA Length of core {from bottom} (D):
. . £ 2 5 g{ 5 ) )
Time of Coflection: ¢ Surveyed elevation (NVGD 29} (E):
Time Depart Station: E @‘“ﬁz.,i Water surface from surveyed elevation (F): W,f [ o

Calculations for Determination of Z* Elevation

o

A

]
i

(G} Elevation of Water Surface (NVGD): E - F

(H} Elevation of the bottom of the core (NVGD): G - (B - C) -3, 4
(z”) Elevation of visual transition (NVGD): H + (distance to visual transition) Mé? ] 5
(I} Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - y
(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A = 5’;

(Note if | # I, within = 1.0 feet, discard and resample)
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File (D of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force
¥l Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: fﬁéé} 9 _ _ Time On Station: V All measurements are 0.1 feet
Core Sample 1D: @g%;gégf% Jfg”é}i Northing (NAD 83): ?ﬁé\ifnater Depth (A):
Logged by: f*fi%; 5 Z?wg Easting {NAD 83): Length of push core assembly (B}
Collection Mechanism: Push-Core GPS Accuracy: Water surface io top of handie {C):
Date: i? 5 z’ ;ﬁ ; ’ij? &?; Predicted Tide (ft): Length of core {from bottomj (D}:

Time of Collection: Surveyed elevation (NVGD 29} (E): NA

3

Water surface from surveyed elevation (F): "“5 5 nd

Time Depart Station:

Calculations for Determination of Z* Elevation

-1 3
(G) Elevation of Water Surface (NVGD): E-F fe
(H) Elevation of the bottom of the core (NVGD): G -(B-C) I
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition} o
(I} Elevation of the sediment-water interface as measured from bottomn of core (NVGD): H + D &
(i,) Elevation of the sediment-water interface as measured from water depth (NVGD}): G - A E;
(Note if | # I, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
B Ba“e“e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of tnnovation Client: USACE NAE Chiet Scientist: Theresa Himmer

Station ID: § % Time On Station:

Core Sampie ID: § “‘*"g?f? i ?’»&E@:& g"”” - f . Northing (NAD 83):
B . Fl Ed

All measurements are +0.1 feet

Water Depth {(A):

Logged by: %%% Iy Easting (NAD 83): Length of push core assembly (B}
Collection Mechanism: Push-Care GPS Accuracy: Water surface to top of handle (C): :) ;
Date: g/ g@?" ‘i/% ? Predicted Tide (ft): NA Length of core {from bottom) (D} 2 5 ;ﬁg
Time of Collection: od 2% / Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: 5%@%@% Water surface from surveyed elevation (F): == § ¢ é»’ff

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G - (B - C)

(z") Elevation of visual transition (NVGD): H + (distance to visual fransition)

(t}  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s}):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force
(e Business of Tunovation Client: USACE NAE Chief Scientist: Theresa Himmer
R P
Station 1D: @é& g fg Time On Station: All measurements are +0.1 feet
4 = PV A By 2 o
Core Sample ID: s %S‘éﬂi‘ <, W@%%g Northing {NAD 83): Water Depth (A): %’g%ﬁ;
Logged by: s A" 5’“’? Easting (NAD 83): Length of push core assembly (5}: g
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle {C}: % i i S}
2% fezen § o K «
Date: %f 52?’% 7 Predicted Tide (ft): NA Length of core (from bottom) (D}): i 4 ?
Time of Coflection: , {@?;‘5 Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: § i § Water surface from surveyed elevation (F)}* i 3 f{:;;

Calculations for Determination of Z* Elevation

s

5

S

(G) Elevation of Water Surface (NVGD): E - F

i

(H) Elevation of the bottom of the core {(NVGD): G- (B -C)

e

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

§

§
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{
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Y

(1) Elevation of the sediment-water interface as measured from bottom ot core (NVGDY, H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

{Note if { # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba"e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Limovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: ?ky g“é 7 Time On Station: { §§> Al ements are 10.1 feet
coesample D &8 PR T THI-G4- 26 Norting (NAD 83): AF0UIAT,TL  water Depth (4): 2t 3.5
Logged by: %’gfa%ﬁf / f«%‘? Easting (NAD 83): f} ;M L ?éfg , ';Ei Length of push core assembly (B): % g ¢ {,‘2
Collection Mechanism: Push:Core GPS Accuracy: ig)‘; Water surface to top of handle (C): a P
Date: "35‘ ;!“‘ %it *E Predicted Tide (ft): NA Length of core (from bottom) (D): g . é
Time of Coflection: 28T D5 27 surveyed elevation (NVGD 29) (E): NA
Time Depart Station: e 2353 Water surface from surveyed elevation (F): wf ¢ f.?

Calculations for Determination of Z* Elevation

%

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B~ C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Baﬁe“e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Ionovation Client: USACE NAE Chiet Scientist: Theresa Himmer
Station ID: Time On Station: ‘ff g} ﬁ All measurements are 10.1 feet
518 7 ¢F A
Core Sample ID: Northing (NAD 83): 276 U AT, 47 water Depth (A): LAY
Logged by: Easting (NAD 83): ;Xftgp % 4;? 2 s é’?’j Length of push core assembly (B): e ds
: - - —
Coliection Mechanism: Push-Core GPS Accuracy: if Water surface to top of handle (C): < 5
s B2 4 ] s
Date: ;f? ;é Predicted Tide (ft): NA Length of core (from bottom) (D): § %)
Time of Collection: 3 % g@; Surveyed elevation (NVGD 29) (E): NA
% %% e |
Time Depart Station: 2 %%’ Water surface from surveyed elevation (F): AL ?i‘

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # [, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

) Ba"e"e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of nnovation Client: USACE NAE Chief Scientist: Theresa Himmer
« B —
Station ID: . é% Time On Station: ff;@’ s All ts are +0.1 feet
"3 LD e ) IR Ly Ll o )
Core Sample ID: S-G}B-RRE 4072 Nortning (NAD 83): 704 UY 40 water pepth (a): L. 2

Logged by: Eawd Easting (NAD 83): "f? 5‘;“ ;f {.d ;Z Length of push core assembly (B): Eé Z {j

Collection Mechanism: Push-CO(e GPS Accuracy: g - ? Q“? Water surface to top of handle (C): %5 ggf

Date: /¢ ; b A} Predicted Tide (ft): NA Length of core (from bottom) (D): o
Time of Collection: / ';;m 3 Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: o9 & “ Water surface from surveyed elevation (F): Q"’g‘? ¢ ?
Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F ~ .}

(H) Elevation of the bottom of the core (NVGD): G - (B -C) i

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if 1 # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Core Sampie iD:
Logged by:

Northing (NAD 83):

$~I7R-5538 g

e F el §

Easting (NAD 83):

Time of Collection:

. ‘Ba"e"e ) Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Banovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: j}(? 4 1 Time On Station: All measurements are £0.1 feet

fagl RSN |

FEL e
# ""5%& e ®

eh 2 sprs ¥
215 44l

44

2-64

Collection Mechanism: Push-Core GPS Accuracy:
Date: gj4 j8% Predicted Tide (ft): NA

Water Depth (A):

Length of push core assembly (B):
Water surface to top of handle (C):
Length of core {from bottom) (D}:
Surveyed elevation (NVGD 29) (E):

NA

0908

Time Depart Station: &

Water surface from surveyed elevation (F): "wg %g é

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (8- C)
)
() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I2)

Elevation of visual transition (NVGD): H + (distance to visual transition)

Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

{(Note if | # I, within = 1.0 feet, discard and resample)

Calculations for Determination of Z* Elevation

.
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£ £ - ® iy a 3
c 5] 2 < [a]
s = =9 @ £ =
£ g 29 5 E @
< o —g 8 5 @ E . o
. & < X Q
ﬁ-‘j ° £h ] 5 < 8 ° %
= a0 (8] o =@ Q (] Comments
2 = N -« 5 B
s : L :

File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂe“e Location: New Bedford, MA Vessel: R/V Gale Force
The Business o Innovation Client; USACE NAE Chief Scientist: Theresa Himmer
Station ID: “TT 56 Time On Station: All are +0.1 fest
Core Sample ID: : vé PR ~€¢7 2 | Northing (NAD 83): < Water Depth (A): e BN
Logged by: 1,; ] f:yg”{ ) Easting (NAD 83): Length of push core assembly (B): gﬁ {é £ {?
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): j’f ;}
Date: 18 fég 5? Predicted Tide (ft): Length of core (from bottom) (D): “2 f' é

Time of Collection: Surveyed elevation (NVGD 29) (E): NA

Pt

Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G- (B -C)

(z") Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

] Batielle Location: New Bedford, MA Vessel: R/V Gale Force
The Bussiness of Tnnovation Client: USACE NAE Chief Scientist: Theresa Himmer
. 2 o o ) ) .

Station ID: [\ Time On Station: All measurements are 10.1 feet

GCore Sample ID: S-1178~ 2540 1“7 Northing (NAD 83): Water Depth (A): g g %
S Ferid e

Logged by: P/ 5{,’?&? Easting (NAD 83). Length of push core assembly (8): 53 4

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): § ¢ é

. N -
Date: ?ﬁ ~ Ay Predicted Tide (ft): Length of core (from bottom) (D): é ) f

Surveyed elevation (NVGD 29) (E): NA

Water surface from surveyed elevation (F): =i, iz

Calculations for Determination of Z* Elevation

Time of Collection:

Time Depart Station:

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G- (B-C)

(z*) Elevation of visual transition (NVGDY): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: 4; % *S-’g Time On Station: All ts are +0.1 feet
Core Sample ID: SR B340 14 Noring (NAD 83): " Water Depth (A): &£
Logged by: ?"ibf j{? ¥ Easting (NAD 83): Length of push core assembly (B): fg ;g Z
Collection Mechanism: Pu§hACore GPS Accuracy: 2 - ? ég Water surface to top of handle (C): }g s 2
Date: 55: ’ﬂﬁ 2 Predicted Tide (ft): NA Length of core (from bottom) (D): ‘ é
Time of Collection: i i Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: @ %‘%?' Water surface from surveyed elevation (F): =, §

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z7) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD). H+ D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

. B a"e"e Location: New Bedford, MA Vessel: A/V Gale Force

The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: i,% LA 4, A Time On Station: All measurements are +0.1 feet

Core Sample ID: g Northing (NAD 83): Water Depth (A): e - ' Z: 7

Logged by: Easting (NAD 83): 5 Length of push core assembly (B): £,

Collection Mechanism: Push-Core GPS Accuracy: 2 - D &} Water surface to top of handie (C): %é%‘ ﬁ‘gé

Date: Ei’i / :’y 5 a Predicted Tide (ft): NA Length of core (from bottom) (D): E i g
Time of Collection: {3 BT (/3 Surveyed elevation (NVGD 29) (£): NA

Time Depart Station: i oé % Water surface from surveyed elevation (F): _*~{ ? ¢ Q

Calculations for Determination of Z* Elevation

(G} Elevation of Water Surface (NVGD). E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGDY): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Commgnts:
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

) Ba"elle ) Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
73 Py

Station ID: o Time On Station: v d Al ts are <0.1 feet

o VAV L -~y } % s y vy TH 2R i
Core Sample ID: &~ FE-Y VI ¢ Northing (NAD 83): PG4 34 Water Depth (4): 55

s 4 oV A i/ &
Logged by: 'f‘“’i i/ 53/ Easting (NAD 83): gi’«b ﬁé;‘@ # 5{; Length of push core assembly (B): 55 Fi
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): f’:} £ ?
N 2 s o

Date: 112 )fLé & Predicted Tide (ft): Length of core (from bottom) (D): P B

Time of Collection:

Time Depart Station:

5:2 Water surface from surveyed elevation (F): =y fg

Surveyed elevation (NVGD 29) (E):

NA

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A e 1 . 51
(Note if | # [, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Baﬂelle Location: New Bedford, MA Vessel: R/V Gale Force
The Business of lnnovation Client; USACE NAE Chief Scientist: Theresa Himmer

S
Station ID: gﬁ %:; gr‘ b Time On Station: All measurements are +0.1 feet
& 4 e e P :
Core Sample {D: e;} “’g?gi% B’%ﬁgﬁr = f Northing (NAD 83): Y 0 Water Depth (A): n;g B,
2 _ ":74"29’ i” ;f T =
H

N # " £ 7
Easting (NAD 83): 57, 3 F ﬁf Length of push core assembly (B): [
4
GPS Accuracy: Water surface to top of handle (C): é & e;’g

Predicted Tide (ft): NA Length of core (from bottom) {D): é ‘ 2 f_f

Time of Collection: E 5553 Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: f i,? Water surface from surveyed elevation (F): &L} & .

Logged by:

Collection Mechanism:

Date:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B -C)

(z") Elevation of visual transition {NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD). H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂe"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Inovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: z 2..}3 g __ Time On Station: All measurements are +0.1 feet
Coresample D: 5~ OB -Z 725217~ 1£ Nonning (NAD 83): Water Depth (A): 'i’f 4 _
Logged by: Fliw i?;’? Easting (NAD 83): Length of push core assembly (B): é{? & é’
Collection Mechanism: Push~Corg GPS Accuracy. Water surface to top of handle {C): »&g f’,?g
Date: i"j Q"? ;5;{‘ Predicted Tide (ft): NA . Length of core (from bottom) (D): § i z’;
Time of Collection: g Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: f » 4€ Water surface from surveyed elevation (F):  #% , £

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G - (B-C)

(z7) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD}): G- A

(Note if I # I, within = 1.0 feet, discard and resample)

o -~ Q o

¢ 3 3 g

Z i 2 - o

e E - Q 15 a w

c a .3 & o

S £ = 5] E =

= o] o O - > @

g @ 2y 2 £ a

% j 29 g 2 X o S €

o £0 < S 3N b @

= i e = Q =B ] 9] Comments
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File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

B qBaﬂe"e Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: %ﬁf %ﬁaj 7 & Time On Station: All measurements are +0.1 feet

& Ssow B By 82y 4 e
B JFe e ‘,,&;j;,gw ?@f&f

Core Sample ID: o7 - Northing (NAD 83j:

Logged by: PA kR f;ﬂ ' ;;“j Easting (NAD 83):

Collection Mechanism: Push-Core GPS Accuracy:

Date: j6 ) M 8 Predicted Tide (ft) NA
Time of Collection: :% !
Time Depart Station: ¢

Water Depth (A):

Length of push core assembly (B):
Water surface to top of handle (C):
Length of core (from bottom) (D):

Surveyed elevation (NVGD 29) (E): NA

Water surface from surveyed elevation {(F):

9.y
0.0

0.0

b

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottem of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within x 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂe"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Inovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: 332308 7 Time On Station: All measurements are 0.1 feet
£ty 4TS L P = 75
Core Sample ID: ifr%‘f’}gé ¥ 5 Northing (NAD 83): %ater Depth (A): #e K
Logged by: 5{3’% Easting (NAD 83): Length of push core assembly (B): M
Collection Mechanism: Push-Core GPS Accuracy: ”?‘; e “ Water surface to top of handie (C): 5.? é
Fld Ak i
Date: r§§;’§ # 55/ # Predicted Tide (ft): NA Length of core (from bottom) (D): i E fﬁ:
$ 2
Time of Collection: § ’é; Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: é 3 Water surface from surveyed elevation (F): ﬁ i) %

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

(Note if I # I, within + 1.0 feet, discard and resample)

. Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Lanovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: Time On Station: 135y All ements are £0.1 feet
L RT3 2 I
Core Sample ID: 7 = =1/ Northing (NAD 83): AP0 43759, A6 water Depth (A):
i RTE o £
Logged by: Easting (NAD 83): £ i‘z & o *, -3i _Length of push core assembly (B):
3 g
Collection Mechanism: GPS Accuracy: A ?y Water surface to top of handle {C):
Date: Predicted Tide (ft): NA Length of core (from bottom) (D):
. Y
Time of Collection: 52 §@ vy Surveyed elevation (NVGD 29) (E):
Y] R N

Time Depart Station: g é §, g Water surface from surveyed elevation (F: ?g ;. §

Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G -(B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)
(f)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+D
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD):. G- A

o ~ g @
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

B Ba“elle ) Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Iunovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: ; ? 55 Time On Station: j ?A §f All measurements are 0.1 feet
B e, Y s IR
Core Sample 1D: 5 (IR~ T2 -1~ 2¢3  Norhing (NAD 83): FRIY FH A 15 water Depth (A): S X
e Far/ o ¥y 2 B PP
Logged by: P fAH Easting (NAD 83): 15y ?‘? <3 Length of push core assembly (B): 8.
Collection Mechanism: Push-Core GPS Accuracy: 2 N 2 i@ Water surface fo top of handle (C): ﬁ‘ g
. Fa. Foae E E
Date: jo/4 (47 Predicted Tide (f): NA Length of core (from bottom) (D): .S
17 1 ¢
Time of Collection: = 5 % Surveyed elevation (NVGD 29} (E): NA
£ #
Time Depart Station: é - ZZ 2 Water surface from surveyed elevation {F): ?’@g ,§

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core (NVGD): G- (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Baﬂe"e Location: New Bedford, MA Vessel: A/V Gale Force

The Businees of binovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: gy % Time On Station: f A j}%'}? Al measurements are +0.1 feet

Core Sampie ID: ,i;;*’ ' ? £ %5 %Q;E%‘?;ﬁ” 5 Northing (NAD 83): E‘f ? ;%ﬁéﬁi‘gﬁ 4 Water Depth (A): %g; ?

Logged by: AW LTH Easting (NAD 83): 575 5471 - 5L Length of push core assembly (8): 8.0

Collection Mechanism: PushjCore ] GPS Accuracy: ,fj?\ M Water surface to iop of handle (C): - %ﬁg

Date: 18/47¢ Predicted Tide (ft): NA Length of core (from bottom) (D): D f’%
Time of Collection: » ¢ E* Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: 124 fi;; Water surface from surveyed elevation (F): ’?"@ & fg’
Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G - (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)

o -~ 2 o
o T E °
z ! g - T
= £ 'T @ [=% 0N
§ £ %8 5 - E 2
£ 3 i b7 g 2
L 28 | & g e | 32 | 3 3
w = 52 = o S =% o 3 Comments
B T — S — RO U N S — I PO
A 5
] R 53}; Z;;g""é{i}g T | TOAL
A I T
File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

- Baﬁelle Location: New Bedford, MA Vessel: R/V Gale Force
The Business of lanovation Client: USACE NAE Chief Scientist: Theresa Himmer
. Py : H
Station 1D: %g E{;ﬁ b Time On Station: i [ “’é s All measurements are +0.1 feet
gy 5 5 = Y s = P

Core Sample ID: (g *&éé?zg”' %}?f g‘f ? Northing (NAD 83): ﬁifg%, ?é% ?? Water Depth (A): % -

Logged by: My i7H Easting (NAD 83): §1S.525. ?ﬁ Length of push care assembly (B): o,z

Collection Mechanism: Push-Core GPS Accuracy: ggg ?gs Water surface to top of handle (C): Q ¢ é

in Foe L i

Date: i /& 5 % Predicted Tide (ft): NA Length of core (from bottom) (D): g,t %
Time of Collection: 1P Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: j e s Water surface from surveyed elevation (F): % ¢ é

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A —

(Note if | # I, within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Ba“e“e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of nnovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: _ %f % ] Time On Station: 32%?5 All ts are +0.1 feet
Core Sampie ID: 3*"@{ gw}/}’ﬁ*ﬁ‘z?“! * Northing (NAD 83): Water Depth (A): \g}g
Logged by: g’”‘%@/ ;?”f Easting (NAD 83): Length of push core assembly (B): é’ 4 5‘?
Coilection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): :§ ;E,
Date: 14 5; éi [6F Predicted Tide () Length of core (from bottom) (D): { é‘

Time of Collection: Surveyed elevation (NVGD 29) (E): NA

Time Depart Station:

g

b

Water surface from surveyed elevation (F): g%’{:»je &

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmenta! Monitoring

Batielle

Project #: (G606422

» Location: New Bedford, MA Vessel: A/V Gale Force
P Bnsiness of Tnmovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: L 3 Time On Station: All ts are +0.1 feet

Core Sample ID: Northing (NAD 83):

7 Water Depth (A):

Logged by: Easting (NAD 83):

Length of push core assembly (B):

Collection Mechanism: GPS Accuracy:

Water surface to top of handle (C):

Date: Predicted Tide (ft):

Length of core (from bottom) (D):

Time of Collection:

Surveyed elevation (NVGD 29) (E):

Time Depart Station:

Woater surface from surveyed elevation (F):

1

(G) Elevation of Water Sunace (NVGD): E-F
(H) Elevation of the hottom of the core (NVGD). G- (B-C)
(z*) Elevalion of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD}: H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

{Note if | # I, within = 1.0 feet, discard and resample)

Calculations for Determination of Z* Elevation
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File {D of digital photograph{s):
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Project Name: New Bedford Harbor Environmental Monitoring

Batielle

Project #: G606422

o Location: New Bedford, MA Vessel: R/V Gale Force
The Business of lunovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: Time On Station: All ts are 0.1 feet

Core Sample ID: Northing (NAD 83):

Water Depth (A):

Logged by: Easting (NAD 83):

Length of push core assembly (B):

Collection Mechanism: GPS Accuracy:

Water surface to top of handle {C):

Date: Predicted Tide (ft): NA

Length of core (from bottom) (D):

Time of Collection: %

Surveyed elevation (NVGD 29) (E): NA

Time Depart Station:

Water surface from surveyed elevation (F): s %

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G - (B - C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGDY: H+D

(/») Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note it | # [, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

» Ba"e“e ) Location: New Bedford, MA Vessel: A/V Gale Force
[he Business of Lomovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: Time On Station: All measurements are +0.1 feet

Northing (NAD 83): Water Depth (A):

Core Sampie iD:

Length of push core assembly (B):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: ! Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F): ﬁ{ %o L

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F 7 %.i:‘? i
(H) Elevation of the bottom of the core (NVGD): G- (B-C) - ‘*} 7
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) 2 ; {:;f
() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D 7, 53
(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A =2, 3”3

(Note if | # i, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Baﬂelle Location: New Bedford, MA Vessel: R/V Gale Force
The Business of lavovation Client: USACE NAE Chief Scientist: Theresa Himmer

All ts are 0.1 feet

g

Station ID: Time On Station:

Core Sample 1D: Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: ‘ Predicted Tide (ft): Length of core {from bottom} (D):

Time of Collection: Surveyed elevation (NVGD 29) (E): NA

Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F + P
(H) Elevation of the bottom of the core (NVGD): G - (B-C) z {’5
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) T &
(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - i %
—

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -

(Note if | # i within + 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
y Ba“e“e ) Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer

All ts are +0.1 feet

4
Station 1D: O i Time On Station:

Water Depth (A):

Core Sample ID: Northing (NAD 83):

Length of push core assembly (B):

Logged by: Easting {(NAD 83):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):

Date: it / ¢ Predicted Tide (ft): NA Length of core (from bottom) (D):
Time of Collection: . Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: Water surface from surveyed elevation (F): ~
Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F t 0, :N

(H) Elevation of the bottom of the core (NVGD): G - (B-C) - 55

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - z,,07

() Elevation of the sediment-water interface as measured from bottorn of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A o

(Note if | # I, within = 1.0 feet, discard and resample)

8 T g 3
= S £
< £ - o > a ]
[ [+ R < a
5 = > ® E
= B 2° ko 2 2
g o 59 @ = G £ = a
B g 28 < L2 = X o g £
) 15] & [} S N @
w = a5 [ o o = o %] Comments

File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂe"e Location: New Bedford, MA Vessel: A/V Gale Force
USACE NAE Chief Scientist: Theresa Himmer

The Business of Innovation

Time On Station: All measurements are +0.1 feet

Northing {(NAD 83):

Station ID:

Water Depth (A):

Core Sample ID:

Logged by: Easting (NAD 83): Length of push core assembly (8):

GPS Accuracy: Water surface to top of handle (C):

Predicted Tide (ft):

Collection Mechanism:

Date: 1 Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 28) (E): NA

s

Water surface from surveyed elevation (F): 4

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F - {} ?
(H} Elevation of the bottom of the core (NVGD): G - (B -C) - 2 7
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) e L e
() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D = 1, %
(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A .y e

(Note if | # 1, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
Comments:

Page of




Batielle

The Business of Inmovation

Location:
Client:

Project Name: New Bedford Harbor Environmental Monitoring
New Bedford, MA

USACE NAE

Project #: G606422
Vessel: R/V Gale Force
Chief Scientist: Theresa Himmer

Station ID:

Time On Station:

All measurements are +0.1 feet

Core Sample [D: ”‘ i

Northing (NAD 83}:

Water Depth (A):

Logged by:

Easting (NAD 83):

Length of push core assembly (8):

Collection Mechanism:

GPS Accuracy:

Water surface to top of handle (C):

(Note if | # I, within + 1.0 feet, discard and resample)

Date: Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F):”

Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F 7 %{j %é;
(H) Elevation of the bottom of the core (NVGD): G - (B-C) - )
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - s %}
(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D =1 ?{*
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - 7. s‘f
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o = > Q & = =

- gq 2 g g

@ o L ;_ B [=%

> . S O o 3 ] = 5

3 g £9 =3 2 5 38 e 5
= i e = (&) o =@ o] [%] Comments

File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring
Battelle Location:  New Bedford, MA
ihe Business of lunovation Client: USACE NAE

Project #:
Vesse

Chief Scientist; Theresa Himmer

G606422
I: R/V Gale Force

Station ID: Time On Station:

All measurements are +0.1 feet

Core Sample ID: Northing (NAD 83):

Length of p

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy:
Date: K Predicted Tide (ft):

Length of ¢

Time of Collection:

Surveyed e

Time Depart Station:

< Water Depth (A):

Water surface to top of handie (C):

Water surface from surveyed elevation (F):

ush core assembly (B):

ore {from bottom) (D):

levation (NVGD 29) (E):

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G - (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD}: H + D

Calculations for Determination of Z* Elevation

8 T g 8
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= 38 QO % 3 @
g a € & ® 5 @ £ " e

5 = ot x Q
g 9 £0 3 3 5 38 2 £
= i s - [&] o = Q %] Comments

S-63D ~poNY B0 -b¢

Pcg + Toc/6s s
i

DO oL
ame [ m

File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

v Baﬂe"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Ianovation Client: USACE NAE Chief Scientist: Theresa Himmer

*f; Time On Station: All measurements are 0.1 feet

Station ID:

Northing (NAD 83): Water Depth (A):

Core Sample iD:

Length of push core assembly (B):

Easting (NAD 83):

Logged by:

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C):

Predicted Tide {ft): Length of core (from bottom) (D}:

Date:

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C) — 2

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) PN

e

o

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - 3 ‘:}
{Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

y Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: Time On Station: All measurements are 0.1 feet

Core Sample ID:

Northing (NAD 83):

Logged by:

Easting (NAD 83):

Collection Mechanism:

GPS Accuracy:

Push-Core

Date:

Predicted Tide (ft):

Time of Collection:

Time Depart Station:

Water Depth {A):

Length of push core assembly (B):

Water surface to top of handle (C):

Length of core {from bottom) (D):

Surveyed elevation (NVGD 29) (E): NA

Water surface from surveyed elevation (F):

(G) Elevation of Water Surface (NVGD): E - F
H)
(z?)

Calculations for Determination of Z* Elevation

Elevation of the bottom of the core (NVGD): G -(B-C)

Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

{12)

(Note if | # 1, within + 1.0 feet, discard and resample)

Elevation of the sediment-water interface as measured from water depth (NVGD): G- A
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Project Name: New Bedford Harbor Environmental Monitoring

Batielle

Project #: G606422

Lk Location: New Bedford, MA Vessel: A/V Gale Force
The Business of nnovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: Time On Station: All measurements are +0.1 feet

Core Sample ID: Northing (NAD 83):

Water Depth (4):

Logged by: Easting (NAD 83):

Length of push core assembly (B):

Collection Mechanism: Push-Core GPS Accuracy:

Water surface to top of handle (C):

Length of core (from bottom) (D):

Date: Predicted Tide (ft):
Time of Collection: Surveyed elevation (NVGD 29) (E):
Time Depart Station: Water surface from surveyed elevation (F):
Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F C} . é:;

(H) Elevation of the bottom of the core (NVGD). G- (B-C) - .

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - ;;5 {

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D s

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I; within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422
Vessel: R/V Gale Force

v Baﬂe"e Location: New Bedford, MA
The Business of [nnovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station 1D: Time On Station: All measurements are 0.1 feet

Northing (NAD 83):

Water Depth (A):

Core Sampie ID:

het

s Easting (NAD 83):

Length of push core assembly (8):

Logged by:

Collection Mechanism: GPS Accuracy:

Water surface to top of handle (C):

Predicted Tide (ft):

Length of core (from bottom) (D):

{Note if | # 1, within + 1.0 feet, discard and resample)

Date:
Time of Collection: Surveyed elevation (NVGD 29) (E}):
Time Depart Station: Water surface from surveyed elevation (F): *
Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F * 2 . ’ﬁ“@?g

(H) Elevation of the bottom of the core (NVGD): G-(B-C) =N £

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) = &

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD). H + D =4 M;}

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - “‘;g
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer

o

Station ID: Time On Station: All measurements are 0.1 feet

i

Core Sample ID: 5 Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: Pusthore GPS Accuracy: Water surface to top of handle (C):

Date: 2 ' / Predicted Tide (ft): Length of core (from bottom) (D)
Time of Collection: Surveyed elevation (NVGD 29) (E):
Time Depart Station: Water surface from surveyed elevation (F):
Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F ?g . 7

(H) Elevation of the bottom of the core (NVGD): G - (8- C) %

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - Z . Z{

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D A y

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A N .

(Note if | # I, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Baﬂe"e ) Location: New Bedford, MA Vessel: A/V Gale Force
The Businiess of Tnnovation Client: USACE NAE Chief Scientist: Theresa Himmer

Station ID: Time On Station: All ts are +0.1 feet
Core Sample ID: s Northing (NAD 83): Water Depth (A):
Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: GPS Accuracy: Water surface to top of handie (C):

Date: 1! L5 Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: Surveyed elevation (NVGD 29) (E): NA
P
Time Depart Station: Water surface from surveyed elevation (F):‘? N

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F + 2,
(H) Elevation of the bottom of the core (NVGD): G - (B - C) - A&
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) A
(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD). H + D = ;“’fw
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - 'ﬁ%’ , %

(Note if I # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
Client: =51, 3USACE NAE

Battelle

The Business of Inmovation

Project #: G606422
Vessel: R/V Gale Force

Chief Scientist: Theresa Himmer

o

Station iD: Time On Station:

All measurements are +0.1 feet

Core Sample ID: .5 Northing (NAD 83):

. Water Depth (A):

Logged by: Easting (NAD 83): Ay

Collection Mechanism: GPS Accuracy:

Length of push core assembly (B):

Water surface to top of handie (C):

(Note if | # I, within = 1.0 feet, discard and resample)

Date: Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: Water surface from surveyed elevation (F): * i f“"’
Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F * 5 £

(H) Elevation of the bottom of the core (NVGD): G- (B-C) -~ Ay

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - P £

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D M 21

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - N
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring
New Bedford, MA

Battelle

The Business of Innovation

Location:
Client:

USACE NAE

Chief Scientist: Theresa Himmer

Project #: G606422
Vessel: R/V Gale Force

Station ID:

Time On Station:

All measurements are 0.1 feet

Core Sample [D:

Northing (NAD 83):

Water Depth (A):

Logged by:

Easting (NAD 83):

Length of push core assembly (B):

Collection Mechanism:

GPS Accuracy:

Water surface to top of handle (C):

Predicted Tide (ft):

Length of core (from bottom) (D):

Date:
Time of Collection: Surveyed elevation (NVGD 29) (E):
Time Depart Station: Water surface from surveyed elevation (F): * 1
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surtace (NVGD): E-F 1,6
(H) Elevation of the bottom of the core (NVGD): G - (B-C) T ?}
S o
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) £. B
(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - 7.
(1,)+ Elevation of the sediment-water interface as measured from water depth (NVGD): G - A . 2
(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

» Ba“e“e Location: New Bedford, MA
The Business of Iunovation Client: USACE NAE

Project #: G606422
Vessel: A/V Gale Force
Chief Scientist: Theresa Himmer

Station {D: Time On Station:

Core Sample ID: Northing (NAD 83):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy:

2 o
Date: REEEDES Predicted Tide (f):

Time of Collection:

Time Depart Station:

All measurements are 0.1 feet

Water Depth (A):

Length of push core assembly (B):

Water surface to top of handle (C):

Length of core (from bottom) (D):

Surveyed elevation (NVGD 29) (E):

-
Water surface from surveyed elevation (F): ©

Calculations for Determination of Z* Elevation

e 7
(G) Elevation of Water Surface (NVGD): E-F 7/ q
(H) Elevation of the bottom of the core (NVGD): G - (B- C) -7 )
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - p ‘:‘;
(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D oy ﬁ’}‘
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -7, {Z}
(Note if | # [; within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Ba“el'e ) Location: New Bedford, MA Vessel: A/V Gale Force
The Buxiness of Innovation Client: USACE NAE Chief Scientist: Theresa Himmer
Station ID: B [ s Time On Station: Al ements are +0.1 feet

Northing (NAD 83): Water Depth (A):

Core Sample ID:

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: i : Predicted Tide (ft): NA Length of core (from bottom} (D}):
Time of Collection: oA Surveyed elevation (NVGD 29) (E): NA
Time Depart Station: = [ Water surface from surveyed elevation (F): ~ (- ==
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F i gf
(H) Elevation of the bottomn of the core (NVGD): G-(B-C) > 4
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) . R 2
(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D = % ’*w
(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - E}
{Note if | # I, within £ 1.0 feet, discard and resample})
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5 £ =83 5 £ Q
= o & o b = []
g a £a 2 £ 5 g
2 ) = &
w2 =3 8 = 3 3 Comments

SO0 =B M L-D0-B¢

File 1D of digital photograph(s).
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
y Baﬂe"e _ Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Tnnovation Client: USACE NAE Chief Scientist: Theresa Himmer

g N
e

Station ID: Time On Station: All measurements are +0.1 feet

Core Sample ID: e Northing (NAD 83):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: ' Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: Surveyed elevation (NVGD 29} (E}:
F e
Time Depart Station: Water surface from surveyed elevation (F): i
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E - F e
(H) Elevation of the bottom of the core (NVGD): G - (B -C) - & w;
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) " m . 4
e
(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D -2 ° -
L
(,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - Z . i
(Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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The Business of Innovation

Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
USACE NAE

Battelle

Project #: G606422
Vessel: A/V Gale Force
Chief Scientist: Theresa Himmer

Station ID:
Core Sample {D:
Logged by:

Collection Mechanism:

Time On Station:

All me ts are 0.1 feet

" Northing (NAD 83)°

' Water Depth (A):

L Easting (NAD 83}:

Length of push core assembly (8):

Push-Core GPS Accuracy:

Water surface to top of handie (C):

e

Date: i T Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: Surveyed elevation (NVGD 29} (E):
Time Depart Station: Water surface from surveyed elevation (F):
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F - i
(H) Elevation of the bottom of the core (NVGD): G- (B-C) N ? §
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - & =
() Elevation of the sedimeni-water interface as measured from bottom of core (NVGD): H+D = el %
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -
(Note if I # 1, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
Client: USACE NAE

Batielle

The Business of Innovation

Project #: G606422
Vessel: R/V Gale Force
Chief Scientist: Theresa Himmer

Station ID: Time On Station:

All measurements are 0.1 feet

Core Sample ID: Northing (NAD 83):

Water Depth (A):

Logged by: Easting (NAD 83):

Length of push core assembly (8):

Collection Mechanism: GPS Accuracy:

Water surface to top of handle (C):

(Note if | # I, within + 1.0 feet, discard and resample)

Date: Predicted Tide (ft): Length of core (from bottom) (D}:
Time of Collection: Surveyed elevation (NVGD 29) (E):
Time Depart Station: Water surface from surveyed elevation (F):M
Calculations for Determination of Z2* Elevation

(G) Elevation of Water Surface (NVGD): £-F = . &

(H} Elevation of the bottom of the core (NVGD). G- (B-C) = Ll o/

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) - ,

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D 2. C;

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G-A - Z ~:§

= H)

(l.e. Bottom
Lithology - Include
USCS code
Consistency
Maximum particle
size

Color
Odor

Sample IDs

Comments

{ Elevation (NVGD)

File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) Baﬂe“e ) Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: #

Station ID: gﬁ;%g ! Time Cn Station: Al measurements are +0.1 feet

Water Depth (A):

Core Sample ID: Northing (NAD 83):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: [ % fg [ Predicted Tide {ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottomn of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Baﬂelle Location: New Bedford, MA Vessel: E'/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: fix.

Station ID: Time On Station: All measurements are 20.1 feet

Core Sample ID: & Northing (NAD 83):
=4

Water Depth (A): L.

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
B 7 % %

Date: P47 Predicted Tide (ft): Length of core {from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Ba“e"e ) Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: - %/ )
Station {D: Time On Station: All measurements are +0.1 feet

Core Sample ID: A

Northing (NAD 83):

Lo Water Depth (4):

Logged by:

1

Easting {NAD 83):

Collection Mechanism: Push-Core

GPS Accuracy:

Date:

Predicted Tide (ft):

Time of Collection:

Time Depart Station:

Length of push core assembly (8):
Water surface to top of handle (C):

Length of core (from bottom) (D):

Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core (NVGD): G- (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I2)

Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample) e
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File ID of digital photograph(s):
Comments

Page | of __



Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

» Baﬁe"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist:
Station ID: Time On Station: All measurements are +0.1 feet

Core Sample ID:

Northing {(NAD 83):

Logged by:

Easting (NAD 83):

Collection Mechanism:

Push-Care

GPS Accuracy:

Date:

Predicted Tide (ft):

Time of Collection:

Time Depart Station:

Water Depth (A):

Length of push core assembly (B):
Water surface to top of handle (C): 1.5

Length of core {from bottom} (D):

Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F): iv

PRS- SENPRIS—

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottorn of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A -

(Note if I # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of lnnovation Client: USACE NAE Chiet Scientist: .
Station ID: Q Time On Station: All measurements are +0.1 feet
Core Sample ID: ‘ Northing (NAD 83): Water Depth (A):
Logged by: ?‘@’% N/ Easting (NAD 83): Length of push core assembly (8):
Water surface to top of handle (C}):

Coliection Mechanism: Push-Core GPS Accuracy:

Predicted Tide (ft):

Date: Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

B Ba"e“e ) Location: New Bedford, MA Vessel: A/V Gale Force
[he Busisess of Lanovation Client: USACE NAE Chief Scientist: . % o
Station ID: .) Li Time On Station: All measurements are =0.1 feet

ik

Northing (NAD 83):

Core Sample {D: i} ;

Logged by: LW Easting (NAD 83):

GPS Accuracy:

Collection Mechanism: Push-Core

3

po

Date: Predicted Tide (ft):

Time of Collection:

Time Depart Station:

Water Depth (A):

Length of push core assembly (B):
Water surface to top of handle (C):
Length of core (from bottom) (D):
Surveyed elevation (NVGD 29) (E):

L 5
Water surface from surveyed elevation (F): v 5@ & i

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
Client: USACE NAE

Battelle

The Business of Innavation

Chief Scientist; !

Project #: G606422
Vessel: R/V Gale Force

Station ID: Time On Station:

All measurements are 0.1 feet

Core Sample ID: Northing (NAD 83}:

Logged by: Easting (NAD 83):

Collection Mechanism: GPS Accuracy:

Date: Predicted Tide (ft):

Time of Collection:

Time Depart Station:

Water Depth (A):
Length of push core assembly (B):

Water surface to top of handie (C):

Length of core (from bottom) (D):

Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z7) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂeﬂe . Location: New Bedford, MA Vessel: R/V Gale Force
The Business of Limovation Client: USACE NAE Chief Scientist: &%

Time On Station: All ts are 0.1 feet

Station ID:

- 1.4 Northing (NAD 83): Water Depth (A):

(53

Core Sample ID: <

Length of push core assembly (8):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: . i/ Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F): &* 3

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/z) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if [ # I, within = 1.0 feet, discard and resample) e
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂe“e Location: New Bedford, MA Vessel: R/V Gale Force

Thie Businoss of fnuovation Client: USACE NAE Chief Scientist: _#i- /it
[y B 4 . ’

Station ID: AT e | Time On Station: All measurements are +0.1 feet

Core Sample ID: Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
{ ¢ 4,70

Date: i Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottorn of the core (NVGD). G - (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(l)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample) s
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂe“e Location: New Bedford, MA Vessel: R/V Gale Force
USACE NAE Chief Scientist: % )

The Business of Innovation

Station ID: Time On Station: All measurements are +0.1 feet

Core Sample ID: Northing (NAD 83): 5 Water Depth (A):

Logged by: Py Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): 1
is Yy £ v -

Date: i fég‘,&;?;sf 3 Predicted Tide (ft): Length of core (from bottom) {D}: e

Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F): 7’”5; Z

Time of Collection:

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+ D

(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring

Batielle

Project #: G606422
Vessel: A/V Gale Force

Location: New Bedford, MA
fhe Business of Innovation Client: USACE NAE Chief Scientist: 7 -
Station ID: Time On Station: All measurements are 0.1 feet
Core Sample ID: < Northing (NAD 83): %E@Vater Depth (A):
Logged by: 24 ;\.; Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: 11 é L %i&’ & Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection:

Surveyed elevation (NVGD 29) (E):

Time Depart Station:

Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E - F
(H)} Elevation of the bottom of the core (NVGD): G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
Baﬁe"e Location: New Bedford, MA Vessel: A/V Gale Force

The Business of Innovation Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All measurements are 0.1 feet

- § 7. Northing (NAD 83): - ’32‘ Water Depth (A):

Core Sample ID:

-3 Length of push core assembly (B):

Logged by: Easting (NAD 83):

Coliection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C}):
N B P S N . N

Date: i/l ble 7 Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29} (E):

Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # [, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

3 Ba"e"e Location: New Bedford, MA Vessel: R/V Gale Force
The Rusiness of Dunovation Client: USACE NAE Chief Scientist: 4, - 5

Station ID: > & a-; ig Time On Station: All measurements are +0.1 feet
Core Sample ID: 5~ 2 Northing (NAD 83}: Water Depth (A):

Logged by: A L/ ' Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: 1t fig fo Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation {(F): i W

Calculations for Determination of Z* Elevation

(G} Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B- C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample) -
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
y Ba“e"e ) Location: New Bedford, MA Vessel: A/V Gale Force
The Businuss of nnovation Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All measurements are +0.1 feet

Core Sample ID: f;, Northing (NAD 83): Water Depth (A): ‘.

g

Logged by: Easting (NAD 83): ¢ Length of push core assembly (B):

Coltection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):

Date: 15 ] Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: 7 Surveyed elevation (NVGD 28) (E): +
Time Depart Station: § i % ‘“%; Water surface from surveyed elevation (F):«%’fi é:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E£-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I; within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Batfelie

The Business of lnnovation

Location:
Client:

New Bedford, MA
USACE NAE

Project #: G606422
Vessel: A/V Gale Force
Chief Scientist: 7, - %50 % ™

"

Station ID:

Time On Station:

Core Sample ID: %

~ 1. Northing (NAD 83):

Logged by:

Easting (NAD 83):

Collection Mechanism:

GPS Accuracy:

Date:

Predicted Tide (ft):

Time of Collection:

Time Depart Station:

All measurements are 0.1 feet

Water Depth (4):

Length of push core assembly (B):

Water surface to top of handle (C):

Length of core (from bottom) (D}:

Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation {F):

Calculations for Determination of Z* Elevation

(G)
H)
()
)

(I2)

Elevation of Water Surface (NVGD): £-F
Elevation of the bottom of the core (NVGD): G- (B-C)
Elevation of visual transition (NVGD): H + (distance to visual transition)

Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

B Ba“e“e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of lnnovation Client: USACE NAE Chief Scientist: %~

Station ID: ﬁw@/ 7 Time On Station: All measurements are +0.1 feet
Core Sample ID: ! ‘ Northing (NAD 83): - “f Y, %3 Water Depth (A):

Logged by: Easting (NAD 83): §§ E‘f %;’ Length of push core assembly (B):

Collection Mechanism: Push-Core GPS Accuracy: ] Water surface {o top of handle (C):
W i o P

Date: LY ,5 i IR Predicted Tide (ft): Length of core (from bottom) (D}):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: iV Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample) e
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e“e Location: New Bedford, MA Vessel: R/V Gale Force
Tho Business of Lnovation Client: USACE NAE Chief Scientist: [
Station {D: Time On Station: £ %‘3 3 All measurements are +0.1 feet
Core Sampie ID: Northing (NAD 83): 17 i @i{ Water Depth (A):
Logged by: Easting (NAD 83): ,E Length of push core assembly (B): =
Collection Mechanism: Eush-Core GPS Accuracy: Water surface to top of handle {C}): Ll
Date: b ’»’ ’2@; ies M; Predicted Tide (ft): Length of core (from bottom) (D): g, gj

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation {F,

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F

(H) Elevation of the bottomn of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water intertace as measured from water depth (NVGD): G - A

(Note if | # 1, within = 1.0 feet, discard and resample) e
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Project Name: New Bedford Harbor Environmental Monitoring

B ‘B_a“e“e Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: #4-Winisy [y

Project #: G606422

Station ID: Time On Station:

All measurements are +0.1 feet

Core Sample ID: - §i§ Northing (NAD 83):

Logged by: A WS Easting (NAD 83):

Water Depth (A):

Length of push core assembly (8}):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):

Date: (A ‘ Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: Surveyed elevation (NVGD 29) (E): A
Time Depart Station: Water surface from surveyed elevation (F): *ﬁ;}g

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F "f

(H) Elevation of the bottom of the core (NVGD). G- (B-C) A

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(lz)

Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

{Note if I # [, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

y Ba"e"e ) Location: New Bedford, MA Vessel: A/V Gale Force
e Businse of Lnnovation Client: USACE NAE Chief Scientist: s -%/3Li% b

All measurements are 0.1 feet

Time On Station:

Station ID:

7+~ I Northing (NAD 83): Water Depth (A):

Easting (NAD 83).

Core Sample ID:

Length of push core assembly (8):

Logged by:

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
56 bom § e

Date: 22 JiE ¢ fal Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29} (E):

Time Depart Station: i :, . %’3 Water surface from surveyed elevation {F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F F. ?g
(H) Elevation of the bottom of the core (NVGD): G- (B-C) i
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) “f
(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D S5, “

(1;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A wfée q,

(Note if | # I, within = 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

. Ba“e“e _ Location: New Bedford, MA Vessel: A/V Gale Force
The Business of Lanovation Client: USACE NAE Chief Scientist: _ #a-%/p.11 bn

Station 1D: All measurements are +0.1 feet

e
A Time On Station:

PR Pt

orthing (NAD 83}: Water Depth (A):

-
Core Sample ID: 3™

Logged by: Easting {NAD 83}: Length of push core assembly (B):

Coliection Mechanism: GPS Accuracy: Water surface to top of handle (C):

Date: Predicted Tide (ft): Length of core (from bottom) (D):

Surveyed elevation (NVGD 29) (E): £
Water surface from surveyed elevation (F):* {, é 3

Time of Collection:

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

Note if | # I, within = 1.0 feet, discard and resample .
-
[, L o
(GRS Ef ke
E g €
< g - & a »
E £ =8 5 g 2
2 ¥ o> O % 3 @
S o Ly ® L 2 E - =4
D ; RS & 2 < X @ 3 £
o] @ = N = [+} 3 S N kel &
= i) - ] 6] =0 (8] @D Comments
§§ gﬁ’;’

S-51D - H¥22 60 ¥4

S@W%m Ve 1V
&vm TP L8’ 1=

+T0¢ g s are

Hegts
— e/

—
File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Battelie

Project #: G606422

) Location: New Bedford, MA Vessel: R/V Gale Force
the Business of Innovation Client: USACE NAE Chief Scientist: ¢4 Ad wa
Station ID: Time QOn Station: All measurements are +0.1 feet

I
Core Sample ID: >

~ Northing (NAD 83):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy:

e B opaTE
Date: iy RO PO Predicted Tide (ft):

Time of Collection:

Time Depart Station:

Water Depth (A):

Length of push core assembly (B):
Water surface to top of handle (C):
Length of core (from bottom) (D):
Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD). G- (B -C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I; within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

B 4Baﬂelle ) Location: New Bedford, MA Vessel: S/V Gale [—'o;ce
The Business of Innovation Client: USACE NAE Chief Scientist: /B v

All ements are +0.1 feet

Time On Station:

Station ID:

Core Sample ID: 5 1 Northing (NAD 83): Water Depth (A):

Easting (NAD 83): Length of push core assembly (B):

Logged by:

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handie (C): iy ,}m

Date: iy N ﬁ’; . } Predicted Tide (ft): ; Length of core (from bottom) (D): %g%
Time of Collection: P fﬂif Surveyed elevation (NVGD 29) (E): ,e‘% ié:
Time Depart Station: fip L Water surface from surveyed elevation (F): & » }

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # I, within + 1.0 feet, discard and resample)
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring
BaITEIIe Location: New Bedford, MA

Project #: G606422
Vessel: 5/V Gale Force
Chief Scientist: 4%/, 1t ia

The Business of Innovation Client: USACE NAE

Station ID: Time On Station:

All measurements are +0.1 feet

Core Sample ID; ! Z Northing (NAD 83):

Water Depth (A):

Length of push core assembly (8):

Water surface to top of handie (C):

Length of core (from bottom} (D):

Surveyed elevation (NVGD 29) (E):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy:
vl bR Fod . .
Date: fejotd fU7 Predicted Tide (ft):
. . TR
Time of Coliection: 87 5
. N Ny,
Time Depart Station: [BK

Water surface from surveyed elevation (F).

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B -C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1») Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # [, within = 1.0 feet, discard and resample)

Calculations for Determination of Z* Elevation

(l)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
Client: USACE NAE

Batielle

The Business of Innovation

Chief Scientist: jix

Project #: G606422
Vessel: S/V Gale Force

Station ID: W Time On Station:

All measurements are 0.1 feet

Core Sample ID: g% Northing (NAD 83):

4

Logged by: [l w,é Easting (NAD 83):

Collection Mechanism: GPS Accuracy:

Water Depth (A):
Length of push core assembly (8):
Water surface to top of handie (C):

Length of core (from bottom) (D):

Date: Predicted Tide (ft):
Time of Collection: Surveyed elevation (NVGD 29) (E):
Time Depart Station: iy 7z, ';W Water surface from surveyed elevation (F):
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E - F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1)

Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) vBaﬂe"e ) Location: New Bedford, MA Vessel: S/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: % W ks

i All ts are +0.1 feet

Time On Station:

Station {D:

Core Sample ID: %, g %g;éNorthing (NAD 83): M4y % Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (8): 1;: &

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): [e? gf

Date: i / b},réé é & ﬁ‘?" Predicted Tide (ft): Length of core (from bottom) (D): 4% ﬁ
Time of Collection: Surveyed elevation (NVGD 29) (E): % A

Water surface from surveyed elevation (F);«‘é}a %

Calculations for Determination of Z* Elevation

Time Depart Station:

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample) -
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

y Ba"e"e ) Location: New Bedford, MA Vessel: S/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist:  j4 ~ ‘%f%;i{? W,

All measurements are +0.1 feet

L (x4 ) .
Station ID: wdno, e e Y Time On Station:

o
Northing (NAD 83): . + Water Depth (A):

Core Sample 1D:

Length of push core assembly (B):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: : . Predicted Tide (ft): Length of core (from bottom) (D}):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F): ™™

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G - (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H+D “

(I») Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within = 1.0 feet, discard and resample) e
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File ID of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

Ba"elle ) Location: New Bedford, MA Vessel: S/V Gale Force
7he Business of lunovation Client: USACE NAE Chief Scientist: ;%sﬁ

Station ID: Time On Station:

All measurements are +0.1 feet

Core Sample ID: = £/ Northing (NAD 83):

Water Depth (A):

Easting (NAD 83):

Logged by:

Length of push core assembly (8):

Collection Mechanism: GPS Accuracy:

Water surface to top of handle (C):

Date: Predicted Tide (ft):

Length of core (from bottom) (D}):

Time of Collection:

Surveyed elevation (NVGD 29) (E):

Time Depart Station:

Water surface from surveyed elevation {F):

Calculations for Determination of Z* Ele
(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
) VBa“e“e _ Location: New Bedford, MA Vessel: S/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: %

Time On Station: All measurements are +0.1 feet

Station 1D:

Core Sample ID: Northing (NAD 83): Water Depth (A):

Length of push core assembly (8):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C).
Date: : - Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 28) (E):

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGDY): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
B 'Ba“elle ) Location: New Bedford, MA Vessel: 5/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: 4, - [

Station ID: Time On Station: All measurements are +0.1 feet

Core Sample ID: Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
Date: ' Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: Surveyed elevation (NVGD 29) (E):
Time Depart Station: Water surface from surveyed elevation (F): .
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F fj ) Z.

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D -

(/;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

v Ba“e“e Location: New Bedford, MA Vessel: S/V Gale Force
Ihe Business of Lawovation Client: USACE NAE Chief Scientist: g1 4/ p. L5 A,

Station ID: Time On Station: All ts are 0.1 feet

Core Sample ID: orthing (NAD 83): Water Depth (A):

Easting (NAD 83): Length of push core assembly (B):

Logged by:

Collection Mechanism: GPS Accuracy: Water surface to top of handle (C}):

Date: Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F): + e %

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z¥) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within x 1.0 feet, discard and resample)
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File 1D of digital photograph(s):
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Project Name: New Bedford Harbor Environmental Monitoring
Baﬁe"e Location: New Bedford, MA

The Business of Innovation

Project #: G606422
Vessel: SV Gale I:‘orc;e
USACE NAE Chief Scientist: %%

Station ID: Time On Station:

All measurements are +0.1 feet

Core Sample 1D: Northing (NAD 83):

Logged by: Easting (NAD 83):
Collection Mechanism: Push-Core GPS Accuracy:
Date: Predicted Tide (ft):

Time of Collection:

Time Depart Station:

Water Depth (A):

Length of push core assembly (B):
Water surface to top of handle (C):
Length of core (from bottom) (D):
Surveyed elevation (NVGD 29) (E):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F

(H) Elevation of the bottom of the core (NVGD). G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # I, within x 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

» Ba"e"e Location: New Bedford, MA Vessel: S/V Gale Force

The Business of Innovation Client: USACE NAE Chief Scientist: . b/ zieis
Wy Er P

Station ID: 1910 £ 74 Time On Station: All measurements are +0.1 feet

Core Sample ID: Northing (NAD 83): Water Depth (4):

Length of push core assembly (B):

Logged by: Easting (NAD 83):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handie (C):
P B ; # X .

Date: iY IR Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G - (B -C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | £ I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422

. Ba“e"e ) Location: New Bedford, MA Vessel: S/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist: #4785 hy

. T 5 ’e |
Station 1D: B\ Time On Station: Al ements are x0.1 feet

Water Depth (A):

Length of push core assembly (B):

Water surface to top of handle (C):

Core Sampie ID: Northing (NAD 83): « j};
Logged by: Easting (NAD 83): e
Collection Mechanism: Push-Core GPS Accuracy:

Date: 1N & Predicted Tide (f):

Length of core (from bottom} (D):

Time of Collection:

Surveyed elevation (NVGD 29) (E):

Time Depart Station:

Water surface from surveyed elevation (F)

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(12) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if  # I, within £ 1.0 feet, discard and resample)

;
}
§

a g o

¢ T ] o

N 2 N 5

=~ € T3 o a A
5 £ =9 5 £ =
= O 20 5 2 @
< m 2w = i E - -y
@ ; 20 2 2 < X o I} £
il @« =0 b o] 3 9N hs] &

= i e = [&] o =3 e} 9] Comments
st Ao

-

O gt Sevrplad S

?@@ T’”%C‘/@S Qv”?»ol?g{q
an l2)izlor

g fmw

S-OTO- DB - (O~ - P

File ID of digital photograph(s):

Comments:
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
Client: USACE NAE

Batielle

The Business of Innovation

Chief Scientist:

Project #: G606422

Vessel: Sg Gale Force

Station ID: Time On Station:

All ts are +0.1 feet

Core Sample 1D: Northing (NAD 83):

Water Depth (A):

(/) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I2)

Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: Push-Cpre GPS Accuracy: Water surface to top of handle (C}):

Date: Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: Surveyed elevation (NVGD 29) (E): 4
Time Depart Station: Water surface from surveyed elevation (F):@’ £, Fé

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E£-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z) Elevation of visual transition (NVGD): H + (distance to visual transition)

O o~ 3 )

c T kS B

. 4] ]

£ g = oy g 0
~ O

c " § < e o
(] E=3 = @ -
= 5] fo &4 - 3 o
T o -g 5] 5 2 E - a
2 s £8 2 5 33 8 5
w - 3D o [&] =9 Q %] Comments

fo—

S -EEUW —gy 1Y
:gm\éﬁ& fakion fuommn
TIOP LY R

on i2/nlre
%?‘5/&&/

. 3
H afta %@%%& €y ;

-

File ID of digital photograph(s):

Comments:

Toc/bs
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Page 5 of



Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e“e Location: New Bedford, MA Vessel: 5/V Gale Force
The Businoss of Lnnovation Client: USACE NAE Chief Scientist: Ji- /5|
Station ID: i’? i :"Z Time On Station: / All measurements are £0.1 feet
Core Sample ID: Northing (NAD 83): Water Depth (A):
Logged by: Easting (NAD 83): Length of push core assembly (B): .0
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handie (C): f* {i
Date: ‘é Predicted Tide (ft): Length of core (from bottom) (D): ’
Time of Collection: i % 2 Surveyed elevation (NVGD 29) (E):
. Time Depart Station: Ly f?; Water surface from surveyed elevation (F).
Calculations for Determination of Z* Elevation
(G) Elevation of Water Surface (N\VGD): E - F 1.5

(H) Elevation of the bottom of the core (NVGD): G - (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water intertace as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water intertace as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)

8 = g 3

A g =

£ & - o & o @
§ £ =8 5 E 2
=B 2° kA 2 @
g o =4 5 2 £, 5 g
@ a £H (<} S SN b= &

= gD 8] (&} =0 Q [] Comments

L5 1D - DDZ - 16

File ID of digital photograph(s):
Comments:
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Project Name: New Bedford Harbor Environmental Monitoring

Batrelle

Project #: G606422

Location: New Bedford, MA Vessel: R/V Gale Force

The Businers of Lmmovation Ciient: USACE NAE Chief Scientist:
Station ID: é f ﬁ; 2 Time On Station: All measurements are 0.1 feet
Core Sample D: . & -2 1) 44 A Z.2-0U~5CNorthing (NAD 83): Water Depth (A): g :
Logged by: A Easting (NAD 83): ; &0 Length of push core assembly (5): z g:;
Collection Mechanism: Push-Core GPS Accuracy: ﬁ{ =3 Water surface to top of handie (C): & [
Date: fif i / &7 5 Predicted Tide (ft): “‘?ﬁﬂ: . Length of core (from bottom) (D): §fgx

Time of Collection: 250 Surveyed elevation (NVGD 29} (E):

Time Depart Station: J=f 5 Water surface from surveyed elevation (F): "/« 4,

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F -, Q@
(H) Elevation of the bottom of the core (NVGD): G- (B-C) ~%.lo ©
. ey
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) = 7. 3 it
o
(1)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - ?} Lo W
(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - ’% o
(Note if 1 # I, within = 1.0 feet, discard and resample) v W
ray ]
g =T 2 s
z g T
2 € =2 & a 3
: = 23 g 5 2 % g 5 g
o =2 59 = 8 o s 4 3 3 Comments
0
S-g10 - a2z~ 10-2p
o !
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o

e

File ID of digital photograph(s):
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.~ Project Name: New Bo&ford Harbér Environmental

Battelle

oo, ) " Locatlon: ~ New Bedford, MA
7he Business of lunuvation Client: USACE NAE
Station ID: L1 P m @ Time On Station: § 3 % ? All measurements are 0.1 feet
Core Sample D . 510 -~ §A22 - D0 -0~ fortring (NAD 83): 27041 833 waterDepth (A): 2zt
Logged by: i {5 Easting (NAD 83): LS00 L Length of push core assembly (8): & & g‘ . E }
Collection Mechanism: «_Push-Core GPS Accuracy: ' Water surface o top of handle (C): g% g A
Date: e fep i Predicted Tide (ft): - Length of core (from bottom) (D): % (3‘%
) 5
Time of Collection; Surveyed elevation (NVGD 29) (E):
Time Depart Station: £ i‘% L4 \Ji Water surface from surveyed elavation (F): - § . ;‘i

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). E-F =4l
(H) Elevation of the bottom of the core (NVGD). G- (B-C) - . ~i o
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition) ~ 1.4 -
(f) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D - 5 q’i‘; “*‘S
(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A - 3.3 4
(Note if | # I, within + 1.0 feet, discard and resample) w 0]
-~ (]
8 T 2 o
> 3 T
.5 £ ; >'§ 2 § =
5 & - ga 2 £ 2
- £8 | 5 - - 3
o = 53 2 8 8 =3 g 3 Commernts
g7 4
S-gTD-RRAA2-1020, -fE
- P -
W@@ =2 eadaumis
Jo™

“g"\ %% + B¢ [i@S myﬁ}

on j2lizlor e Jad,,

Vo Sonpleo Jaken
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File 1D of digital photograph(s):

Comments:
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Station Log for Benthic Sediment Grab Samples

Project #: G606422
Client: USACE NAE

Project Name: New Bedford Harbor Environmental Monitoring

Location: New Bedford, MA
Chief Scientist: Theresa Himmer

Vessel: R/V Gale Force

Field Measurements

Survey ID: 2007 OU-3

Station Depth (feet): -G

Station ID: G

Time on Station: & 93

Date: i ok

i
Time Depart Station: (2 % 1L

Recorded by:  jin

Attempt #P
Northing: Ve X5 &7 |crabSize: 0.1-m?
Easting: #4 ] o O | g 3 1), A’q{g Analyses : PCBs
Collection Time o O R
Sample ID: “;f% B-0ubs —gh-d32
Sample Description: gﬁﬂ&{, :‘jﬁé}& Mgﬁz @%fﬁ{ - @, gjm Mg CEAMIAL S hé}‘i
Attempt #2
Latitude: Grab Size: 0.1-m”
Longitude: Analyses : PCBs
Time:
Sample ID:
Sample Description: ;=" £ A e fiiin

Additional Comments: = (s plh |, Flk G- pyyY e lolbm A
Field Measurements
Survey ID: 2007 OU-3 Station Depth (feet):
Station ID: ¢ Ly Time on Station: i
Date: & jikéi ¢ 3 Time Depart Station; & 7.5
Recorded by.  #4 W/ T
57 Attempt #1
Northing: ’} EC G0, A Grab Size: 0.1-m°
Easting: Ea bl Analyses : PCBs
Collection Time: 53% Qf«{
Sample ID: ¢~ & & i, = OO 8
Sample Description I A E é!! A
= JVAY U h Sand on Sorfeity with Bladk "%aﬂ& 5»4@&% Vil -
= onup it { 3ot e on Edhpsonng
o Attempt #2
Latitude:... Grab Size: 0.1-m?
Longitude: Analyses : PCBs
Time: )
Sample ID:

Sample Description:

Additional Comments:




Station Log for Benthic Sediment Grab Samples

Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422
Client: USACE NAE

Location: New Bedford, MA
Chief Scientist: Theresa Himmer
Vessel: R/V Gale Force

Field Measurements

Survey ID: 2007 OU-3 Station Depth (feet). [~ E
Station ID:  Jut £ Z Time on Station: (T
Date: G//8/57 Time Depart Station: /7
Recorded by: “Tis
Attempt #1
Northing: 76 55%w 2. 09 Grab Size: 0.1-m*
Easting: F1¥ 14 g w9y Analyses : PCBs
Collection Time: /& ¢4
Sample ID; S & 48 Cti 47 -pp- @D
Sample Description: ncd dewd -4 I A . Ale g by peche
o %g éé’%&; N ;M an
g Attempt #2
Latitude:.. Grab Size: 0.1-m?
Longitude: Analyses : PCBs
Time:
Sample ID: ™
Sample Description: .
Additional Comments: gfi e f é)ﬁ TEW gt - s bt et Je L Al deng ©
oy LD ‘g'ig ﬁx@‘i : }-
Field Measurements
Survey ID: 2007 OU-3 Station Depth (feet). <€L.5-  /p o 7
Station ID: (4 &1 Time on Station: e
Date: FJ;gin% Time Depart Station: % - ii
Recorded by:  ~1if
Attempt #1
Northing: “ilg e Grab Size: 0.1-m®
Easting: 21394 O Analyses : PCBs
Collection Time: -#gz : fdedte Ll (2D
Sample ID; 3-8 7 & T AR
Sample Description: ]
1k Gy foce s v - s ~t [ - }sf@ =T = I e OOl o, foes FTEAAA
7 el ekl Shfeed  spivnal 7 7
— 1. Attempt #2
LatﬁUde;\,,” Grab Size: 0.1-m?
Longitude: Analyses : PCBs
Time: B
Sample ID:

Sample Description:

Additional Comments:




Station Log for Benthic Sediment Grab Samples

Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422
Client: USACE NAE

Location: New Bedford, MA
Chief Scientist: Theresa Himmer
Vessel: R/V Gale Force

Field Measurements

Survey ID: 2007 OU-3 Station Depth (feet): /] &’
Station ID: & ¢4 £F Time on Station: ;4" ¢
Date: “ligiz3 Time Depart Station. | “%: </ &
Recorded by:
Attempt #1
Northing: Jl % Lpl” e Grab Size: 0.1-m?
Easting: E I Analyses : PCBs
Collection Time: {2 Z«w
Sample ID: ) -¢1g. ou fF-cp-&3
Sample Description: 7 4¢ ¢ gv 1 0 caqigvs - wlll Sovkd -~ maed %&Mf © e fye” ormden
g Ayem llacl s M2 Cuen é
Attempt #2
.} atitude: Grab Size: 0.1-m”
Lo ngﬁj‘d e Analyses : PCBs
Time: e
Sample ID: —
Sample Description: R ——
Additional Comments:
Field Measurements
Survey ID: 2007 OU-3 Station Depth (feet): {d-f1
Station ID: £ of & Time on Station: L (7
Date: <7 [i% /4 Time Depart Station. ¢/ ;2
Recorded by:
Attempt #1
Northing: 7.2 % | LS Grab Size: 0.1-m?
Easting: ¥ 1 ‘ ct Analyses : PCBs
Coliection Time: jiigy f
Sample ID: ;- 16 - ou -5y &7,
Sample Description: A Lt Lo CATTIEY ey el aoyieed  deen b diniy
oV N ¢ b by VI~ Y i
U
Attempt #2
e JL atitude: Grab Size: 0.1-m”
Longitudé Analyses : PCBs
Time: B
Sample ID:
Sample Description: T o

Additional Comments:




Station Log for Benthic Sediment Grab Samples

Project Name: New Bedford Harbor Environmental Monitoring Location: New Bedford, MA
Project #: G606422 Chief Scientist: Theresa Himmer

= |Client: USACE NAE Vessel: R/V Gale Force

Field Measurements

Survey ID: 2007 OU-3 Station Depth (feet): [ ¥

Station ID: 7w # s f Time on Station: @& jj.<f

Date.  _gire— /%07 Time Depart Station: TE Y

Recorded by: -7izi ¢

Attempt #1

Northing: JipGbeboé s~ 205 -0 4 <4 |GrabSize: 0.1-m*
Easting. iS04 804 i b2y |Analyses : PCBs

Collection Time: /¢, 4 4 F190 42 ov | @

o
Sample ID: 548 - pufff~ 42 -& 3
. &

Sample Description:

Attempt #2

Latitude:... Grab Size: 0.1-m”

[_ongitude; Analyses : PCBs
Time: I
Sample ID; T
Sample Description:
Additional Comments:  Cowl o s b g4 e Ao afrie 4 v Al
Field Measurements
Survey ID: 2007 OU-3 Station Depth (feet): 1 73.57
Station|D: i/ £2 Time on Station: |, 20>
Date:.  9//%/ &% Time Depart Station: |1 29
Recorded by: 7%
Attempt #1
Northingg /. s<RYd 5 , 9 Grab Size: 0.1-m?
Easting: %L AYKE2 22 Analyses : PCBs
Collection Time: /4 ‘2z
Sample D S-#38 - /500 5 - 05
Sample Description:
< Attempt #2
. ]Latitude: Grab Size: 0.1-m”
Longitiide:-.._ Analyses : PCBs
Time: e
Sample ID: e
Sample Description: T

Additional Comments:




9

Station Log for Benthic Sediment Grab Samples

Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422
=1Client: USACE NAE

Location: New Bedford, MA
Chief Scientist: Theresa Himmer
Vessel: R/V Gale Force

Field Measurements

Survey ID: 2007 OU-3 Station Depth (feet): /2.5
Station ID: Zwd ¥ Time on Station: L jdi e
Date: Tlisia= Time Depart Station:
Recorded by:

Attempt #1

Northing: Jlo&ic 237 ¢!

Grab Size: 0.1-m?

Eastingg %13 464159

Analyses : PCBs

Collection Time: {¢f.7 -

SampleID: 5 s FB 0w it =85 -0

Sample Description: 7 i ~ o i”i,@“\f% - oy Wﬁi Al e > Lot prpr S Fory
ol Sy Letd plales by (o, ; v/ <
Attempt #2
M atitude: Grab Size: 0.1-m”
Lo ngltude° Analyses : PCBs
Time: V
Sample ID: e
Sample Description: e
Additional Comments:
Field Measurements
Survey ID: 2007 OU-3 Station Depth (feet): /.
StationID: &1 A Time on Station: sid
Date: /12 /z= |Time Depart Station:
Recorded by: f—yy‘
Attempt #1
Northing. ¢ 5t I35 30 Grab Size: 0.1-m”
Easting: f - 57, e Analyses : PCBs
Collection Time: /% -%/ > \
’ Sample ID: 5-0 38 - DU g ¥ LD -
Sample Description: [/, , zw SC ATTIYY ML S D st €t e s TespD Yy
il ol levs  ~ Yz Coan Y
Attempt #2
Latitude: Grab Size: 0.1-m*
——JLongitude: Analyses : PCBs
Time:
Sample ID: e,
Sample Description: e .
\'Wﬂ R

Additional Comments:




Station Log for Benthic Sediment Grab Samples

Project Name: New Bedford Harbor Environmental Monitoring

Project #: G606422
Client: USACE NAE

Location: New Bedford, MA
Chief Scientist: Theresa Himmer
Vessel: R/V Gale Force

Field Measurements

Survey ID: 2007 OU-3 Station Depth (feet).  {]. 7"’
Station ID: &4 (& Time on Station: Y

Date:  “Jli¢is= Time Depart Station: # £ i s
Recorded by: -+l
Attempt #1
Northing:  3i.% . aUdS | (o5 Grab Size: 0.1-m?
Easting: Xi D Lo ’ Analyses : PCBs
Collection Time: s/ 3% "Ml L7z isidny =N 200 = /5. a0 -
Sample ID: 3 =03 B pui i ~O6 43 oy TN erek
Sample Description: Vil e L0f &FLev™ ny 5 e ﬁ; e ;;E g%?; i@i{jg é;g@ﬁf .
Attempt #2
1L atitude: Grab Size: 0.1-m?
Longitude:; Analyses : PCBs
Time: o :

Sample ID:

Sample Description:

Additional Comments:

Field Measurements

Station Depth (feet):

Survey ID: 2007 OU-3
Station ID: #4114

Time on Station: & 4%

Date. 9719/ 03 Time Depart Station:
Recorded by: M/ Tt
Attempt #1
Northing: s 3 & A1 2. 5 7 Grab Size: 0.1-m’
EBastingg ©:"2 2 7, i Analyses : PCBs

Collection Time: ¢77 2 £,

Sample ID: 5 - ¢354y~ e 8 P gF e ep

Sample Description: ¥t s Loodiioein .
Frue o el Senngd ¢ Grertgw et Handle 7/ 5
Attempt #2
Latitude: 7484 35 7,9 3 Grab Size: 0.1-m”
Longitude: %} "3 2% .45 Analyses : PCBs
Time: o =4 %

Sample Description:

=k
__Additional Comments:




Station Log for Benthic Sediment Grab Samples

Project Name: New Bedford Harbor Environmental Monitoring Location: New Bedford, MA
Project #: G606422 Chief Scientist: Theresa Himmer

Client: USACE NAE . Vessel: R/V Gale Force

Field Measurements

Survey ID: 2007 OU-3 Station Depth (feet). i -/

Station ID: ¢ i4¢74 Time on Station: & 7<%

Date: 9/i4yle¥# Time Depart Station: 172 |

Recorded by: i ue’/ 574

Attempt #1

Northing: :g‘?{g 5§¢ 4 g”?e A %»g Grab Size: 0.1-m?
& Analyses : PCBs

Eastingg §{# “ %0 . A5

Collection Time: 7-£

Sample D& -

LN ,f 3 vl #EL é;& gé Al .ﬁ&‘f‘?ﬁ i;‘iﬁ pealrs

Latitude: Grab Size: 0.1-m?

- itude: Analyses : PCBs

Time: i o i

Sample ID: T

Sample Description: %NM
. N
Additional Comments:
Field Measurements
Survey ID: 2007 OU-3 Station Depth (feet): g )
Station ID: 1 i™ Time on Station: & % 5{%
Date: ¢/ig /&2 Time Depart Station: (73 55
Recorded by:#tis/ g’”’gsg
Attempt #1
Northing: 4. % ,}Q; R Grab Size: 0.1-m”
Easting: 1327 5.7 Analyses : PCBs
Collection Time: £/37.% o
572 5 o J17 ey
Sample Description: '
Attempt #2
~-JLatitude: Grab Size: 0.1-m”
Longitugier—c.____ Analyses : PCBs
Time: "““””’”““"‘M'"Www»w»%.m,wmMw B
Sample ID: S
Sample Description: e

Additional Comments:




Station Log for Benthic Sediment Grab Samples

Project Name: New Bedford Harbor Environmental Monitoring Location: New Bedford, MA
Project #: G606422 Chief Scientist: Theresa Himmer

Client: USACE NAE Vessel: R/V Gale Force

Fi_t_eld Measurements

Survey ID: 2007 OU-3 Station Depth (feet): ;7

Station ID: ¢ IS Time on Station: & 7.5
Date: 7 /73/7+¢ Time Depart Station. /9 (/¢

Recorded by: #iv /5 i

Attempt #1

LS dH Grab Size: 0.1-m”

b Analyses : PCBs

Sample ID:5-£77 B~OU/ | 5 - 08 -5
Sample Description: H

atewt 1n Bne S

g

P : »
A > T i, - P siE Fa Y . 5 . .
S A O i A U T B e s B

w
-
b
e
Y
0y

(N

... |Latitude: Grab Size: 0.1-m”

Longlmde_ ; Analyses : PCBs

Time: e

Sample ID:

Sample Description: .

Additional Comments:
Field Measurements
Survey ID: 2007 OU-3 Station Depth (feet). /- &
Station ID: &5 1 ¢ Time on Station: [/ ;4
Date: % /¢4 (o2 Time Depart Station: / & /
Recorded by: t o2 TL
Attempt #1
Northing: A & 32852, ¢ Grab Size: 0.1-m?
Easting. £/ %234 . Analyses : PCBs
Collection Time: j¢J | &
—[Sample D50 7 5= PUIE -
Sample Description:  { f~3//# «f [
s Hyf Do sl 5 Capmt ] sil et
e Attempt #2
Latitude™ . Grab Size: 0.1-m?
Longitude: T Analyses : PCBs
Time: e
Sample ID: e
Sample Description: e

Additional Comments:




Station Log for Benthic Sediment Grab Samples

Project Name: New Bedford Harbor Environmental Monitoring
Project #: G606422

Location: New Bedford, MA
Chief Scientist: Theresa Himmer
Vessel: R/V Gale Force

= Client: USACE NAE

Field Measurements

Survey ID: 2007 OU-3 Station Depth (feet): /. |

Station ID:_ 414 1 3 Time on Station: ] 4 2%

Date: 9 (14 /z7F Time Depart Station: {734/ <
P iC 2

¥

Recorded by: #w /jH

Attempt #1

Northing: Al 3¢ ¥04. 20

Grab Size: 0.1-m?

Easting | 71E89.50

Analyses : PCBs

Collection Time: | {J.

Sample ID: 5=3F5 =00 ] 0067
p : i/ .

Sample Description: /5.
ik

ey & 4 LYY ’*’éw“w% - : J Rt o s binlor b ShE L3
?
o Attempt #2
e |Latitude: Grab Size: 0.1-m?
-ongitude: Analyses : PCBs
Time: e
Sample ID: e
Sample Description:
Additional Comments:
Field Measurements
Survey 1D: 2007 OU-3 Station Depth (feet):

Station 1Ds-.. Time on Station:

Date: Time Depart Station:

Recorded by:

e Attempt #1

NO&,}) ing—_

Grab Size: 0.1-m*

Easting:

Analyses : PCBs

Collection Time.

Sample ID:

Sample Description:

Attempt #2

Latitude:

Grab Size?6.3-m*

Longitude:

Analyses : PCBs ™.

Time:

Sample ID:

Sample Description:




This page intentionally left blank



Boat House Samples
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
B Ba“e“e Location: New Bedford, MA Vessel: S/V Gale Force
The Business of Iunovation Client: USACE NAE iy e Chief Scientist:

Time On Station: All measurements are +0.1 feet

Y
Station ID: ey

Core Sample ID:

Northing (NAD 83): ~ Water Depth (A):

Logged by: [ 3R Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle {C):
Date: % / .7 i 2 @ Predicted Tide (ft): Length of core (from bottom) (D):
Time of Collection: 2 :E “4 Surveyed elevation (NVGD 29) (E):
Time Depart Station: i 1 Water surface from surveyed elevation (F): &7 4

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD). G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if I # I, within = 1.0 feet, discard and resample)

§ = £ 2

z E ;:

é =5 - @ 5 a A

s £ > 8 S E g

2 % ] % 3 @

g o 39 @ 5 2 £ 5 g

g s £9 g £ g 58 £ 5

= 32 = o Q = o e} %] Comments

34

07 - 08H 2 - 0o-1

AN

\ .< So7-0fH2 - 1640

f’;
-

S-71D - GhH2 - 26°30

File 1D of digital photograph(s):

Comments:

2z 5

() Sempla 105 tn PR+ Prchiee

00 ir Hyo/ Sed ;ﬁ@&fl&%

Subsmpleg r2/s/rr mmE
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

) Ba“e“e Location: New Bedford, MA Vessel: S/V Gale Force

The Business of Innovation Client: USACE NAE Chief Scientist:

Station {D: Time On Station: All measurements are +0.1 feet

Core Sample ID: 5 Zz /ﬁ Northing (NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (8):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C):
[ N A |

Date: 1A 2; 5 T Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29) (E):

Time Depart Station: Water surface from surveyed elevation {F}:

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD). £-F

(H) Elevation of the bottom of the core (NVGD): G- (B- C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/) Eleyation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(/) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬁe"e Location: New Bedford, MA Vessel: S/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist:
Station ID: r %’% ’ {}V\f& " Time On Station: ' i E:; : All measurements are +0.1 feet
Core Sample ID: S8 EHE~ 65 -3 ”f&gmmg (NAD 83): 13669 S water Depth (a): &L
Logged by: §g§, W Easting (NAD 83): é?i 5 @f % . - § Length of push core assembly (B): §g£§
Collection Mechanism: Push-Core GPS Accuracy: ?:E, . % Water surface to top of handle (C): 3 ?;:
Date: Wit i oF Predicted Tide (H): Length of core (from bottom) (D): 3.0
Time of Collection: 3&%1 Surveyed elevation (NVGD 29) (E):
Time Depart Station: | Ex ?1 b Water surface from surveyed elevation (F): ég gé

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I;) Elevation of the sediment-water interface as measured from water depth (NVGD): G- A

(Note if | # |, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring
Location: New Bedford, MA
Client: USACE NAE

Battelle

The Business of lonovation

Chief Scientist:

Project #: G606422
Vessel: S/V Gale Force

Station ID: 17 Time On Station: VR All ts are 0.1 feet
Core Sample 1D: & 0 Y@ BH F =00 =T Northing (NAD 83): 47060 ?@m .{s  Water Depth (A): (-9
Logged by: M i“%f Easting (NAD 83): % 2 gi"”‘ 5. {f/ Length of push core assembly {(8): g’ z @
Collection Mechanism: E’ush-CO(e GPS Accuracy: %?ézg : Water surface to top of handle (C): é:.? éf
Date: ﬁi fZ ”f f g ?‘ Predicted Tide (ft): Length of core (from bottom) (D): v}gi o
Time of Collection: % %?&; Surveyed elevation (NVGD 29) (E):
Time Depart Station: i ?@ &%% Water surface from surveyed elevation (F): f;},?ﬁ -
Calcuiations for Determination of Z* Elevation
(G) Elevation of Water Surface (NVGD): E-F
(H) Elevation of the bottom of the core (NVGD): G- (B-C)
(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)
(I} Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D
(/,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if 1 # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Ba“e"e Location: New Bedford, MA Vessel: S/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist:
Station ID: 14 ‘ %{j Time On Station: All measurements are +0.1 feet
core sample D 5070 BIEH IO =00 =A% Norting (NAD 83): Water Depth (4):
Logged by: fﬁ%‘; Easting (NAD 83): Length of push core assembly (B):
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): sl [ O

Length of core (from bottom) (D): § .9

Surveyed elevation (NVGD 29) (E):

Water surface from surveyed elevation (F): tif;é%:?

Calculations for Determination of Z* Elevation

Date: A Predicted Tide (1)

Time of Collection:

Time Depart Station:

(G) Elevation of Water Surface (NVGD): £-F

(H) Elevation of the bottom of the core (NVGD): G- (8- C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

() Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

Baﬂe"e Location: New Bedford, MA Vessel: S/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist:
PPy oo o ]
Station ID: @ ”i, 2 Time On Station: fe1! €§ All ements are +0.1 feet
Core Sample ID: g’@%@“ﬁ’; E"% é =0 ™ 3@ Northing (NAD 83): i;z ¥ QQ § % Water Depth (A): @.jz &
Logged by: A ‘m}g Easting (NAD 83): { 55%;’3 s § Length of push core assembly (8): 00
Collection Mechanism: Push-Core GPS Accuracy: E » i? Water surface fo top of handle (C): §§‘Z
. lan f = ! 2.0
Date: Lo Predicted Tide (ft): Length of core (from bottom) (D): 25t
Time of Collection: % g ) Surveyed elevation (NVGD 29) (E):
A ]
Time Depart Station: [ e e ] 02» Water surface from surveyed elevation (F): i’éfgé -

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(l;) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

» Ba"e“e Location: New Bedford, MA Vessel: S/V Gale Force

The Business of lmovation Client: USACE NAE Chief Scientist:

Station ID: A g’i | Time On Station: All measurements are +0.1 feet

Core sample ID: S-EFPFEB 4 §~40-AH  Northing (NAD 83): » 73 Water Depth (A):

Logged by: A \2Y Easting (NAD 83): . E‘éz Length of push core assembly (B): 24

Collection Mechanism: Push-Core GPS Accuracy: y . Water surface to top of handle (C): &, g

. e J29 103 . " . . *‘gﬁ

Date: it L | Predicted Tide (ft): Length of core (from bottom) (D): K
Time of Collection: P54 1 Surveyed elevation (NVGD 29) (E):
Time Depart Station: [ Q’% 3;*%;@ Water surface from surveyed elevation (F): ﬁl«g;g

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # I, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring
New Bedford, MA
USACE NAE

Batielle

The Business of Innovation

Location:

Project #: G606422
Vessel: S/V Gale Force
Chief Scientist:

Station ID: Time On Station:

All measurements are 10.1 feet

y? .
Core Sample ID: %47 Northing (NAD 83):

Water Depth (A):

Logged by: Easting {(NAD 83): Length of push core assembly (B):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handie (C):

Date: gg , i& i i,;/j‘" Predicted Tide (ft): Length of core {from bottom} (D):
Time of Collection: Surveyed elevation (NVGD 29) (E): s
Time Depart Station: Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E- F

(H) Elevation of the bottom of the core (NVGD). G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(I)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within + 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
B Ba"e "e ) Location: New Bedford, MA Vessel: 5/V Gale Force
The Business of Innovation, Client: USACE NAE Chief Scientist:

Station ID: Time On Station: All measurements are 0.1 feet

Core Sample ID: o Northing {NAD 83): Water Depth (A):

Logged by: Easting (NAD 83): Length of push core assembly (B):

Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handie (C):
PR

Date: E LAl + Predicted Tide (ft): Length of core (from bottom) (D):

Time of Collection: Surveyed elevation (NVGD 29} (E):

Water surface from surveyed elevation (F): A A

Time Depart Station: ¢
—_—

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B - C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(1) Elevation of the sediment-water interface as measured from bottorn of core (NVGD): H + D

(/,) Elevation of the sediment-water irterface as measured from water depth (NVGD): G - A

(Note if | # |, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422

» Ba“e“e Location: New Bedford, MA Vessel: S/V Gale Force
The Business of Innovation Client: USACE NAE Chief Scientist:
. RN E - . .
Station ID: <N Time On Station: All measurements are +0.1 feet
Gn A 5o oy R
Core Sample ID: 7 : w?% Northing (NAD 83): Water Depth (A): St
Logged by: Aws Easting (NAD 83): Length of push core assembly (B): iL.e
Collection Mechanism: Push-Core GPS Accuracy: Water surface to top of handle (C): :f N
s, 12m Faiem X " 2 v
Date: AT | % RN Predicted Tide (ft): Length of core {from bottom) (D}: ¢z
Time of Collection: [ 17 - Surveyed elevation (NVGD 29) (E):
Time Depart Station: gff 5‘% Water surface from surveyed elevation (F): ¢

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): E-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

()  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(1,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

(Note if | # 1, within = 1.0 feet, discard and resample)
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Project Name: New Bedford Harbor Environmental Monitoring Project #: G606422
B Ba“elle Location: New Bedford, MA Vessel: S/V Gale Force
The Business of Iunovation Client: USACE NAE Chief Scientist:

Lk Time On Station:

Station ID: All measurements are +0.1 feet
Core Sample ID: Northing (NAD 83): Water Depth (A):
Logged by: P Easting (NAD 83): Length of push core assembly (B): e
Collection Mechanism: Push- Core GPS Accuracy: Water surface to top of handle (C): ‘:’{ ¥ ;2"
Date: 52 g %é f £ Predicted Tide (ft): Length of core (from bottom} (D): ?j :%9
Time of Collection: ;i % ?» j Surveyed elevation (NVGD 29} (E):
Time Depart Station: i % M:% Water surface from surveyed elevation (F):

Calculations for Determination of Z* Elevation

(G) Elevation of Water Surface (NVGD): £-F

(H) Elevation of the bottom of the core (NVGD): G- (B-C)

(z*) Elevation of visual transition (NVGD): H + (distance to visual transition)

(/)  Elevation of the sediment-water interface as measured from bottom of core (NVGD): H + D

(I,) Elevation of the sediment-water interface as measured from water depth (NVGD): G - A

{Note if | # 1, within + 1.0 feet, discard and resample)
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Appendix B

PCB Analytical Data
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX B

Station ID N14-FO07 11 14-FO7

Collection Date 11/5/07 11/6/07 11/6/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-0N14-00-05 S-07D-0011-00-05 S-07D-0014-00-07

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 1.933|MG/KG_DRYWT D 5.18|MG/KG_DRYWT |D 3.361|MG/KG_DRYWT D
2,2',5-Tricb (PCB 18) 4.383|MG/KG_DRYWT D 11.64|MG/KG_DRYWT [D 7.812|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 4.519|MG/KG_DRYWT D 11.82|MG/KG_DRYWT |D 8.709|MG/KG_DRYWT D
2,2',3,5'-Tetracb (PCB 44) 2.752|MG/KG_DRYWT D 8.044|MG/KG_DRYWT [D 5.621|MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 11.26|MG/KG_DRYWT D 27.5|MG/KG_DRYWT |D 17.9|MG/KG_DRYWT D
2,3',4,4'-Tetracb (PCB 66) 0.214|MG/KG_DRYWT DU 0.222|MG/KG_DRYWT (DU 0.222|MG/KG_DRYWT DU
2,2',4,5,5'-Pentacb (PCB 101) 1.694|MG/KG_DRYWT D 6.665|MG/KG_DRYWT |D 4.481|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.214|MG/KG_DRYWT DU 0.222|MG/KG_DRYWT (DU 0.222|MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 0.216|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT (DU 3.01)MG/KG_DRYWT D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.214|MG/KG_DRYWT DU 0.222|MG/KG_DRYWT (DU 0.222|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.216|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT (DU 1.863|MG/KG_DRYWT D
2,2'4,4'5,5'-Hexacb (PCB 153) 1.852|MG/KG_DRYWT D 0.222|MG/KG_DRYWT (DU 4.223|MG/KG_DRYWT D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.214]|MG/KG_DRYWT DU 0.222|MG/KG_DRYWT (DU 0.222|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.214|MG/KG_DRYWT DU 0.222|MG/KG_DRYWT (DU 0.222|MG/KG_DRYWT DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.214|MG/KG_DRYWT DU 0.222|MG/KG_DRYWT (DU 0.222|MG/KG_DRYWT DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.214|MG/KG_DRYWT DU 0.222|MG/KG_DRYWT (DU 0.222|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.214|MG/KG_DRYWT DU 0.222|MG/KG_DRYWT (DU 0.222|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.214|MG/KG_DRYWT DU 0.222|MG/KG_DRYWT (DU 0.222|MG/KG_DRYWT DU

Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6)

74MG/KG_DRYWT

180

MG/KG_DRYWT

150

MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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APPENDIX B

2007 Post-Dredge Sediment PCB Analytical Results

Station ID K2 N4-F07 o1

Collection Date 11/6/07 11/6/07 11/6/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-00K2-00-08 S-07D-00N4-00-06 S-07D-0001-00-06

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 2.008|MG/KG_DRYWT D 1.568|MG/KG_DRYWT D 30.56|MG/KG_DRYWT D
2,2',5-Tricb (PCB 18) 5.322|MG/KG_DRYWT D 4.258/MG/KG_DRYWT D 52.69|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 5.686|MG/KG_DRYWT D 4.32|MG/KG_DRYWT D 36.86|MG/KG_DRYWT D
2,2',3,5-Tetracb (PCB 44) 3.716|MG/KG_DRYWT D 2.612|MG/KG_DRYWT D 18.68|MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 12.83|MG/KG_DRYWT D 10.98|MG/KG_DRYWT D 90.95|MG/KG_DRYWT D
2,3',4,4'-Tetracb (PCB 66) 0.217|MG/KG_DRYWT DU 0.224{MG/KG_DRYWT DU 1.125|MG/KG_DRYWT DU
2,2',4,5,5'-Pentacb (PCB 101) 3.371MG/KG_DRYWT D 1.83|MG/KG_DRYWT D 8.337|MG/KG_DRYWT Dp
2,3,3',4,4'-Pentacb (PCB 105) 0.217|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.125|MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 2.425|MG/KG_DRYWT D 1.307|MG/KG_DRYWT D 3.169|MG/KG_DRYWT Dp
2,2',3,3',4,4'-Hexacb (PCB 128) 0.217|MG/KG_DRYWT DU 0.224]MG/KG_DRYWT DU 1.125|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 1.581|MG/KG_DRYWT D 0.226|MG/KG_DRYWT DU 5.076|MG/KG_DRYWT D
2,2'4,4'5,5'-Hexacb (PCB 153) 3.023|MG/KG_DRYWT D 2.043|MG/KG_DRYWT D 8.469|MG/KG_DRYWT D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.217|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.125|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.217|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.125|MG/KG_DRYWT DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.217|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.125|MG/KG_DRYWT DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.217|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.125|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.217|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.125|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.217|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.125|MG/KG_DRYWT DU

Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6)

100|MG/KG_DRYWT

75|MG/KG_DRYWT

660|MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX B

Station ID Q9 Ji4 K5

Collection Date 11/6/07 11/6/07 11/8/07|
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-00Q9-00-05 S-07D-0J14-00-06 S-07D-00K5-00-06

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 2.055|MG/KG_DRYWT D 22.38|MG/KG_DRYWT D 5.151|MG/KG_DRYWT D
2,2',5-Tricb (PCB 18) 5.291|MG/KG_DRYWT D 42.16|MG/KG_DRYWT D 13.38|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 6.351|MG/KG_DRYWT D 39.64|MG/KG_DRYWT D 16.12|MG/KG_DRYWT D
2,2',3,5-Tetrach (PCB 44) 3.481|MG/KG_DRYWT D 13.73|MG/KG_DRYWT D 11.15|MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 12.73|MG/KG_DRYWT D 46.98|MG/KG_DRYWT D 32.39|MG/KG_DRYWT D
2,3',4,4'-Tetrach (PCB 66) 0.213|MG/KG_DRYWT DU 0.238|MG/KG_DRYWT DJ 0.423|MG/KG_DRYWT DJ
2,2',4,5,5'-Pentacb (PCB 101) 2.701{MG/KG_DRYWT D 4.578|MG/KG_DRYWT D 5.993|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.213|MG/KG_DRYWT DU 0.524{MG/KG_DRYWT DU 0.518|MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 1.817|MG/KG_DRYWT D 2.778|MG/KG_DRYWT Dp 3.974|MG/KG_DRYWT D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.213|MG/KG_DRYWT DU 0.524|MG/KG_DRYWT DU 0.518|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 1.332|MG/KG_DRYWT D 1.981|MG/KG_DRYWT D 2.609|MG/KG_DRYWT D
2,2'4,4'5,5'-Hexacb (PCB 153) 2.941|MG/KG_DRYWT D 5.384|MG/KG_DRYWT D 6.114|MG/KG_DRYWT D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.213|MG/KG_DRYWT DU 0.524|MG/KG_DRYWT DU 0.518|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.213|MG/KG_DRYWT DU 0.524|MG/KG_DRYWT DU 0.518|MG/KG_DRYWT DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.213|MG/KG_DRYWT DU 0.524|MG/KG_DRYWT DU 0.518|MG/KG_DRYWT DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.213|MG/KG_DRYWT DU 0.524|MG/KG_DRYWT DU 0.518|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.213|MG/KG_DRYWT DU 0.524|MG/KG_DRYWT DU 0.518|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.213|MG/KG_DRYWT DU 0.524|MG/KG_DRYWT DU 0.518|MG/KG_DRYWT DU
Total MonoCB 0.071|MG/KG_DRYWT

Total DICB 6.75|MG/KG_DRYWT

Total TriCB 34.91|MG/KG_DRYWT

Total TetraCB 35.63|MG/KG_DRYWT

Total PentaCB 21.39|MG/KG_DRYWT

Total HexaCB 9.995|MG/KG_DRYWT

Total HeptaCB 1.739|MG/KG_DRYWT

Total OctaCB 0.369|MG/KG_DRYWT

Total NonaCB 0.1]MG/KG_DRYWT

DecaCB 0.04|MG/KG_DRYWT D

Total PCB Congeners (sum CONG x 2.6) 100|MG/KG_DRYWT 470|MG/KG_DRYWT 250|MG/KG_DRYWT

Total PCB Homologues (sum HOM) 110|MG/KG_DRYWT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX B

Station ID J10 J10 K21

Collection Date 11/8/07 11/8/07 11/8/07
Fraction TOTAL TOTAL TOTAL

QC Code REP SA SA

Samp ID S-07D-0J10-00-07-REP S-07D-0J10-00-07 S-07D-0K21-00-12

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 5.052|MG/KG_DRYWT D 5.163|MG/KG_DRYWT D 17.09|MG/KG_DRYWT D
2,2',5-Tricb (PCB 18) 11.2|MG/KG_DRYWT D 10.91|MG/KG_DRYWT D 25.44|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 10.21|MG/KG_DRYWT D 10.15|MG/KG_DRYWT D 22.07\MG/KG_DRYWT D
2,2',3,5-Tetracb (PCB 44) 5.508|MG/KG_DRYWT D 5.325|MG/KG_DRYWT D 9.909|MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 20.95|MG/KG_DRYWT D 19.84|MG/KG_DRYWT D 26.31|MG/KG_DRYWT D
2,3',4,4'-Tetracb (PCB 66) 0.224|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU 2.538|MG/KG_DRYWT D
2,2',4,5,5'-Pentacb (PCB 101) 2.792|MG/KG_DRYWT D 2.712|MG/KG_DRYWT D 4.989|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.224|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU 0.216|MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 1.865|MG/KG_DRYWT D 1.722|MG/KG_DRYWT D 2.949|MG/KG_DRYWT D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.224]MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU 0.216|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 1.253|MG/KG_DRYWT D 1.124|MG/KG_DRYWT D 2.132|MG/KG_DRYWT D
2,2'4,4'5,5'-Hexacb (PCB 153) 3.373|MG/KG_DRYWT D 3.16|MG/KG_DRYWT D 4.295|MG/KG_DRYWT D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.224|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU 0.216|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.224|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU 0.216|MG/KG_DRYWT DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.224|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU 0.216|MG/KG_DRYWT DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.224|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU 0.216|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.224|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU 0.216|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.224|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU 0.216|MG/KG_DRYWT DU

Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6)

160|MG/KG_DRYWT

160|MG/KG_DRYWT

310|MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX B

Station ID M17 WW24 Ww41

Collection Date 11/8/07 11/14/07 11/14/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-0M17-00-06 S-07D-WW24-00-08 S-07D-WW41-00-06

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 9.768|MG/KG_DRYWT D 7.544/MG/KG_DRYWT D 2.324|MG/KG_DRYWT D
2,2',5-Tricb (PCB 18) 21.4|MG/KG_DRYWT D 14.2|MG/KG_DRYWT D 4.902|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 19.61|MG/KG_DRYWT D 16.49|MG/KG_DRYWT D 6.073|MG/KG_DRYWT D
2,2',3,5-Tetrach (PCB 44) 9.723|MG/KG_DRYWT D 8.161|MG/KG_DRYWT D 2.95|MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 38.16|MG/KG_DRYWT D 18.67|MG/KG_DRYWT D 8.623|MG/KG_DRYWT D
2,3',4,4'-Tetrach (PCB 66) 0.563|MG/KG_DRYWT DU 3.528|MG/KG_DRYWT D 0.104|MG/KG_DRYWT DU
2,2',4,5,5'-Pentacb (PCB 101) 4.808|MG/KG_DRYWT D 8.23|MG/KG_DRYWT D 2.028|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.563|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.104|MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 3.015|MG/KG_DRYWT D 5.64|MG/KG_DRYWT D 1.562|MG/KG_DRYWT D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.563|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.104|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 1.865|MG/KG_DRYWT D 2.536|MG/KG_DRYWT D 0.105|MG/KG_DRYWT DU
2,2'4,4'5,5'-Hexacb (PCB 153) 5.719|MG/KG_DRYWT D 6.049|MG/KG_DRYWT D 2.099|MG/KG_DRYWT D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.563|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.104|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.563|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.104|MG/KG_DRYWT DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.563|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.104|MG/KG_DRYWT DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.563|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.104|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.563|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.104|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.563|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.104|MG/KG_DRYWT DU
Total MonoCB 0.211|MG/KG_DRYWT

Total DICB 33.06|MG/KG_DRYWT

Total TriCB 115.1|MG/KG_DRYWT

Total TetraCB 102.9|MG/KG_DRYWT

Total PentaCB 47.42|MG/KG_DRYWT

Total HexaCB 20.89|MG/KG_DRYWT

Total HeptaCB 3.382|MG/KG_DRYWT

Total OctaCB 0.647|MG/KG_DRYWT

Total NonaCB 0.198|MG/KG_DRYWT

DecaCB 0.048|MG/KG_DRYWT D

Total PCB Congeners (sum CONG x 2.6) 300|MG/KG_DRYWT 240|MG/KG_DRYWT 80|MG/KG_DRYWT

Total PCB Homologues (sum HOM) 320|MG/KG_DRYWT
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APPENDIX B

2007 Post-Dredge Sediment PCB Analytical Results

Station ID YY32 BBB23 0026

Collection Date 11/14/07 11/16/07 11/16/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-YY32-00-02 S-07D-BBB23-00-09 S-07D-0026-00-07

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 0.514|MG/KG_DRYWT D 0.09|MG/KG_DRYWT D 9.751|MG/KG_DRYWT D
2,2'5-Tricb (PCB 18) 1.066|MG/KG_DRYWT D 0.27|MG/KG_DRYWT D 17.82|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 1.536|MG/KG_DRYWT D 0.383|MG/KG_DRYWT D 22.22|MG/KG_DRYWT D
2,2',3,5-Tetracb (PCB 44) 0.707|MG/KG_DRYWT D 0.141{MG/KG_DRYWT D 12.41]MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 2.272|MG/KG_DRYWT D 0.602|MG/KG_DRYWT D 24.09|MG/KG_DRYWT D
2,3',4,4'-Tetracb (PCB 66) 0.328|MG/KG_DRYWT D 0.038|MG/KG_DRYWT D 4.04|MG/KG_DRYWT D
2,2',4,5,5'-Pentacb (PCB 101) 0.673|MG/KG_DRYWT D 0.161|MG/KG_DRYWT D 10.67|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.036|MG/KG_DRYWT D 0.011{MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 0.558|MG/KG_DRYWT D 0.128|MG/KG_DRYWT D 6.557|MG/KG_DRYWT D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.028|MG/KG_DRYWT D 0.011|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.34|MG/KG_DRYWT D 0.075|MG/KG_DRYWT D 3.488|MG/KG_DRYWT D
2,2'4,4'5,5'-Hexacb (PCB 153) 0.659|MG/KG_DRYWT D 0.178|MG/KG_DRYWT D 7.978|MG/KG_DRYWT D
2,2',3,3',4,4' 5-Heptacb (PCB 170) 0.044|MG/KG_DRYWT Dp 0.011|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.063|MG/KG_DRYWT D 8.40E-04|MG/KG_DRYWT DpJ 0.226|MG/KG_DRYWT DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.067|MG/KG_DRYWT D 0.011|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.011|MG/KG_DRYWT DU 0.011|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.011|MG/KG_DRYWT DU 0.011|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.011|MG/KG_DRYWT DU 0.011|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6) 23|MG/KG_DRYWT 5.4|MG/KG_DRYWT 310|MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX B

Station 1D 0032 0038 SS29

Collection Date 11/16/07 11/16/07 11/16/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-0032-00-08 S-07D-0038-00-05 S-07D-SS29-00-07

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 8.637|MG/KG_DRYWT D 4.767|MG/KG_DRYWT D 10.36|MG/KG_DRYWT D
2,2'5-Tricb (PCB 18) 15.75|MG/KG_DRYWT D 9.546|MG/KG_DRYWT D 20.05|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 19.89|MG/KG_DRYWT D 11.83|MG/KG_DRYWT D 25.03|MG/KG_DRYWT D
2,2',3,5-Tetracb (PCB 44) 11.32|MG/KG_DRYWT D 6.33|MG/KG_DRYWT D 12.83|MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 23.61|MG/KG_DRYWT D 13.98|MG/KG_DRYWT D 27.18|MG/KG_DRYWT D
2,3',4,4'-Tetracb (PCB 66) 3.762|MG/KG_DRYWT D 2.033|MG/KG_DRYWT D 3.746|MG/KG_DRYWT D
2,2',4,5,5'-Pentacb (PCB 101) 8.522|MG/KG_DRYWT D 5.421|MG/KG_DRYWT D 10.8|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.107|MG/KG_DRYWT DU 0.22|MG/KG_DRYWT DU 0.537|MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 5.461|MG/KG_DRYWT D 3.567|MG/KG_DRYWT D 6.805|MG/KG_DRYWT D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.107|MG/KG_DRYWT DU 0.22|MG/KG_DRYWT DU 0.537|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 3.212|MG/KG_DRYWT D 1.572]MG/KG_DRYWT D 2.698|MG/KG_DRYWT D
2,2'4,4'5,5'-Hexacb (PCB 153) 6.768|MG/KG_DRYWT D 4.086|MG/KG_DRYWT D 7.51|MG/KG_DRYWT D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.107|MG/KG_DRYWT DU 0.22|MG/KG_DRYWT DU 0.537|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.107|MG/KG_DRYWT DU 0.22|MG/KG_DRYWT DU 0.537|MG/KG_DRYWT DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.107|MG/KG_DRYWT DU 0.22|MG/KG_DRYWT DU 0.537|MG/KG_DRYWT DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.107|MG/KG_DRYWT DU 0.22|MG/KG_DRYWT DU 0.537|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.107|MG/KG_DRYWT DU 0.22|MG/KG_DRYWT DU 0.537|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.107|MG/KG_DRYWT DU 0.22|MG/KG_DRYWT DU 0.537|MG/KG_DRYWT DU
Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6) 280|MG/KG_DRYWT 160|MG/KG_DRYWT 330|MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX B

Station ID VVv34 DD22 GG29

Collection Date 11/16/07 11/20/07 11/20/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-VV34-00-10 S-07D-DD22-00-11 S-07D-GG29-00-06

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 8.823|MG/KG_DRYWT D 16.1|MG/KG_DRYWT D 57.24|MG/KG_DRYWT D
2,2',5-Tricb (PCB 18) 19.2|MG/KG_DRYWT D 28.76|MG/KG_DRYWT D 88.21|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 27.65|MG/KG_DRYWT D 37.96|MG/KG_DRYWT D 111.9|MG/KG_DRYWT D
2,2',3,5-Tetracb (PCB 44) 14.62|MG/KG_DRYWT D 23.09|MG/KG_DRYWT D 53.84|MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 29.4|MG/KG_DRYWT D 35.32|MG/KG_DRYWT D 93.05|MG/KG_DRYWT D
2,3',4,4'-Tetracb (PCB 66) 6.297|MG/KG_DRYWT D 8.043|MG/KG_DRYWT D 19.35|MG/KG_DRYWT D
2,2',4,5,5'-Pentacb (PCB 101) 14.05|MG/KG_DRYWT D 24.83|MG/KG_DRYWT D 49.14|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.566|MG/KG_DRYWT DU 0.558|MG/KG_DRYWT DU 1.104{MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 9.455|MG/KG_DRYWT D 13.79|MG/KG_DRYWT D 25.53|MG/KG_DRYWT D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.566|MG/KG_DRYWT DU 0.558|MG/KG_DRYWT DU 1.104|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 4.017)|MG/KG_DRYWT D 5.927|MG/KG_DRYWT D 12.46|MG/KG_DRYWT D
2,2'4,4'5,5'-Hexacb (PCB 153) 9.947|MG/KG_DRYWT D 14.72)MG/KG_DRYWT D 30.54|MG/KG_DRYWT D
2,2',3,3',4,4' 5-Heptach (PCB 170) 0.566|MG/KG_DRYWT DU 0.558|MG/KG_DRYWT DU 0.449|[MG/KG_DRYWT DpJ
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.566|MG/KG_DRYWT DU 0.389|MG/KG_DRYWT DpJ 1.098|MG/KG_DRYWT DpJ
2,2',3,4'5,5',6-Heptach (PCB 187) 0.566|MG/KG_DRYWT DU 0.558|MG/KG_DRYWT DU 0.99[MG/KG_DRYWT DpJ
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.566|MG/KG_DRYWT DU 0.558|MG/KG_DRYWT DU 1.104|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.566|MG/KG_DRYWT DU 0.558|MG/KG_DRYWT DU 1.104|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.566|MG/KG_DRYWT DU 0.558|MG/KG_DRYWT DU 1.104|MG/KG_DRYWT DU

Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6)

370

MG/KG_DRYWT

540

MG/KG_DRYWT

1400

MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX B

Station ID GG33-F07 HH22 1125

Collection Date 11/20/07 11/20/07 11/20/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-GG33-00-06 S-07D-HH22-00-10 S-07D-1125-00-04

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 9.55|MG/KG_DRYWT D 14.92/MG/KG_DRYWT D 7.909|MG/KG_DRYWT D
2,2',5-Tricb (PCB 18) 16.74|MG/KG_DRYWT D 27.71|MG/KG_DRYWT D 14.96|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 23.39|MG/KG_DRYWT D 37.08|MG/KG_DRYWT D 18.7\MG/KG_DRYWT D
2,2',3,5-Tetracb (PCB 44) 13.32|MG/KG_DRYWT D 18.19|MG/KG_DRYWT D 9.321|MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 20.71{MG/KG_DRYWT D 36.33|MG/KG_DRYWT D 20.87|MG/KG_DRYWT D
2,3',4,4'-Tetracb (PCB 66) 3.915|MG/KG_DRYWT D 4.324{MG/KG_DRYWT Dp 2.51|MG/KG_DRYWT Dp
2,2',4,5,5'-Pentacb (PCB 101) 10.37|MG/KG_DRYWT D 17.05|MG/KG_DRYWT D 8.324|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.223|MG/KG_DRYWT DU 0.57|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 5.675|MG/KG_DRYWT D 8.667|MG/KG_DRYWT D 5.003|MG/KG_DRYWT D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.223|MG/KG_DRYWT DU 0.57|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 3.206|MG/KG_DRYWT D 4.544|MG/KG_DRYWT D 2.734|MG/KG_DRYWT D
2,2'4,4'5,5'-Hexacb (PCB 153) 6.794|MG/KG_DRYWT D 11.42|MG/KG_DRYWT D 6.349|MG/KG_DRYWT D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.223|MG/KG_DRYWT DU 0.57|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.223|MG/KG_DRYWT DU 0.57|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.223|MG/KG_DRYWT DU 0.57|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.223|MG/KG_DRYWT DU 0.57|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.223|MG/KG_DRYWT DU 0.57|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.223|MG/KG_DRYWT DU 0.57|MG/KG_DRYWT DU 0.226|MG/KG_DRYWT DU

Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6)

300

MG/KG_DRYWT

470

MG/KG_DRYWT

250

MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX B

Station ID 1136 KK32-F07 LL40

Collection Date 11/20/07 11/20/07 11/20/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-1136-00-06 S-07D-KK32-00-09 S-07D-LL40-00-03

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 13.08|MG/KG_DRYWT D 9.261|MG/KG_DRYWT D 5.436|MG/KG_DRYWT D
2,2',5-Tricb (PCB 18) 24.72|MG/KG_DRYWT D 18.02|MG/KG_DRYWT D 11.05|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 31.44|MG/KG_DRYWT D 22.55|MG/KG_DRYWT D 13.92|MG/KG_DRYWT D
2,2',3,5-Tetracb (PCB 44) 16.61|MG/KG_DRYWT D 11.09|MG/KG_DRYWT D 7.01/MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 33.32|MG/KG_DRYWT D 24.52|MG/KG_DRYWT D 17.3|MG/KG_DRYWT D
2,3',4,4'-Tetracb (PCB 66) 3.662|MG/KG_DRYWT D 2.727|MG/KG_DRYWT D 1.834|MG/KG_DRYWT Dp
2,2',4,5,5'-Pentacb (PCB 101) 12.65|MG/KG_DRYWT D 8.724|MG/KG_DRYWT D 5.68|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.566|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 7.044/MG/KG_DRYWT D 5.41)MG/KG_DRYWT D 3.595|MG/KG_DRYWT D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.566|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 3.566|MG/KG_DRYWT D 3.121|MG/KG_DRYWT D 1.922|MG/KG_DRYWT D
2,2'4,4'5,5'-Hexacb (PCB 153) 8.579|MG/KG_DRYWT D 6.988|MG/KG_DRYWT D 4.659|MG/KG_DRYWT D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.566|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.566|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.566|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.566|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.566|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.566|MG/KG_DRYWT DU 0.228|MG/KG_DRYWT DU 0.225|MG/KG_DRYWT DU

Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6)

400

MG/KG_DRYWT

290

MG/KG_DRYWT

190

MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX B

Station ID MM22 MM29 DD31-F07

Collection Date 11/20/07 11/20/07 11/28/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-MM22-00-05 S-07D-MM29-00-09 S-07D-DD31-00-10

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 9.033|MG/KG_DRYWT D 8.276|MG/KG_DRYWT D 36.09|MG/KG_DRYWT D
2,2',5-Tricb (PCB 18) 17.01]MG/KG_DRYWT D 15.46|MG/KG_DRYWT D 62.41|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 21.08|MG/KG_DRYWT D 19.71]MG/KG_DRYWT D 75.99|MG/KG_DRYWT D
2,2',3,5-Tetrach (PCB 44) 11.32|MG/KG_DRYWT D 10.6|MG/KG_DRYWT D 49.01{MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 23.66|MG/KG_DRYWT D 21.6|MG/KG_DRYWT D 82.88|MG/KG_DRYWT D
2,3',4,4'-Tetrach (PCB 66) 3.495|MG/KG_DRYWT D 3.212|MG/KG_DRYWT D 12I|MG/KG_DRYWT D
2,2',4,5,5'-Pentacb (PCB 101) 10.72|MG/KG_DRYWT D 9.232|MG/KG_DRYWT D 36|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.224|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.094|MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 6.226|MG/KG_DRYWT D 5.649|MG/KG_DRYWT D 18.65|MG/KG_DRYWT D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.224]MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.094|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 3.385|MG/KG_DRYWT D 2.975|MG/KG_DRYWT D 10.31|MG/KG_DRYWT D
2,2'4,4'5,5'-Hexacb (PCB 153) 7.899|MG/KG_DRYWT D 6.929|MG/KG_DRYWT D 23.36|MG/KG_DRYWT D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.224|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.094|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.224|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 0.338|MG/KG_DRYWT DpJ
2,2'.3,4'5,5',6-Heptacb (PCB 187) 0.224|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 0.566|MG/KG_DRYWT DpJ
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.224|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.094|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.224|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.094|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.224|MG/KG_DRYWT DU 0.224|MG/KG_DRYWT DU 1.094|MG/KG_DRYWT DU
Total MonoCB 0.178|MG/KG_DRYWT

Total DICB 27.37\MG/KG_DRYWT

Total TriCB 100.3|MG/KG_DRYWT

Total TetraCB 80.36|MG/KG_DRYWT

Total PentaCB 53.05|MG/KG_DRYWT

Total HexaCB 20.79|MG/KG_DRYWT

Total HeptaCB 3.623|MG/KG_DRYWT

Total OctaCB 0.626|MG/KG_DRYWT

Total NonaCB 0.165|MG/KG_DRYWT

DecaCB 0.036|MG/KG_DRYWT D

Total PCB Congeners (sum CONG x 2.6) 300|MG/KG_DRYWT 270|MG/KG_DRYWT 1100|MG/KG_DRYWT

Total PCB Homologues (sum HOM) 290|MG/KG_DRYWT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX B

Station ID DD36 DD36 EE41

Collection Date 11/28/07 11/28/07 11/28/07
Fraction TOTAL TOTAL TOTAL

QC Code SA REP SA

Samp ID S-07D-DD36-00-10 S-07D-DD36-00-11-REP S-07D-EE41-00-14

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 36.63|MG/KG_DRYWT D 32.96|MG/KG_DRYWT D 22.38|MG/KG_DRYWT D
2,2',5-Tricb (PCB 18) 63.81|MG/KG_DRYWT D 59.38|MG/KG_DRYWT D 38.17|[MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 72.16|MG/KG_DRYWT D 66.81|MG/KG_DRYWT D 41.14|MG/KG_DRYWT D
2,2',3,5-Tetrach (PCB 44) 44 59|MG/KG_DRYWT D 42.34{MG/KG_DRYWT D 25.14|MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 96.04|MG/KG_DRYWT D 91.74|MG/KG_DRYWT D 58.93|MG/KG_DRYWT D
2,3',4,4'-Tetrach (PCB 66) 28.35|MG/KG_DRYWT Dp 3.446|MG/KG_DRYWT Dp 3.531|MG/KG_DRYWT Dp
2,2',4,5,5'-Pentacb (PCB 101) 21.97|MG/KG_DRYWT D 20.6|MG/KG_DRYWT D 12.91|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 1.077|MG/KG_DRYWT DU 1.104|MG/KG_DRYWT DU 0.533|MG/KG_DRYWT DU
2,3',4,4' 5-Pentacb (PCB 118) 10.65|MG/KG_DRYWT D 9.237|MG/KG_DRYWT D 6.952|MG/KG_DRYWT D
2,2',3,3',4,4'-Hexacb (PCB 128) 1.077|MG/KG_DRYWT DU 1.104|MG/KG_DRYWT DU 0.533|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 8.77)MG/KG_DRYWT D 8.174|MG/KG_DRYWT D 6.082|MG/KG_DRYWT D
2,2'4,4'5,5'-Hexacb (PCB 153) 17.27|MG/KG_DRYWT D 15.92|MG/KG_DRYWT D 11.51|MG/KG_DRYWT D
2,2',3,3',4,4',5-Heptacb (PCB 170) 1.077|MG/KG_DRYWT DU 1.104|MG/KG_DRYWT DU 0.533|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.095|MG/KG_DRYWT DpJ 1.104|MG/KG_DRYWT [ON} 0.533|MG/KG_DRYWT DU
2,2'.3,4'5,5',6-Heptacb (PCB 187) 0.607|MG/KG_DRYWT DpJ 0.439|MG/KG_DRYWT DpJ 0.981|MG/KG_DRYWT D
2,2',3,3',4,4',5,6-Octacb (PCB 195) 1.077|MG/KG_DRYWT DU 1.104|MG/KG_DRYWT DU 0.533|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 1.077|MG/KG_DRYWT DU 1.104|MG/KG_DRYWT DU 0.533|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 1.077|MG/KG_DRYWT DU 1.104|MG/KG_DRYWT DU 0.533|MG/KG_DRYWT DU
Total MonoCB 0.395|MG/KG_DRYWT

Total DICB 67.17\MG/KG_DRYWT

Total TriCB 219.4|MG/KG_DRYWT

Total TetraCB 191.3|MG/KG_DRYWT

Total PentaCB 98.41|MG/KG_DRYWT

Total HexaCB 39.65|MG/KG_DRYWT

Total HeptaCB 6.195|MG/KG_DRYWT

Total OctaCB 1.014|MG/KG_DRYWT

Total NonaCB 0.264|MG/KG_DRYWT

DecaCB 0.051|MG/KG_DRYWT D
Total PCB Congeners (sum CONG x 2.6) 1000|MG/KG_DRYWT 910|MG/KG_DRYWT 590[MG/KG_DRYWT

Total PCB Homologues (sum HOM) 620|MG/KG_DRYWT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX B

Station ID AA22 AA22-FO7

Collection Date 12/11/07 12/11/07
Fraction TOTAL TOTAL

QC Code REP SA

Samp ID S-07D-AA22-10-20-REP S-07D-AA22-10-20

Analyte Result Unit FinQ Result Unit FinQ
2,4'-Dicb (PCB 8) 5.628|MG/KG_DRYWT D 5|MG/KG_DRYWT D
2,2'5-Tricb (PCB 18) 8.539|MG/KG_DRYWT D 7.481|MG/KG_DRYWT D
2,4,4'-Tricb (PCB 28) 9.205|MG/KG_DRYWT D 7.772|MG/KG_DRYWT D
2,2',3,5-Tetracb (PCB 44) 4.152|MG/KG_DRYWT D 3.588|MG/KG_DRYWT D
2,2'5,5-Tetrach (PCB 52) 6.979|MG/KG_DRYWT D 6.234|MG/KG_DRYWT D
2,3',4,4'-Tetracb (PCB 66) 0.117|MG/KG_DRYWT uJ 0.099|MG/KG_DRYWT DJ
2,2',4,5,5'-Pentacb (PCB 101) 1.072|MG/KG_DRYWT D 1.145|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.117|MG/KG_DRYWT DU 0.12[MG/KG_DRYWT DU
2,3',4,4',5-Pentach (PCB 118) 0.498|MG/KG_DRYWT Dp 0.528]MG/KG_DRYWT Dp
2,2',3,3',4,4'-Hexacb (PCB 128) 0.117|MG/KG_DRYWT DU 0.12|MG/KG_DRYWT DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.272|MG/KG_DRYWT D 0.26]|MG/KG_DRYWT Dp
2,2'4,4'5,5'-Hexacb (PCB 153) 0.736|MG/KG_DRYWT D 0.722|MG/KG_DRYWT D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.117|MG/KG_DRYWT DU 0.12|MG/KG_DRYWT DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.117|MG/KG_DRYWT DU 0.12|MG/KG_DRYWT DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.117|MG/KG_DRYWT DU 0.12|MG/KG_DRYWT DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.117|MG/KG_DRYWT DU 0.12|MG/KG_DRYWT DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.117|MG/KG_DRYWT DU 0.12|MG/KG_DRYWT DU
Decacb - Congener (PCB 209) 0.117|MG/KG_DRYWT DU 0.12|MG/KG_DRYWT DU

Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6)

96

MG/KG_DRYWT

85|MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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APPENDIX B

2007 OU3 Pilot Cap Sediment PCB Analytical Results

Station 1D ouo1 0ou02 0ouo03 ouo4

Collection Date 9/18/07| 9/18/07| 9/18/07 9/18/07|
Fraction TOTAL TOTAL TOTAL TOTAL

QC Code SA SA SA SA

Samp ID S-07B-OU01-00-03 S-07B-0OU02-00-03 S-07B-OU03-00-03 S-07B-0OU04-00-03

Analyte Result Unit FinQ | Result Unit FinQ | Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 0.0051|MG/KG_DRYWT |D 0.017|MG/KG_DRYWT |D 0.015|MG/KG_DRYWT |D 0.075|MG/KG_DRYWT |D
2,2',5-Tricb (PCB 18) 0.0075|MG/KG_DRYWT [D 0.016|MG/KG_DRYWT |D 0.013|MG/KG_DRYWT |D 0.063|MG/KG_DRYWT |D
2,4,4'-Tricb (PCB 28) 0.021]MG/KG_DRYWT |D 0.04|MG/KG_DRYWT |D 0.032|MG/KG_DRYWT |D 0.151{MG/KG_DRYWT |D
2,2',3,5'-Tetracb (PCB 44) 0.01)MG/KG_DRYWT |D 0.015|MG/KG_DRYWT |D 0.013|MG/KG_DRYWT |D 0.036|MG/KG_DRYWT |D
2,2'5,5-Tetrach (PCB 52) 0.02|MG/KG_DRYWT |D 0.033|MG/KG_DRYWT |D 0.027|MG/KG_DRYWT |D 0.115|MG/KG_DRYWT |D
2,3',4,4'-Tetracb (PCB 66) 0.013|MG/KG_DRYWT |D 0.021|MG/KG_DRYWT |D 0.019|MG/KG_DRYWT |D 0.073|MG/KG_DRYWT |D
2,2',4,5,5'-Pentacb (PCB 101) 0.017|MG/KG_DRYWT [D 0.028|MG/KG_DRYWT |D 0.021|MG/KG_DRYWT |D 0.083|MG/KG_DRYWT |D
2,3,3',4,4'-Pentacb (PCB 105) 0.0042|MG/KG_DRYWT |D 0.0078|MG/KG_DRYWT |D 0.0076|MG/KG_DRYWT |D 0.019|MG/KG_DRYWT |Dp
2,3',4,4' 5-Pentacb (PCB 118) 0.019|MG/KG_DRYWT |[D 0.032|MG/KG_DRYWT |D 0.025|MG/KG_DRYWT |D 0.111{MG/KG_DRYWT |D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.0021|MG/KG_DRYWT |D 0.003|MG/KG_DRYWT |D 0.0027|MG/KG_DRYWT |D 0.0051{MG/KG_DRYWT [D
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.015|MG/KG_DRYWT [D 0.024|MG/KG_DRYWT |D 0.018|MG/KG_DRYWT |D 0.059|MG/KG_DRYWT |D
2,2'4,4'5,5'-Hexacb (PCB 153) 0.015|MG/KG_DRYWT |[D 0.023|MG/KG_DRYWT |D 0.02|MG/KG_DRYWT |D 0.073|MG/KG_DRYWT |D
2,2',3,3',4,4' 5-Heptach (PCB 170) 0.0011|MG/KG_DRYWT [Dp 0.0013[MG/KG_DRYWT [Dp 0.0007[MG/KG_DRYWT [Dp 0.001/MG/KG_DRYWT [DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.0016|MG/KG_DRYWT |Dp 0.0015|MG/KG_DRYWT |Dp 0.0016|MG/KG_DRYWT |Dp 0.001{MG/KG_DRYWT (DU
2,2',3,4'5,5',6-Heptach (PCB 187) 0.00062|MG/KG_DRYWT [Dp 0.0001|MG/KG_DRYWT |DU 0.00054|MG/KG_DRYWT [Dp 0.001/MG/KG_DRYWT [DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.0005|MG/KG_DRYWT [DU 0.0001|MG/KG_DRYWT |DU 0.0001|MG/KG_DRYWT |DU 0.001{MG/KG_DRYWT (DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.0005|MG/KG_DRYWT [DU 0.0001|MG/KG_DRYWT |DU 0.0001|MG/KG_DRYWT |DU 0.001{MG/KG_DRYWT (DU
Decacb - Congener (PCB 209) 0.0005|MG/KG_DRYWT [DU 0.0001|MG/KG_DRYWT |DU 0.0001|MG/KG_DRYWT |DU 0.001{MG/KG_DRYWT (DU

Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6)

0.4

MG/KG_DRYWT

0.68

MG/KG_DRYWT

0.56

MG/KG_DRYWT

2.2

MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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APPENDIX B

2007 OU3 Pilot Cap Sediment PCB Analytical Results

Station 1D OuU05 OuU06 ouo7 ou08

Collection Date 9/18/07| 9/18/07| 9/18/07 9/18/07|
Fraction TOTAL TOTAL TOTAL TOTAL

QC Code SA SA SA SA

Samp ID S-07B-OU05-00-03 S-07B-0OU06-00-03 S-07B-0U07-00-03 S-07B-0OU08-00-03

Analyte Result Unit FinQ | Result Unit FinQ | Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 0.012|MG/KG_DRYWT |D 0.036|MG/KG_DRYWT |D 0.051|MG/KG_DRYWT |D 0.035|MG/KG_DRYWT |D
2,2',5-Tricb (PCB 18) 0.012|MG/KG_DRYWT |D 0.036|MG/KG_DRYWT |D 0.043|MG/KG_DRYWT |D 0.032|MG/KG_DRYWT |[D
2,4,4'-Tricb (PCB 28) 0.039|MG/KG_DRYWT |D 0.081|MG/KG_DRYWT |D 0.095|MG/KG_DRYWT |D 0.063|MG/KG_DRYWT |D
2,2',3,5-Tetrach (PCB 44) 0.015|MG/KG_DRYWT |D 0.026|MG/KG_DRYWT |D 0.036|MG/KG_DRYWT |[D 0.027|MG/KG_DRYWT |D
2,2'5,5-Tetrach (PCB 52) 0.035|MG/KG_DRYWT |D 0.069|MG/KG_DRYWT |D 0.077|MG/KG_DRYWT |D 0.052|MG/KG_DRYWT |D
2,3',4,4'-Tetrach (PCB 66) 0.024|MG/KG_DRYWT |D 0.044|MG/KG_DRYWT |D 0.053|MG/KG_DRYWT [D 0.033|MG/KG_DRYWT |D
2,2',4,5,5'-Pentacb (PCB 101) 0.032|MG/KG_DRYWT |D 0.052|MG/KG_DRYWT |D 0.062|MG/KG_DRYWT |D 0.039|MG/KG_DRYWT |D
2,3,3',4,4'-Pentacb (PCB 105) 0.012|MG/KG_DRYWT |D 0.014|MG/KG_DRYWT |D 0.024|MG/KG_DRYWT |[D 0.014|MG/KG_DRYWT |D
2,3',4,4' 5-Pentacb (PCB 118) 0.041{MG/KG_DRYWT |D 0.062|MG/KG_DRYWT |D 0.073|MG/KG_DRYWT |D 0.046|MG/KG_DRYWT |D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.0045|MG/KG_DRYWT |D 0.0005|MG/KG_DRYWT |DU 0.01/MG/KG_DRYWT |D 0.0057|MG/KG_DRYWT |D
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.031{MG/KG_DRYWT |D 0.043|MG/KG_DRYWT |D 0.054|MG/KG_DRYWT |D 0.032|MG/KG_DRYWT |D
2,2'4,4'5,5'-Hexacb (PCB 153) 0.033|MG/KG_DRYWT |D 0.049|MG/KG_DRYWT |D 0.061|MG/KG_DRYWT |D 0.034|MG/KG_DRYWT |D
2,2',3,3',4,4' 5-Heptach (PCB 170) 0.0024|MG/KG_DRYWT [Dp 0.0005|MG/KG_DRYWT [DU 0.0058|MG/KG_DRYWT [Dp 0.0031]|MG/KG_DRYWT [D
2,2',3,4,4' 5 5-Heptach (PCB 180) 0.0031|MG/KG_DRYWT [Dp 0.0005|MG/KG_DRYWT [DU 0.0067|MG/KG_DRYWT [D 0.0039|MG/KG_DRYWT |[D
2,2',3,4'5,5',6-Heptach (PCB 187) 0.001/MG/KG_DRYWT |[DU 0.0005|MG/KG_DRYWT [DU 0.0042|[MG/KG_DRYWT [Dp 0.0027[MG/KG_DRYWT [Dp
2,2',3,3,4,4'5,6-Octacb (PCB 195) 0.001|MG/KG_DRYWT |DU 0.0005|MG/KG_DRYWT |DU 0.001|MG/KG_DRYWT |DU 0.0005|MG/KG_DRYWT |DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.001|MG/KG_DRYWT |DU 0.0005|MG/KG_DRYWT |DU 0.001{MG/KG_DRYWT (DU 0.0005|MG/KG_DRYWT |DU
Decacb - Congener (PCB 209) 0.001|MG/KG_DRYWT |DU 0.0005|MG/KG_DRYWT |DU 0.001{MG/KG_DRYWT (DU 0.0005|MG/KG_DRYWT |DU

Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6)

0.77

MG/KG_DRYWT

1.3

MG/KG_DRYWT

1.7

MG/KG_DRYWT

1.1

MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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APPENDIX B

2007 OU3 Pilot Cap Sediment PCB Analytical Results

Station 1D OuU09 OuU10 07 Oou1l1_07 ou12_07

Collection Date 9/18/07| 9/18/07| 9/18/07 9/19/07|
Fraction TOTAL TOTAL TOTAL TOTAL

QC Code SA SA SA SA

Samp ID S-07B-OU09-00-03 S-07B-OU10-00-03 S-07B-OU11-00-03 S-07B-0OU12-00-03

Analyte Result Unit FinQ| Result Unit FinQ | Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 0.075|MG/KG_DRYWT |D 0.15|MG/KG_DRYWT |D 0.0074|MG/KG_DRYWT |D 0.119|MG/KG_DRYWT |D
2,2',5-Tricb (PCB 18) 0.069|MG/KG_DRYWT |D 0.118|MG/KG_DRYWT |D 0.0063|MG/KG_DRYWT [D 0.095|MG/KG_DRYWT |D
2,4,4'-Tricb (PCB 28) 0.124|MG/KG_DRYWT |D 0.224|MG/KG_DRYWT |D 0.019|MG/KG_DRYWT |D 0.186|MG/KG_DRYWT |D
2,2',3,5-Tetrach (PCB 44) 0.037|[MG/KG_DRYWT |D 0.049|MG/KG_DRYWT |D 0.005|MG/KG_DRYWT |D 0.059|MG/KG_DRYWT |D
2,2'5,5-Tetrach (PCB 52) 0.098|MG/KG_DRYWT |D 0.151|MG/KG_DRYWT |[D 0.015|MG/KG_DRYWT |D 0.126|MG/KG_DRYWT |D
2,3',4,4'-Tetrach (PCB 66) 0.047|[MG/KG_DRYWT |D 0.087|MG/KG_DRYWT |D 0.0095(MG/KG_DRYWT |D 0.086|MG/KG_DRYWT |D
2,2',4,5,5'-Pentacb (PCB 101) 0.058|MG/KG_DRYWT |D 0.102|MG/KG_DRYWT |D 0.013|MG/KG_DRYWT |D 0.088|MG/KG_DRYWT |D
2,3,3',4,4'-Pentacb (PCB 105) 0.016|MG/KG_DRYWT |D 0.023|MG/KG_DRYWT |Dp 0.0029|MG/KG_DRYWT |Dp 0.034|MG/KG_DRYWT |D
2,3',4,4' 5-Pentacb (PCB 118) 0.069|MG/KG_DRYWT |D 0.129|MG/KG_DRYWT |[D 0.017|MG/KG_DRYWT |D 0.109|MG/KG_DRYWT |D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.0044|MG/KG_DRYWT |D 0.0031|MG/KG_DRYWT |D 0.00024|MG/KG_DRYWT |DJ 0.011]MG/KG_DRYWT |D
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.046|MG/KG_DRYWT |D 0.08|MG/KG_DRYWT |D 0.012|MG/KG_DRYWT |D 0.07)MG/KG_DRYWT |D
2,2'4,4'5,5'-Hexacb (PCB 153) 0.042|MG/KG_DRYWT |D 0.084|MG/KG_DRYWT |D 0.013|MG/KG_DRYWT |D 0.075|MG/KG_DRYWT |D
2,2',3,3',4,4' 5-Heptacb (PCB 170) 0.0001|MG/KG_DRYWT |[DU 0.0011|MG/KG_DRYWT |DU 0.00098|MG/KG_DRYWT |DU 0.0031|MG/KG_DRYWT |Dp
2,2',3,4,4' 5 5-Heptach (PCB 180) 0.0001|MG/KG_DRYWT [DU 0.0011{MG/KG_DRYWT |[DU 0.00098|MG/KG_DRYWT [DU 0.0058|MG/KG_DRYWT |Dp
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.0001{MG/KG_DRYWT (DU 0.0011|MG/KG_DRYWT [DU 0.00098|MG/KG_DRYWT |DU 0.0017|MG/KG_DRYWT |DpJ
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.0001{MG/KG_DRYWT (DU 0.0011|MG/KG_DRYWT |[DU 0.00098|MG/KG_DRYWT |DU 0.002|MG/KG_DRYWT |DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.0001{MG/KG_DRYWT (DU 0.0011|MG/KG_DRYWT [DU 0.00098|MG/KG_DRYWT |DU 0.002|MG/KG_DRYWT |DU
Decacb - Congener (PCB 209) 0.0001{MG/KG_DRYWT (DU 0.0011|MG/KG_DRYWT |[DU 0.00098|MG/KG_DRYWT |DU 0.002|MG/KG_DRYWT |DU
Total MonoCB 0.006|MG/KG_DRYWT

Total DICB 0.104|MG/KG_DRYWT

Total TriCB 0.342|MG/KG_DRYWT

Total TetraCB 0.278|MG/KG_DRYWT

Total PentaCB 0.261|MG/KG_DRYWT

Total HexaCB 0.103|MG/KG_DRYWT

Total HeptaCB 0.028|MG/KG_DRYWT [J

Total OctaCB 0.02|MG/KG_DRYWT |U

Total NonaCB 0.0059|MG/KG_DRYWT (U

DecaCB 0.002|MG/KG_DRYWT (DU

Total PCB Congeners (sum CONG x 2.6) 1.8|MG/KG_DRYWT 3.1]MG/KG_DRYWT 0.31|MG/KG_DRYWT 2.8|MG/KG_DRYWT
Total PCB Homologues (sum HOM) 1.1]MG/KG_DRYWT
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APPENDIX B

2007 OU3 Pilot Cap Sediment PCB Analytical Results

Station 1D 0ou13_07 0ou13_07 oui14 07 Ou15 07

Collection Date 9/19/07| 9/19/07| 9/19/07| 9/19/07
Fraction TOTAL TOTAL TOTAL TOTAL

QC Code REP SA SA SA

Samp ID S-07B-0OU13-00-03-DUP S-07B-0OU13-00-03 S-07B-0U14-00-03 S-07B-0U15-00-03

Analyte Result Unit FinQ | Result Unit FinQ | Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 0.099|MG/KG_DRYWT |D 0.167|MG/KG_DRYWT |D 0.086|MG/KG_DRYWT |D 0.174|MG/KG_DRYWT |D
2,2',5-Tricb (PCB 18) 0.068|MG/KG_DRYWT |D 0.129|MG/KG_DRYWT |D 0.069|MG/KG_DRYWT |D 0.141{MG/KG_DRYWT |D
2,4,4'-Tricb (PCB 28) 0.123|MG/KG_DRYWT |D 0.208|MG/KG_DRYWT |D 0.135|MG/KG_DRYWT |D 0.216|MG/KG_DRYWT |D
2,2',3,5-Tetracb (PCB 44) 0.017)MG/KG_DRYWT |D 0.04|MG/KG_DRYWT |D 0.045|MG/KG_DRYWT |D 0.081|MG/KG_DRYWT |D
2,2'5,5-Tetrach (PCB 52) 0.064|MG/KG_DRYWT |D 0.118|MG/KG_DRYWT |D 0.091|MG/KG_DRYWT |D 0.16|MG/KG_DRYWT |D
2,3',4,4'-Tetracb (PCB 66) 0.035|MG/KG_DRYWT |D 0.06|MG/KG_DRYWT |D 0.053|MG/KG_DRYWT |D 0.081|MG/KG_DRYWT |D
2,2',4,5,5'-Pentacb (PCB 101) 0.024|MG/KG_DRYWT |D 0.048|MG/KG_DRYWT |D 0.053|MG/KG_DRYWT |D 0.078|MG/KG_DRYWT |D
2,3,3',4,4'-Pentacb (PCB 105) 0.0042|MG/KG_DRYWT (DpJ 0.007|[MG/KG_DRYWT |Dp 0.016|MG/KG_DRYWT |D 0.028|MG/KG_DRYWT |D
2,3',4,4' 5-Pentacb (PCB 118) 0.037|MG/KG_DRYWT |D 0.065|MG/KG_DRYWT |D 0.061]MG/KG_DRYWT |D 0.089|MG/KG_DRYWT |D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.0048|MG/KG_DRYWT |DU 0.0051|MG/KG_DRYWT (DU 0.0043|MG/KG_DRYWT |D 0.0071|MG/KG_DRYWT |D
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.017|MG/KG_DRYWT [Dp 0.03|MG/KG_DRYWT |D 0.041]MG/KG_DRYWT |D 0.058|MG/KG_DRYWT |[D
2,2'4,4'5,5'-Hexacb (PCB 153) 0.015|MG/KG_DRYWT |[Dp 0.026|MG/KG_DRYWT |Dp 0.046|MG/KG_DRYWT |D 0.066|MG/KG_DRYWT |D
2,2',3,3',4,4' 5-Heptacb (PCB 170) 0.0048|MG/KG_DRYWT |DU 0.0051|MG/KG_DRYWT [DU 0.0013|MG/KG_DRYWT [DpJ | 0.0033|MG/KG_DRYWT |Dp
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.0048|MG/KG_DRYWT |DU 0.0051|MG/KG_DRYWT (DU 0.0023|MG/KG_DRYWT |Dp 0.0047|MG/KG_DRYWT |Dp
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.0048|MG/KG_DRYWT |DU 0.0051|MG/KG_DRYWT (DU 0.0019|MG/KG_DRYWT |DU 0.0011|MG/KG_DRYWT |DpJ
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.0048|MG/KG_DRYWT |DU 0.0051|MG/KG_DRYWT (DU 0.0019|MG/KG_DRYWT |DU 0.002|MG/KG_DRYWT |DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.0048|MG/KG_DRYWT |DU 0.0051|MG/KG_DRYWT (DU 0.0019|MG/KG_DRYWT |DU 0.002|MG/KG_DRYWT |DU
Decacb - Congener (PCB 209) 0.0048|MG/KG_DRYWT |DU 0.0051|MG/KG_DRYWT (DU 0.0019|MG/KG_DRYWT |DU 0.002|MG/KG_DRYWT |DU
Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6) 1.3|MG/KG_DRYWT 2.3|MG/KG_DRYWT 1.8|MG/KG_DRYWT 3.1]MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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2007 OU3 Pilot Cap Sediment PCB Analytical Results

APPENDIX B

Station ID OuU16_07 OuU17_07

Collection Date 9/19/07| 9/19/07|
Fraction TOTAL TOTAL

QC Code SA SA

Samp ID S-07B-0U16-00-03 S-07B-OU17-00-03

Analyte Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 0.273|MG/KG_DRYWT |D 0.0056|MG/KG_DRYWT |D
2,2'5-Tricb (PCB 18) 0.201)MG/KG_DRYWT |D 0.0061{MG/KG_DRYWT |D
2,4,4'-Tricb (PCB 28) 0.349|MG/KG_DRYWT |D 0.014|MG/KG_DRYWT |D
2,2',3,5-Tetrach (PCB 44) 0.08|MG/KG_DRYWT [D 0.0047|MG/KG_DRYWT |D
2,2'5,5-Tetrach (PCB 52) 0.195|MG/KG_DRYWT |D 0.012|MG/KG_DRYWT |D
2,3',4,4'-Tetrach (PCB 66) 0.111|MG/KG_DRYWT |D 0.0073|MG/KG_DRYWT |D
2,2',4,5,5'-Pentacb (PCB 101) 0.092|MG/KG_DRYWT |D 0.0099|MG/KG_DRYWT |D
2,3,3',4,4'-Pentacb (PCB 105) 0.022|MG/KG_DRYWT |D 0.0025|MG/KG_DRYWT |Dp
2,3',4,4' 5-Pentacb (PCB 118) 0.115|MG/KG_DRYWT |D 0.012|MG/KG_DRYWT |D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.001|MG/KG_DRYWT |DU 0.0001|MG/KG_DRYWT |DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.058|MG/KG_DRYWT |D 0.0088|MG/KG_DRYWT |D
2,2'4,4'5,5'-Hexacb (PCB 153) 0.052|MG/KG_DRYWT |D 0.0099|MG/KG_DRYWT |D
2,2',3,3',4,4' 5-Heptach (PCB 170) 0.001/MG/KG_DRYWT [DU 0.0001]MG/KG_DRYWT [DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.001|MG/KG_DRYWT |DU 0.0001|MG/KG_DRYWT |DU
2,2',3,4'5,5',6-Heptach (PCB 187) 0.001/MG/KG_DRYWT [DU 0.0001]MG/KG_DRYWT [DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.001{MG/KG_DRYWT |DU 0.0001|MG/KG_DRYWT |DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.001{MG/KG_DRYWT |DU 0.0001|MG/KG_DRYWT |DU
Decacb - Congener (PCB 209) 0.001{MG/KG_DRYWT |DU 0.0001|MG/KG_DRYWT |DU
Total MonoCB 0.027)MG/KG_DRYWT

Total DICB 0.368|MG/KG_DRYWT

Total TriCB 0.976|MG/KG_DRYWT

Total TetraCB 0.63|[MG/KG_DRYWT

Total PentaCB 0.441{MG/KG_DRYWT

Total HexaCB 0.151|MG/KG_DRYWT

Total HeptaCB 0.041]MG/KG_DRYWT |J

Total OctaCB 0.05|MG/KG_DRYWT |U

Total NonaCB 0.015|MG/KG_DRYWT |U

DecaCB 0.005|MG/KG_DRYWT |DU

Total PCB Congeners (sum CONG x 2.6)

2

MG/KG_DRYWT

0.24

MG/KG_DRYWT

Total PCB Homologues (sum HOM)

2.6

MG/KG_DRYWT
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APPENDIX B

2007 Boat House Sediment PCB Analytical Results

Station ID BH1 BH1 BH1 BH2

Collection Date 11/29/07 11/29/07 11/29/07 11/29/07
Fraction TOTAL TOTAL TOTAL TOTAL

QC Code SA SA SA SA

Samp ID S-07D-0BH1-00-10 S-07D-0BH1-10-20 S-07D-0BH1-20-25 S-07D-0BH2-00-10

Analyte Result Unit FinQ | Result Unit FinQ | Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 0.212|MG/KG_DRYWT |D 0.087|MG/KG_DRYWT |Dp 0.0002|MG/KG_DRYWT (DU 1.765|MG/KG_DRYWT |D
2,2',5-Tricb (PCB 18) 0.535|MG/KG_DRYWT |D 0.128|MG/KG_DRYWT |[D 0.0002|MG/KG_DRYWT |DU 4.342|MG/KG_DRYWT |[D
2,4,4'-Tricb (PCB 28) 1.145|MG/KG_DRYWT [D 0.173|MG/KG_DRYWT |D 0.0002|MG/KG_DRYWT (DU 7.668|MG/KG_DRYWT |D
2,2',3,5'-Tetracb (PCB 44) 0.693|MG/KG_DRYWT |D 0.335|MG/KG_DRYWT |D 0.0002|MG/KG_DRYWT (DU 4.505|MG/KG_DRYWT |D
2,2'5,5-Tetrach (PCB 52) 1.475|MG/KG_DRYWT [D 0.797|MG/KG_DRYWT |D 0.0026|MG/KG_DRYWT |Dp 5.922|MG/KG_DRYWT |D
2,3',4,4'-Tetracb (PCB 66) 0.773|MG/KG_DRYWT |D 0.174|MG/KG_DRYWT |D 0.00087|MG/KG_DRYWT |Dp 5.199|MG/KG_DRYWT |D
2,2',4,5,5'-Pentacb (PCB 101) 0.852|MG/KG_DRYWT |D 0.457|MG/KG_DRYWT |D 0.0002|MG/KG_DRYWT (DU 3.644|MG/KG_DRYWT |D
2,3,3',4,4'-Pentacb (PCB 105) 0.171|MG/KG_DRYWT |[D 0.032|MG/KG_DRYWT |D 0.0002|MG/KG_DRYWT (DU 0.114|MG/KG_DRYWT [DU
2,3',4,4' 5-Pentacb (PCB 118) 0.733|MG/KG_DRYWT |[D 0.267|MG/KG_DRYWT |D 0.0025|MG/KG_DRYWT |Dp 3.153|MG/KG_DRYWT |D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.061]MG/KG_DRYWT |[D 0.0054|MG/KG_DRYWT |DpJ 0.0002|MG/KG_DRYWT (DU 0.114|MG/KG_DRYWT [DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.432|MG/KG_DRYWT [D 0.18|MG/KG_DRYWT |D 0.0002|MG/KG_DRYWT (DU 0.115|MG/KG_DRYWT [DU
2,2'4,4'5,5'-Hexacb (PCB 153) 0.659|MG/KG_DRYWT [D 0.317|MG/KG_DRYWT |D 0.0002|MG/KG_DRYWT (DU 2.232|MG/KG_DRYWT |D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.044|MG/KG_DRYWT |D 0.0028|MG/KG_DRYWT |[DpJ 0.0002|MG/KG_DRYWT (DU 0.114|MG/KG_DRYWT [DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.071]MG/KG_DRYWT |[D 0.01]MG/KG_DRYWT |DpJ 0.0002|MG/KG_DRYWT (DU 0.114|MG/KG_DRYWT [DU
2,2',3,4'5,5',6-Heptach (PCB 187) 0.052|[MG/KG_DRYWT [D 0.013[MG/KG_DRYWT [Dp 0.0002|[MG/KG_DRYWT [DU 0.114|MG/KG_DRYWT [DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.01]MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU 0.114|MG/KG_DRYWT [DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.01]MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU 0.114|MG/KG_DRYWT [DU
Decacb - Congener (PCB 209) 0.01]MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU 0.114|MG/KG_DRYWT [DU

Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6)

21

MG/KG_DRYWT

7.8

MG/KG_DRYWT

0.016]

MG/KG_DRYWT

100

MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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APPENDIX B

2007 Boat House Sediment PCB Analytical Results

Station ID BH2 BH2 BH3 BH3

Collection Date 11/29/07 11/29/07 11/29/07 11/29/07
Fraction TOTAL TOTAL TOTAL TOTAL

QC Code SA SA REP SA

Samp ID S-07D-0BH2-10-20 S-07D-0BH2-20-30 S-07D-0BH3-00-10-REP S-07D-0BH3-00-10

Analyte Result Unit FinQ | Result Unit FinQ | Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 2.482|MG/KG_DRYWT [D 0.011|MG/KG_DRYWT |DU 0.052|MG/KG_DRYWT (UJ 0.409|MG/KG_DRYWT |D
2,2'5-Tricb (PCB 18) 5.41|MG/KG_DRYWT |D 0.011|MG/KG_DRYWT |DU 0.052|MG/KG_DRYWT |UJ 0.65|MG/KG_DRYWT |D
2,4,4'-Tricb (PCB 28) 10.67|MG/KG_DRYWT [D 0.193|MG/KG_DRYWT |[Dp 2.494|MG/KG_DRYWT |D 1.475|MG/KG_DRYWT D
2,2',3,5-Tetrach (PCB 44) 6.622|MG/KG_DRYWT |D 0.334|MG/KG_DRYWT |D 1.676|MG/KG_DRYWT |D 0.829|MG/KG_DRYWT |D
2,2'5,5-Tetrach (PCB 52) 10.2|MG/KG_DRYWT |D 0.904|MG/KG_DRYWT |D 2.774|MG/KG_DRYWT |D 1.645|MG/KG_DRYWT D
2,3',4,4'-Tetrach (PCB 66) 9.769|MG/KG_DRYWT |D 0.258|MG/KG_DRYWT |D 1.8|MG/KG_DRYWT |D 0.727|MG/KG_DRYWT |D
2,2',4,5,5'-Pentacb (PCB 101) 13.51|MG/KG_DRYWT [D 0.921|MG/KG_DRYWT |D 2.295|MG/KG_DRYWT |D 1.052|MG/KG_DRYWT D
2,3,3',4,4'-Pentacb (PCB 105) 0.226|MG/KG_DRYWT |DU 0.256|MG/KG_DRYWT |D 0.052|MG/KG_DRYWT |UJ 0.212|MG/KG_DRYWT |D
2,3',4,4' 5-Pentacb (PCB 118) 11.68|MG/KG_DRYWT [D 0.808|MG/KG_DRYWT |D 1.992|MG/KG_DRYWT |D 0.96|MG/KG_DRYWT |D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.226|MG/KG_DRYWT |DU 0.15|MG/KG_DRYWT |D 0.052|MG/KG_DRYWT (UJ 0.104|MG/KG_DRYWT |D
2,2',3,4,4' 5'-Hexacb (PCB 138) 5.467|MG/KG_DRYWT |D 0.722|MG/KG_DRYWT |D 0.052|MG/KG_DRYWT (UJ 0.6|MG/KG_DRYWT |D
2,2'4,4'5,5'-Hexacb (PCB 153) 8.997|MG/KG_DRYWT |D 0.859|MG/KG_DRYWT |[Dp 1.571/MG/KG_DRYWT |D 0.859|MG/KG_DRYWT |D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.226|MG/KG_DRYWT |DU 0.084|MG/KG_DRYWT |D 0.052|MG/KG_DRYWT ([UJ 0.072|MG/KG_DRYWT |D
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.226|MG/KG_DRYWT |DU 0.145|MG/KG_DRYWT |D 0.052|MG/KG_DRYWT (UJ 0.106|MG/KG_DRYWT |D
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.226|MG/KG_DRYWT |DU 0.082|MG/KG_DRYWT |D 0.052|MG/KG_DRYWT (UJ 0.072|MG/KG_DRYWT |D
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.226|MG/KG_DRYWT |DU 0.057|MG/KG_DRYWT |[Dp 0.052|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.226|MG/KG_DRYWT |DU 0.145|MG/KG_DRYWT |D 0.052|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU
Decacb - Congener (PCB 209) 0.226|MG/KG_DRYWT |DU 0.12|MG/KG_DRYWT |D 0.052|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU
Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6) 220|MG/KG_DRYWT 16|MG/KG_DRYWT 38|MG/KG_DRYWT 25|MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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APPENDIX B

2007 Boat House Sediment PCB Analytical Results

Station ID BH3 BH3 BH3 BH3

Collection Date 11/29/07 11/29/07 11/29/07 11/29/07
Fraction TOTAL TOTAL TOTAL TOTAL

QC Code REP SA REP SA

Samp ID S-07D-0BH3-10-20-REP S-07D-0BH3-10-20 S-07D-0BH3-20-30-REP S-07D-0BH3-20-30

Analyte Result Unit FinQ | Result Unit FinQ Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 0.014|MG/KG_DRYWT |[Dp 0.001{MG/KG_DRYWT |D 0.00054/MG/KG_DRYWT |Dp 0.0015|MG/KG_DRYWT |Dp
2,2'5-Tricb (PCB 18) 0.0028|MG/KG_DRYWT |D 0.0016|MG/KG_DRYWT (D 0.00037|MG/KG_DRYWT |D 0.0012|MG/KG_DRYWT (D
2,4,4'-Tricb (PCB 28) 0.008|MG/KG_DRYWT |D 0.0026|MG/KG_DRYWT [D 0.0013|MG/KG_DRYWT |D 0.0014|MG/KG_DRYWT [D
2,2',3,5-Tetrach (PCB 44) 0.0066|MG/KG_DRYWT [D 0.0019|MG/KG_DRYWT [Dp 0.0002|MG/KG_DRYWT |UJ 0.0004|MG/KG_DRYWT (Dp
2,2'5,5-Tetrach (PCB 52) 0.0097|MG/KG_DRYWT |D 0.0043|MG/KG_DRYWT [D 0.0028|MG/KG_DRYWT |Dp 0.0028|MG/KG_DRYWT |Dp
2,3',4,4'-Tetrach (PCB 66) 0.006|MG/KG_DRYWT |D 0.0022|MG/KG_DRYWT |D 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT |DU
2,2',4,5,5'-Pentacb (PCB 101) 0.0064|MG/KG_DRYWT |D 0.0017|MG/KG_DRYWT [D 0.00021|MG/KG_DRYWT |Dp 0.0002|MG/KG_DRYWT |UJ
2,3,3',4,4'-Pentacb (PCB 105) 0.0012|MG/KG_DRYWT [D 0.0002|MG/KG_DRYWT |UJ 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT |DU
2,3',4,4' 5-Pentacb (PCB 118) 0.009|MG/KG_DRYWT |D 0.0037|MG/KG_DRYWT [D 0.00099|MG/KG_DRYWT |D 0.0007|MG/KG_DRYWT [D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.00033|MG/KG_DRYWT |D 0.0002|MG/KG_DRYWT |UJ 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.004|MG/KG_DRYWT |D 0.0016|MG/KG_DRYWT [D 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU
2,2'4,4'5,5'-Hexacb (PCB 153) 0.0062|MG/KG_DRYWT |D 0.0018|MG/KG_DRYWT [D 0.00059|MG/KG_DRYWT |Dp 0.0002|MG/KG_DRYWT |UJ
2,2',3,3',4,4' 5-Heptacb (PCB 170) 0.00033|MG/KG_DRYWT |Dp 0.0002|MG/KG_DRYWT [UJ 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT |DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.00048|MG/KG_DRYWT |D 0.0002|MG/KG_DRYWT |UJ 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU
2,2'.3,4'5,5',6-Heptacb (PCB 187) 0.00026|MG/KG_DRYWT |Dp 0.0002|MG/KG_DRYWT [UJ 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT |DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU
2,2'3,3',4,4'5,5',6-Nonacb (PCB 206) 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT |DU
Decacb - Congener (PCB 209) 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU 0.0002|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU
Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6) 0.2|MG/KG_DRYWT 0.058|MG/KG_DRYWT 0.018|MG/KG_DRYWT 0.021|MG/KG_DRYWT
Total PCB Homologues (sum HOM)
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APPENDIX B

2007 Boat House Sediment PCB Analytical Results

Station ID BH6 BH6 BH6 BH7

Collection Date 11/29/07 11/29/07 11/29/07 11/29/07
Fraction TOTAL TOTAL TOTAL TOTAL

QC Code SA SA SA SA

Samp ID S-07D-0BH6-00-10 S-07D-0BH6-10-20 S-07D-0BH6-20-30 S-07D-0BH7-00-10

Analyte Result Unit FinQ | Result Unit FinQ | Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 5.299|MG/KG_DRYWT |D 0.221|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU 0.509|MG/KG_DRYWT |[Dp
2,2',5-Tricb (PCB 18) 9.822|MG/KG_DRYWT |D 0.221|MG/KG_DRYWT |DU 0.0002|MG/KG_DRYWT (DU 0.401{MG/KG_DRYWT |D
2,4,4'-Tricb (PCB 28) 19.28|MG/KG_DRYWT |D 0.221|MG/KG_DRYWT |DU 0.0078|MG/KG_DRYWT [D 0.866|MG/KG_DRYWT |D
2,2',3,5-Tetracb (PCB 44) 12.31|MG/KG_DRYWT (D 4.096|MG/KG_DRYWT |D 0.012|MG/KG_DRYWT |D 0.561|MG/KG_DRYWT |D
2,2'5,5-Tetrach (PCB 52) 19.94|MG/KG_DRYWT |D 11.23|MG/KG_DRYWT |D 0.025|MG/KG_DRYWT |D 1.153|MG/KG_DRYWT |D
2,3',4,4'-Tetracb (PCB 66) 7.558|MG/KG_DRYWT |D 3.254/MG/KG_DRYWT |D 0.02|MG/KG_DRYWT |Dp 0.414|MG/KG_DRYWT |D
2,2',4,5,5'-Pentacb (PCB 101) 6.118|MG/KG_DRYWT |D 9.067|MG/KG_DRYWT |D 0.019|MG/KG_DRYWT |Dp 0.777\MG/KG_DRYWT |D
2,3,3',4,4'-Pentacb (PCB 105) 1.35|MG/KG_DRYWT |D 0.221]MG/KG_DRYWT |DU 0.0086|MG/KG_DRYWT [D 0.19|MG/KG_DRYWT |D
2,3',4,4' 5-Pentacb (PCB 118) 5.055|MG/KG_DRYWT |D 7.461|MG/KG_DRYWT |D 0.033|MG/KG_DRYWT |D 0.701{MG/KG_DRYWT |D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.11/MG/KG_DRYWT |DU 0.221|MG/KG_DRYWT |DU 0.0037|MG/KG_DRYWT [D 0.102|MG/KG_DRYWT |D
2,2',3,4,4' 5'-Hexacb (PCB 138) 3.079|MG/KG_DRYWT |D 3.958|MG/KG_DRYWT |D 0.016|MG/KG_DRYWT |D 0.54|MG/KG_DRYWT |D
2,2'4,4'5,5'-Hexacb (PCB 153) 4.347)MG/KG_DRYWT |D 6.839|MG/KG_DRYWT |D 0.019|MG/KG_DRYWT |D 0.722|MG/KG_DRYWT |D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.11/MG/KG_DRYWT |[DU 0.221|MG/KG_DRYWT |DU 0.0016|MG/KG_DRYWT [D 0.058|MG/KG_DRYWT |D
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.11/MG/KG_DRYWT |DU 0.221|MG/KG_DRYWT |DU 0.002|MG/KG_DRYWT |Dp 0.088|MG/KG_DRYWT |D
2,2'.3,4'5,5',6-Heptacb (PCB 187) 0.11]MG/KG_DRYWT [DU 0.221|MG/KG_DRYWT [DU 0.0028|MG/KG_DRYWT |Dp 0.053|MG/KG_DRYWT |D
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.11/MG/KG_DRYWT |[DU 0.221|MG/KG_DRYWT |DU 0.0038|MG/KG_DRYWT |Dp 0.011|MG/KG_DRYWT |DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.11/MG/KG_DRYWT |[DU 0.221|MG/KG_DRYWT |DU 0.0091|MG/KG_DRYWT [D 0.018|MG/KG_DRYWT |D
Decacb - Congener (PCB 209) 0.11/MG/KG_DRYWT |DU 0.221|MG/KG_DRYWT |DU 0.0095|MG/KG_DRYWT [D 0.005|MG/KG_DRYWT |DpJ
Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6) 250|MG/KG_DRYWT 120|MG/KG_DRYWT 0.5|MG/KG_DRYWT 19|MG/KG_DRYWT

Total PCB Homologues (sum HOM)
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APPENDIX B

2007 Boat House Sediment PCB Analytical Results

Station ID BH7 BH7 BH10 BH10

Collection Date 11/29/07 11/29/07 11/29/07 11/29/07
Fraction TOTAL TOTAL TOTAL TOTAL

QC Code SA SA SA SA

Samp ID S-07D-0BH7-10-20 S-07D-0BH7-20-30 S-07D-BH10-00-10 S-07D-BH10-10-20

Analyte Result Unit FinQ | Result Unit FinQ| Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 0.002|MG/KG_DRYWT |Dp 0.00019|MG/KG_DRYWT |DU 0.419|MG/KG_DRYWT |Dp 0.011|MG/KG_DRYWT [DU
2,2'5-Tricb (PCB 18) 0.0048|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 0.569|MG/KG_DRYWT |D 0.011|MG/KG_DRYWT |DU
2,4,4'-Tricb (PCB 28) 0.0082|MG/KG_DRYWT |D 0.00082|MG/KG_DRYWT |Dp 1.223|MG/KG_DRYWT |D 0.035|MG/KG_DRYWT |D
2,2',3,5-Tetrach (PCB 44) 0.0062|MG/KG_DRYWT (D 0.00019|MG/KG_DRYWT |DU 0.847|MG/KG_DRYWT |D 0.019|MG/KG_DRYWT |D
2,2'5,5-Tetrach (PCB 52) 0.016|MG/KG_DRYWT |D 0.0025|MG/KG_DRYWT |D 1.91|MG/KG_DRYWT |D 0.053|MG/KG_DRYWT |D
2,3',4,4'-Tetrach (PCB 66) 0.0054|MG/KG_DRYWT (D 0.0004|MG/KG_DRYWT |[Dp 0.749|MG/KG_DRYWT |D 0.013|MG/KG_DRYWT |D
2,2',4,5,5'-Pentacb (PCB 101) 0.011|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 1.856|MG/KG_DRYWT |D 0.061|MG/KG_DRYWT |D
2,3,3',4,4'-Pentacb (PCB 105) 0.003|MG/KG_DRYWT |[D 0.00019|MG/KG_DRYWT |DU 0.273|MG/KG_DRYWT |D 0.00088|MG/KG_DRYWT |DpJ
2,3',4,4' 5-Pentacb (PCB 118) 0.012|MG/KG_DRYWT |D 0.00084|MG/KG_DRYWT |Dp 1.67|MG/KG_DRYWT |D 0.061|MG/KG_DRYWT |D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.0019|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 0.165|MG/KG_DRYWT |D 0.011|MG/KG_DRYWT [DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.009|MG/KG_DRYWT |D 0.0002|MG/KG_DRYWT |DU 0.842|MG/KG_DRYWT |D 0.029|MG/KG_DRYWT |D
2,2'4,4'5,5'-Hexacb (PCB 153) 0.012|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 1.23|MG/KG_DRYWT |D 0.041|MG/KG_DRYWT |D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.00086|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 0.096|MG/KG_DRYWT |D 0.011|MG/KG_DRYWT [DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.0014|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 0.152|MG/KG_DRYWT |D 0.011|MG/KG_DRYWT [DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.00071|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 0.1lMG/KG_DRYWT |D 0.011|MG/KG_DRYWT [DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.0004|MG/KG_DRYWT |Dp 0.00019|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT [DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.0009|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT [DU
Decacb - Congener (PCB 209) 0.00089|MG/KG_DRYWT |Dp 0.00019|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT [DU
Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6) 0.25|MG/KG_DRYWT 0.012|MG/KG_DRYWT 32|MG/KG_DRYWT 0.82|MG/KG_DRYWT
Total PCB Homologues (sum HOM)

Page 23 of 25




APPENDIX B

2007 Boat House Sediment PCB Analytical Results

Station ID BH10 BH4 BH4 BH4

Collection Date 11/29/07 11/30/07 11/30/07 11/30/07
Fraction TOTAL TOTAL TOTAL TOTAL

QC Code SA SA SA SA

Samp ID S-07D-BH10-20-28 S-07D-0BH4-00-10 S-07D-0BH4-10-20 S-07D-0BH4-20-30

Analyte Result Unit FinQ | Result Unit FinQ | Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 0.002|MG/KG_DRYWT |Dp 0.214|MG/KG_DRYWT |D 0.071}]MG/KG_DRYWT |D 0.031|MG/KG_DRYWT |[Dp
2,2'5-Tricb (PCB 18) 0.0014|MG/KG_DRYWT (D 0.474|MG/KG_DRYWT |D 0.196|MG/KG_DRYWT |D 0.076|MG/KG_DRYWT |D
2,4,4'-Tricb (PCB 28) 0.0018|MG/KG_DRYWT [D 1.076|MG/KG_DRYWT |D 0.37|MG/KG_DRYWT |D 0.214|MG/KG_DRYWT |D
2,2',3,5-Tetrach (PCB 44) 0.00053|MG/KG_DRYWT |Dp 0.756|MG/KG_DRYWT |D 0.234/MG/KG_DRYWT |D 0.121)MG/KG_DRYWT |D
2,2'5,5-Tetrach (PCB 52) 0.0024|MG/KG_DRYWT |Dp 1.103|MG/KG_DRYWT |D 0.328|MG/KG_DRYWT |D 0.159|MG/KG_DRYWT |D
2,3',4,4'-Tetrach (PCB 66) 0.00019|MG/KG_DRYWT |DU 0.927|MG/KG_DRYWT |D 0.223|MG/KG_DRYWT |D 0.171)MG/KG_DRYWT |D
2,2',4,5,5'-Pentacb (PCB 101) 0.00019|MG/KG_DRYWT |DU 1.655|MG/KG_DRYWT |D 0.311|MG/KG_DRYWT |D 0.24|MG/KG_DRYWT |D
2,3,3',4,4'-Pentacb (PCB 105) 0.00019|MG/KG_DRYWT |DU 0.575|MG/KG_DRYWT |D 0.078|MG/KG_DRYWT |D 0.055|MG/KG_DRYWT |D
2,3',4,4' 5-Pentacb (PCB 118) 0.0007|MG/KG_DRYWT |Dp 1.647|MG/KG_DRYWT |D 0.23|MG/KG_DRYWT |D 0.198|MG/KG_DRYWT |D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.00019|MG/KG_DRYWT |DU 0.281|MG/KG_DRYWT |D 0.023|MG/KG_DRYWT |D 0.012|MG/KG_DRYWT |D
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.00019|MG/KG_DRYWT |DU 1.469|MG/KG_DRYWT |D 0.184|MG/KG_DRYWT |D 0.153|MG/KG_DRYWT |D
2,2'4,4'5,5'-Hexacb (PCB 153) 0.00019|MG/KG_DRYWT |DU 1.657|MG/KG_DRYWT |Dp 0.212|MG/KG_DRYWT |[Dp 0.19|MG/KG_DRYWT |Dp
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.00019|MG/KG_DRYWT |DU 0.151|MG/KG_DRYWT |D 0.011|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.00019|MG/KG_DRYWT |DU 0.184|MG/KG_DRYWT |D 0.0023|MG/KG_DRYWT |DpJ 0.00053|MG/KG_DRYWT |DpJ
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.00019|MG/KG_DRYWT |DU 0.073|MG/KG_DRYWT |D 0.011|MG/KG_DRYWT |DU 0.011{MG/KG_DRYWT |DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.00019|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.00019|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU
Decacb - Congener (PCB 209) 0.00019|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU 0.011|MG/KG_DRYWT |DU
Total MonoCB

Total DICB

Total TriCB

Total TetraCB

Total PentaCB

Total HexaCB

Total HeptaCB

Total OctaCB

Total NonaCB

DecaCB

Total PCB Congeners (sum CONG x 2.6) 0.023|MG/KG_DRYWT 32|MG/KG_DRYWT 6.4|MG/KG_DRYWT 4.2|MG/KG_DRYWT
Total PCB Homologues (sum HOM)
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APPENDIX B

2007 Boat House Sediment PCB Analytical Results

Station ID BH5 BH5 BH5 BH8

Collection Date 11/30/07 11/30/07 11/30/07 11/30/07
Fraction TOTAL TOTAL TOTAL TOTAL

QC Code SA SA SA SA

Samp ID S-07D-0BH5-00-10 S-07D-0BH5-10-20 S-07D-0BH5-20-30 S-07D-0BH8-00-10

Analyte Result Unit FinQ | Result Unit FinQ | Result Unit FinQ | Result Unit FinQ
2,4'-Dicb (PCB 8) 0.458|MG/KG_DRYWT |D 0.0048|MG/KG_DRYWT |D 0.00076|MG/KG_DRYWT |Dp 0.01]MG/KG_DRYWT |DU
2,2',5-Tricb (PCB 18) 0.778|MG/KG_DRYWT |D 0.0098|MG/KG_DRYWT [D 0.0011|MG/KG_DRYWT |D 0.02|MG/KG_DRYWT [Dp
2,4,4'-Tricb (PCB 28) 1.248|MG/KG_DRYWT |D 0.018|MG/KG_DRYWT |D 0.0021{MG/KG_DRYWT [D 0.091|MG/KG_DRYWT |D
2,2',3,5-Tetrach (PCB 44) 0.936|MG/KG_DRYWT |D 0.012|MG/KG_DRYWT |D 0.0011{MG/KG_DRYWT (D 0.057|MG/KG_DRYWT |Dp
2,2'5,5-Tetrach (PCB 52) 2.041{MG/KG_DRYWT |D 0.021{MG/KG_DRYWT |D 0.0035|MG/KG_DRYWT |Dp 0.121|MG/KG_DRYWT |D
2,3',4,4'-Tetrach (PCB 66) 0.825|MG/KG_DRYWT |D 0.014/MG/KG_DRYWT |D 0.0024|MG/KG_DRYWT (Dp 0.083|MG/KG_DRYWT |D
2,2',4,5,5'-Pentacb (PCB 101) 1.59|MG/KG_DRYWT |D 0.016|MG/KG_DRYWT |D 0.00087|MG/KG_DRYWT |D 0.056|MG/KG_DRYWT |D
2,3,3',4,4'-Pentacb (PCB 105) 0.228|MG/KG_DRYWT |D 0.004|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 0.013|MG/KG_DRYWT |Dp
2,3',4,4' 5-Pentacb (PCB 118) 1.091|MG/KG_DRYWT |D 0.018|MG/KG_DRYWT |D 0.0021{MG/KG_DRYWT [D 0.057|MG/KG_DRYWT |D
2,2',3,3',4,4'-Hexacb (PCB 128) 0.121|MG/KG_DRYWT |D 0.0016|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 0.01]MG/KG_DRYWT |DU
2,2',3,4,4' 5'-Hexacb (PCB 138) 0.652|MG/KG_DRYWT |D 0.0099|MG/KG_DRYWT |D 0.00051|MG/KG_DRYWT |D 0.032|MG/KG_DRYWT |D
2,2'4,4'5,5'-Hexacb (PCB 153) 0.95|MG/KG_DRYWT |D 0.015|MG/KG_DRYWT |D 0.00084|MG/KG_DRYWT |D 0.035|MG/KG_DRYWT |D
2,2',3,3',4,4',5-Heptacb (PCB 170) 0.117|MG/KG_DRYWT |D 0.0011|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 0.01]MG/KG_DRYWT |DU
2,2',3,4,4'5,5'-Heptacb (PCB 180) 0.133|MG/KG_DRYWT |D 0.0016|MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 0.01]MG/KG_DRYWT |DU
2,2',3,4',5,5',6-Heptacb (PCB 187) 0.075|MG/KG_DRYWT |D 0.001{MG/KG_DRYWT |D 0.00019|MG/KG_DRYWT |DU 0.01]MG/KG_DRYWT |DU
2,2',3,3',4,4',5,6-Octacb (PCB 195) 0.0068|MG/KG_DRYWT [DpJ 0.0002|MG/KG_DRYWT |DU 0.00019|MG/KG_DRYWT |DU 0.01]MG/KG_DRYWT |DU
2,2',3,3',4,4',5,5',6-Nonacb (PCB 206) 0.012|MG/KG_DRYWT |D 0.0002|MG/KG_DRYWT |DU 0.00019|MG/KG_DRYWT |DU 0.01|MG/KG_DRYWT |DU
Decacb - Congener (PCB 209) 0.011{MG/KG_DRYWT (DU 0.0002|MG/KG_DRYWT |DU 0.00019|MG/KG_DRYWT |DU 0.01]MG/KG_DRYWT |DU
Total MonoCB 0.042|MG/KG_DRYWT |U
Total DICB 0.038|MG/KG_DRYWT |J
Total TriCB 0.405|MG/KG_DRYWT
Total TetraCB 0.827|MG/KG_DRYWT
Total PentaCB 0.669|MG/KG_DRYWT
Total HexaCB 0.222|MG/KG_DRYWT |J
Total HeptaCB 0.048|MG/KG_DRYWT |J
Total OctaCB 0.209|MG/KG_DRYWT |U
Total NonaCB 0.063|MG/KG_DRYWT |U
DecaCB 0.021|MG/KG_DRYWT [DU
Total PCB Congeners (sum CONG x 2.6) 29|MG/KG_DRYWT 0.38{MG/KG_DRYWT 0.04{MG/KG_DRYWT 1.5|MG/KG_DRYWT
Total PCB Homologues (sum HOM) 2.2|MG/KG_DRYWT
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Qualifiers:

T C«0O

Result from dilution run. Result from initial run outside linear range of instrument

Result is estimated. Analyte detected below the sample specific reporting limit

Analyte not detected at the sample specific reporting limit

Relative percent difference (RPD) between values obtained from the dual columns is >40%



Appendix C

VOC Analytical Data
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APPENDIX C

2007 Post-Dredge Sediment VOC Analytical Results

Station ID AA22-FO7 AA22

Collection Date 12/11/07| 12/11/07| 12/11/07|
Fraction TOTAL TOTAL TOTAL

QC Code SA REP B

Samp ID S-07D-AA22-02-03 S-07D-AA22-02-03-REP Trip Blank

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Acetone 0.155|MG/KG_DRYWT [ON] 0.265|MG/KG_DRYWT U 0.028|MG/KG_DRYWT
Benzene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Bromobenzene 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Bromodichloromethane 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Bromoform 0.0035|MG/KG_DRYWT SN} 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Bromomethane 0.0035|MG/KG_DRYWT [ON] 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Carbon Disulfide 0.014|MG/KG_DRYWT 0.021|MG/KG_DRYWT 0.002|MG/KG_DRYWT U
Carbon Tetrachloride 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT ] 0.002|MG/KG_DRYWT U
Chlorobenzene 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Chloroethane 0.0035|MG/KG_DRYWT [ON] 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Chloroform 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Chloromethane 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Cis-1,2-Dichloroethene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Cis-1,3-Dichloropropene 0.0035|MG/KG_DRYWT |R 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Dibromochloromethane 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Dibromomethane 0.0035|MG/KG_DRYWT [ON] 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Dichlorodifluoromethane 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Ethylbenzene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Hexachlorobutadiene 0.0035|MG/KG_DRYWT |R 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Isopropylbenzene 0.0035(MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Methylene Chloride 0.0088|MG/KG_DRYWT uJ 0.0094|MG/KG_DRYWT U 0.0015|MG/KG_DRYWT j
Methyl-Tert-Butyl-Ether (Mtbe) 0.0035(MG/KG_DRYWT  |UJ 0.0038(MG/KG_DRYWT |U 0.002|MG/KG_DRYWT  |U
Naphthalene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
N-Butylbenzene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
N-Propylbenzene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
O-Xylene 0.0035(MG/KG_DRYWT  |UJ 0.0038{MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
P-Isopropyltoluene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
P/M Xylene 0.007)|MG/KG_DRYWT uJ 0.0075|MG/KG_DRYWT U 0.004|MG/KG_DRYWT U
Sec-Butylbenzene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002]|MG/KG_DRYWT U
Styrene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Tert-Butylbenzene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002]|MG/KG_DRYWT U
Tetrachloroethene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Toluene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002]|MG/KG_DRYWT U
Trans-1,2-Dichloroethene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Trans-1,3-Dichloropropene 0.0035|MG/KG_DRYWT R 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Trichloroethene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002]|MG/KG_DRYWT U
Trichlorofluoromethane 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002]|MG/KG_DRYWT U

Page 1 of 2




APPENDIX C

2007 Post-Dredge Sediment VOC Analytical Results

Station ID AA22-FO7 AA22

Collection Date 12/11/07| 12/11/07| 12/11/07|
Fraction TOTAL TOTAL TOTAL

QC Code SA REP B

Samp ID S-07D-AA22-02-03 S-07D-AA22-02-03-REP Trip Blank

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Vinyl Acetate 0.0035|MG/KG_DRYWT |R 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
Vinyl Chloride 0.0035(MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,1-Dichloroethane 0.0035(MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,1-Dichloroethene 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,1-Dichloropropene 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,1,1-Trichloroethane 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,1,1,2-Tetrachloroethane 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,1,2-Trichloroethane 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,1,2,2-Tetrachloroethane 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,2-Dibromoethane 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,2-Dibromo-3-Chloropropane 0.0035|MG/KG_DRYWT |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,2-Dichlorobenzene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,2-Dichloroethane 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,2-Dichloropropane 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,2,3-Trichlorobenzene 0.0035|MG/KG_DRYWT |R 0.0038|MG/KG_DRYWT u 0.002|MG/KG_DRYWT U
1,2,3-Trichloropropane 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,2,4-Trichlorobenezene 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT uJ 0.002|MG/KG_DRYWT U
1,2,4-Trimethylbenzene 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,3-Dichlorobenzene 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT u 0.002|MG/KG_DRYWT u
1,3-Dichloropropane 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,3,5-Trimethylbenzene 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
1,4-Dichlorobenzene 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
2-Butanone 0.029|MG/KG_DRYWT 0.051|MG/KG_DRYWT 0.002|MG/KG_DRYWT U
2-Chloroethyl Vinyl Ether 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
2-Chlorotoluene 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT u
2-Hexanone 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT u 0.002|MG/KG_DRYWT u
2,2-Dichloropropane 0.0035|MG/KG_DRYWT uJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
4-Chlorotoluene 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
4-Methyl-2-Pentanone 0.0035|MG/KG_DRYWT  |UJ 0.0038|MG/KG_DRYWT U 0.002|MG/KG_DRYWT U
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Qualifiers:

J Result is estimated

Py

Result is rejected
U Analyte not detected at the sample specific reporting limit
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Appendix D

Grain Size and Total Organic Carbon
Analytical Data
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station 1D N14-F07 11 14-FO7

Collection Date 11/5/07 11/6/07 11/6/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-0N14-00-05 S-07D-0011-00-05 S-07D-0014-00-07

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 24.29|PCT 29.35|PCT 30.66|PCT

Ratio of silt to total sample wt (FRAC_SILT) 53.83|PCT 58.42|PCT 48.22|PCT

Ratio of sand to total sample wt (FRAC_SAND) 21.88|PCT 12.23|PCT 21.12|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) O|PCT O|PCT O|PCT

Total Organic Carbon (TOC) 8.28|PCT 9.49|PCT 7.55|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station 1D K2 N4-F07 o1

Collection Date 11/6/07 11/6/07 11/6/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-00K2-00-08 S-07D-00N4-00-06 S-07D-0001-00-06

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 21.75|PCT 20.63|PCT 26.51|{PCT

Ratio of silt to total sample wt (FRAC_SILT) 35.86|PCT 58.39|PCT 40.24|PCT

Ratio of sand to total sample wt (FRAC_SAND) 42.39|PCT 20.98|PCT 33.25|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) O|PCT O|PCT O|PCT

Total Organic Carbon (TOC) 5.2|PCT 6.71|PCT 10.02|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station ID Q9 J14 K5

Collection Date 11/6/07 11/6/07 11/8/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-00Q9-00-05 S-07D-0J14-00-06 S-07D-00K5-00-06

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 30.05|PCT 24.94|PCT 23.93|PCT

Ratio of silt to total sample wt (FRAC_SILT) 57.52|PCT 62.11|PCT 47.93|PCT

Ratio of sand to total sample wt (FRAC_SAND) 12.43|PCT 12.95|PCT 27.51|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) O|PCT O|PCT 0.63|PCT

Total Organic Carbon (TOC) 7.61PCT 7.99|PCT 8.21|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station ID J10 J10 K21

Collection Date 11/8/07 11/8/07 11/8/07
Fraction TOTAL TOTAL TOTAL

QC Code REP SA SA

Samp ID S-07D-0J10-00-07-REP S-07D-0J10-00-07 S-07D-0K21-00-12

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 26.04|PCT 22.31|PCT 25.82|PCT

Ratio of silt to total sample wt (FRAC_SILT) 61.14|PCT 55.13|PCT 47.53|PCT

Ratio of sand to total sample wt (FRAC_SAND) 11.16|PCT 22.56|PCT 26.65|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) 1.66|PCT O|PCT O|PCT

Total Organic Carbon (TOC) 11.02|PCT 8.65|PCT 3.9|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station 1D M17 Ww24 Ww41

Collection Date 11/8/07 11/14/07 11/14/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-0M17-00-06 S-07D-WW24-00-08 S-07D-WW41-00-06

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 26.28|PCT 31.25|PCT 12.82|PCT

Ratio of silt to total sample wt (FRAC_SILT) 57.62|PCT 38.45|PCT 20.67|PCT

Ratio of sand to total sample wt (FRAC_SAND) 16.1|PCT 30.2|PCT 63.14|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) O|PCT 0.1|PCT 3.37|PCT

Total Organic Carbon (TOC) 7.74|PCT 4.97|PCT 2.64|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station 1D YY32 BBB23 0026

Collection Date 11/14/07 11/16/07 11/16/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-YY32-00-02 S-07D-BBB23-00-09 S-07D-0026-00-07

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 14.46|PCT 2.89|PCT 35.79|PCT

Ratio of silt to total sample wt (FRAC_SILT) 15.98|PCT 4.17|PCT 46.42|PCT

Ratio of sand to total sample wt (FRAC_SAND) 66.82|PCT 86.07|PCT 15.59|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) 2.74|PCT 6.87|PCT 2.2|PCT

Total Organic Carbon (TOC) 1.56|PCT 0.57|PCT 6.04|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station 1D 0032 0038 SS29

Collection Date 11/16/07 11/16/07 11/16/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-0032-00-08 S-07D-0038-00-05 S-07D-SS29-00-07

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 31.58|PCT 39.52|PCT 33.42|PCT

Ratio of silt to total sample wt (FRAC_SILT) 51.73|PCT 47.64|PCT 46.75|PCT

Ratio of sand to total sample wt (FRAC_SAND) 11.56|PCT 12.84|PCT 18.46|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) 5.13|PCT O|PCT 1.37|PCT

Total Organic Carbon (TOC) 5.47|PCT 4.5(PCT 5.4|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station 1D VV34 DD22 GG29

Collection Date 11/16/07 11/20/07 11/20/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-VV34-00-10 S-07D-DD22-00-11 S-07D-GG29-00-06

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 37.06|PCT 32.77|PCT 34.42|PCT

Ratio of silt to total sample wt (FRAC_SILT) 45.99|PCT 59.36|PCT 48.65|PCT

Ratio of sand to total sample wt (FRAC_SAND) 16.95|PCT 7.87|PCT 16.93|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) O|PCT O|PCT O|PCT

Total Organic Carbon (TOC) 6.38|PCT 8.7|PCT 10.64|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station 1D GG33-F07 HH22 1125

Collection Date 11/20/07 11/20/07 11/20/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-GG33-00-06 S-07D-HH22-00-10 S-07D-1125-00-04

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 37.29|PCT 36.64|PCT 35.84|PCT

Ratio of silt to total sample wt (FRAC_SILT) 49.46|PCT 59.61|{PCT 47.22|PCT

Ratio of sand to total sample wt (FRAC_SAND) 13.04|PCT 3.66|PCT 14.16|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) 0.21|PCT 0.09|PCT 2.78|PCT

Total Organic Carbon (TOC) 5.45|PCT 6.81|PCT 5.44|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station 1D 1136 KK32-F07 LL40

Collection Date 11/20/07 11/20/07 11/20/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-1136-00-06 S-07D-KK32-00-09 S-07D-LL40-00-03

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 34.73|PCT 36.32|PCT 27.07|PCT

Ratio of silt to total sample wt (FRAC_SILT) 58.26|PCT 58.72|PCT 56.41{PCT

Ratio of sand to total sample wt (FRAC_SAND) 7.01PCT 4.96|PCT 15.07|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) O|PCT O|PCT 1.45|PCT

Total Organic Carbon (TOC) 6.95|PCT 6.07|PCT 4.53|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station 1D MM22 MM29 DD31-F07

Collection Date 11/20/07 11/20/07 11/28/07
Fraction TOTAL TOTAL TOTAL

QC Code SA SA SA

Samp ID S-07D-MM22-00-05 S-07D-MM29-00-09 S-07D-DD31-00-10

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 37|PCT 35.46|PCT 35.86|PCT

Ratio of silt to total sample wt (FRAC_SILT) 59.25|PCT 55.43|PCT 56.84|PCT

Ratio of sand to total sample wt (FRAC_SAND) 3.75|PCT 7.88|PCT 4.95|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) O|PCT 1.23|PCT 2.35|PCT

Total Organic Carbon (TOC) 6.19|PCT 6.08|PCT 11.36|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station 1D DD36 DD36 EE41

Collection Date 11/28/07 11/28/07 11/28/07
Fraction TOTAL TOTAL TOTAL

QC Code SA REP SA

Samp ID S-07D-DD36-00-10 S-07D-DD36-00-11-REP S-07D-EE41-00-14

Analyte Result Unit FinQ Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 36.04|PCT 34.05|PCT 40.24|PCT

Ratio of silt to total sample wt (FRAC_SILT) 59.14|PCT 61.67|PCT 54.23|PCT

Ratio of sand to total sample wt (FRAC_SAND) 4.82|PCT 3.65|PCT 5.53|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) O|PCT 0.63|PCT O|PCT

Total Organic Carbon (TOC) 12.5|PCT 11.6|PCT 11.47|PCT
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2007 Post-Dredge Sediment PCB Analytical Results

APPENDIX D

Station 1D AA22 AA22-FO7

Collection Date 12/11/07 12/11/07
Fraction TOTAL TOTAL

QC Code REP SA

Samp ID S-07D-AA22-10-20-REP S-07D-AA22-10-20

Analyte Result Unit FinQ Result Unit FinQ
Ratio of clay to total sample wt (FRAC_CLAY). 25.4|PCT 26.77|PCT

Ratio of silt to total sample wt (FRAC_SILT) 60.4|PCT 60.07|PCT

Ratio of sand to total sample wt (FRAC_SAND) 14.2|PCT 13.16|PCT

Ratio of gravel to total sample wt (FRAC_GRAYV) O|PCT O|PCT

Total Organic Carbon (TOC) 14.64|PCT 14.89|PCT
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